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Abstract
In this work we concentrate our efforts on the generation of laser emission at low THz fre-
quencies (3-1 THz range) employing the quantum cascade technology. Quantum cascade
(QC) lasers are unipolar semiconductor lasers based on intersubband transitions in quantum
wells that cover a large portion of the Mid and Far Infrared electromagnetic spectrum. Two
main research lines have been followed: (i) the development of quantum cascade lasers based
on population inversion between parabolic subbands and (ii) the development of low fre-
quency QC lasers based on a three-dimensional electron confinement induced by an external
magnetic field.
(i) Gain and laser action have been demonstrated in different systems at frequencies of
3.4-3.6 THz exploiting bound-to-bound and bound-to-continuum optical transition. A
QC laser emitting at 3.6 THz and based on a vertical transition and resonant tunnel-
ing in a single quantum well has been demonstrated. To overcome the limitations in
performance of such a system, an heterostructure laser based on a bound-to-continuum
transition has been developed. The structure was the first one to operate above the
technologically important temperature of liquid nitrogen. With a further development
of the bound-to-continuum design that includes lower state lifetime reduction by optical
phonon emission, laser action was successfully achieved at 115 K. A study of different
waveguide mechanisms suitable for different THz frequencies has also been carried out.
(ii) THz quantum cascade lasers based on the in-plane confinement introduced by a strong
magnetic field applied perpendiculary to the plane of the layers have been developed. A
model system based on large single quantum wells (50-60 nm wide) has been exploited
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to study this gain mechanism. Such an approach led to the extension of the frequency
range of operation of QC lasers, with the demonstration of laser action at 1.39 THz (220
µm) which is the lowest frequency observed to-date for this kind of technology. The size
confinement induced by the magnetic field radically modifies the physics of the system
allowing laser action with extremely reduced threshold current densities (0.65 A/cm2),
a factor of 70 lower than any other quantum cascade laser and among the lowest ever
observed for a semiconductor laser in general. Electron wavefunction localization is
at the basis of the observed effects. Resonances in transport and in laser emission
characteristics have been observed and attributed to many-body phenomena. The
magnetic field has been used also as a spectroscopic tool to investigate the structures
developed in the research line (i). Multi-frequency operation obtained by selectively
injecting carriers in the excited states of a single quantum well structure has also been
demonstrated.
Riassunto
Questo lavoro di tesi tratta della generazione di emissione laser a basse frequenze nella regione
del terahertz (3-1 THz) impiegando la tecnologia della cascata quantica. I laser a cascata
quantica sono laser a semiconduttore unipolari basati sulle transizioni intersottobanda in
pozzi quantici, e coprono una vasta porzione del medio e lontano infrarosso. Due linee di
ricerca principali sono state sviluppate: (i) lo sviluppo di laser a cascata quantica basati
su un’inversione di popolazione tra sottobande a dispersione parabolica e (ii) lo sviluppo
di laser a cascata quantica a basse frequenze THz basati sul confinamento tridimensionale
dell’elettrone indotto da un campo magnetico esterno.
(i) Impiegando transizioni ottiche discreto-a-discreto e discreto-a-continuo sono stati di-
mostrati guadagno e emissione laser in differenti sistemi alle frequenze di 3.4-3.6 THz.
L’azione laser e` stata dimostrata in un dispositivo a cascata quantica basato su una
transizione ottica verticale e su tunneling risonante in un singolo pozzo quantico alla
frequenza di 3.6 THz. Per superare le limitazioni di detta struttura, e` stato sviluppato
un sistema basato su una transizione ottica discreto-a-continuo. La struttura e` stata la
prima ad operare ad una temperatura superiore a quella tecnologicamente importante
costituita dall’ebollizione dell’azoto liquido. Un ulteriore sviluppo del sistema a cascata
quantica basato sulla transizione discreto-a-continuo che include la riduzione del tempo
di vita dello stato inferiore della transizione laser ha operato fino alla temperatura di
115 K. Contestualmente e` stato condotto uno studio di differenti configurazioni per la
guida d’onda alle differenti frequenze THz investigate.
(ii) L’utilizzo di intensi campi magnetici applicati perpendicolarmente al piano degli strati
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dell’eterostruttura ha permesso di sviluppare laser CQ con un confinamento tridimen-
sionale dell’elettrone. Lo studio di questo meccanismo di guadagno e` stato condotto
su un sistema modello costituito da un grande pozzo quantico (50-60 nm di spessore).
Questo approccio ha permesso l’estensione della gamma di frequenze generate dai laser
a cascata quantica fino a 1.39 THz, corrispondente a una lughezza d’onda di 220 µm
circa: questa frequenza e` la piu´ bassa mai raggiunta con questo tipo di tecnologia. Il
confinamento dimensionale introdotto dal campo magnetico modifica drasticamente la
fisica del sistema consentendo l’azione laser con valori estremamente ridotti della cor-
rente di soglia (0.65 A/cm2), inferiori di un fattore 70 in rapporto a quelli degli altri
laser a cascata quantica e tra i piu´ bassi mai osservati in un laser a semiconduttore. La
localizzazione della funzione d’onda dell’elettrone e` alla base degli effetti osservati. Le
risonanze osservate nel trasporto e nell’intensita´ laser sono state attribuite a fenomeni
elastici e a molti corpi. Il campo magnetico e` stato anche utilizzato come strumento
spettroscopico per l’analisi dei dispositivi sviluppati al punto (i). E´ stato inoltre pos-
sibile realizzare un laser operante su due distinte frequenze iniettando selettivamente
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The region of the electromagnetic spectrum from 0.3 to 20 THz (10 - 600 cm−1, 1 mm - 15 µm
wavelength, Fig. 1.1) is a frontier area for research in physics, chemistry, biology, materials
science and medicine. Many of the phenomena related to the mentioned domains have their
typical energies and/or frequencies lying in the THz region [1]. Most of the interstellar dust
clouds emit in the THz region, electrons in highly-excited atomic Rydberg states orbit at
THz frequencies, small molecules rotate at THz frequencies, electrons in semiconductors and
their nanostructures resonate at THz frequencies. Superconducting energy gaps are found
at THz frequencies. An electron in Intel’s THz Transistor races under the gate in ∼1 ps.
Gaseous and solid-state plasmas oscillate at THz frequencies. Matter at temperatures above
10 K emits black-body radiation at THz frequencies.
All those examples and many others call for an adequate scientific and technological effort.
Electromagnetic radiation is the most widespread mean to interact with all those systems,
and subsequently grows the need for sources and detectors in this region of the spectrum.
The nature of this region, that acts really as a boundary between optics and electronics, has
determined a sort of underdevelopment of the key elements for the scientific investigation,
often being referred as the THz ”gap”. There is thus a solid interest in trying to develop
reliable, low-cost and flexible sources of THz radiation. In the following section a brief
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Figure 1.1: Comparative table with electromagnetic spectrum expressed in wavelength,
temperature, energy and frequency with principal coherent sources reported on the
bottom. The THz region lies clearly inside the gap between optics and electronics.
1.2 Terahertz radiation and its applications
1.2.1 Astronomy
Spectroscopy has been the principal field of application of THz radiation since many molec-
ular species have their absorption lines falling in this region. In particular astronomy would
benefit from the presence of compact and reliable THz sources of coherent radiation. It
is sufficient to take a look at the spectral signature of an interstellar cloud (see Fig. 1.2)
to understand the central importance of the development of terahertz technologies for the
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astronomy [2]: approximately 98% of the photons emitted since the Big Bang fall in the
sub-mm and Far-ir region of the EM spectrum. Many molecules like water, oxygen, carbon
monoxide, nitrogen can be probed in the THz range. Individual emission lines, such as the
C+ line at 158 µm-1.9 THz (the brightest line in the Milky way sub-mm spectral range, which
is the emission wavelength of a laser developed in this work, greatly discussed in Chapter 6)
can provide a detailed look at star forming regions where surrounding dust is illuminated by
hot young ultraviolet emitting stars.
Figure 1.2: Radiated energy versus wavelength showing 30-K blackbody, typical in-
terstellar dust, and key molecular line emissions in the submillimeter wavelength range
(reprinted from [2]).
Since these signals are obscured from most Earth-based observations (except from a very
few high-altitude observatories, aircraft, or balloon platforms), they provide strong motiva-
tion for a number of existing or upcoming space astrophysics instruments. Most notably,
the Submillimeter Wave Astronomy Satellite (SWAS) has been launched in December 1998,
and is currently sending back data on water, oxygen, neutral carbon, and carbon monoxide
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in interstellar space; and in the near future, the European Space Agencys (ESA) Herschel
scheduled for 2007 and NASAs proposed Submillimeter Probe of the Evolution of Cosmic
Structure (SPECS), SPace InfraRed Interferometric Telescope (SPIRIT), and Filled Aper-
ture InfraRed telescope (FAIR), which will examine this spectral region in great detail in
the decade beyond 2010. For interstellar and intragalactic observations, both high resolving
power (large apertures) and high bandwidth resolution (1100 MHz) are generally required.
In the lower terahertz bands, heterodyne detectors are generally preferred, and consequently
need stable and reasonably powerful local oscillator sources, that are quite scarce in this por-
tion of the spectrum. There are several major ground- and space-based submillimeter/THz
telescopes which have recently been completed or will go on line in the near future. Sur-
prisingly, many of these systems will investigate spectral regions for which very incomplete
spectral information is available and laboratory experiments are needed in order to under-
stand the origin / identify the carriers of the spectral features. Additionally, large molecules
such as (large) poly-aromatic hydrocarbons are probably abundant in interstellar space and
believed to be responsible for many of the features.
1.2.2 Terahertz Imaging
The potential for imaging applications using Terahertz radiation [3] results from a number
of characteristics. Terahertz waves penetrate most dry, nonmetallic and nonpolar objects
like plastics, paper, cardboard and nonpolar organic substances. In the case of dielectrics,
the absorption is governed by optical phonons and depends on the polarity and the optical
phonon resonances of the material. On the other hand, metals are completely opaque to THz,
and polar liquids such as water strongly absorb in this frequency region. In the gas phase,
most polar molecules have very sharp and strong absorption lines in this frequency range,
which reflect the unique rotational or roto-vibrational spectra of the absorbing species. One
very attractive aspect of THz imaging is its intrinsic safety due to the employment of very
low energy photons (non-ionizing radiation). The simplest type of image one can generate in
a transmission imaging setup is one in which the transmitted power determines the nature
of the image.
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A good example of this is shown in Fig.1.3, which shows a terahertz imaging setup together
with a transmission image of a leaf from a common houseplant [4]. The color scale is
determined by the amplitude of the transmitted terahertz power, which in turn is related to
the amount of moisture present at each point on the leaf. This image illustrates the extreme
sensitivity of this technique to water content: in this frequency range, water absorbs quite
strongly (230 cm−1 at 1 THz). The setup and the image come from Agilent Labs, Palo Alto,
CA, that use some of the lasers developed in this thesis work (bound-to-continuum design,
see Chapter 5) to perform imaging on various kind of materials.
Using terahertz imaging, it is possible to account for inhomogeneities in the sample by
performing a spatially resolved measurement. Because these measurements are inherently
nondestructive, repeated measurements may be made on the same sample.
 
Figure 1.3: Left: Experimental setup for THz imaging employing a quantum cascade
laser as a source: (a) transmission configuration, (b) reflection configuration. Right:
THz image of a leaf from an abutilon plant. Absorption from water in the veins of the
leaf is clearly observed (reprinted from [4]).
Spatially resolved measurements of the terahertz transmission coefficient may also be used in
package inspection or quality control applications. Evidently, since many packaging materials
such as plastic and cardboard are transparent to terahertz radiation, it is quite simple to
image through these materials and detect the contents. In many industries, X-ray imaging
is currently used for such tasks. THz imaging may be a desirable alternative simply because
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of the health and safety issues involved with ionizing radiation. The extreme sensitivity to
water content proves important in these types of applications as well. Although numerous
methods exist for measuring the water content of moisture-sensitive products, essentially no
method exists if the measurement must be performed through a cardboard or thin plastic
package.
THz wavelengths can provide information at depths of 1-2 cm in bio-tissue depending on wa-
ter content. The contrast mechanisms that enable image generation are not well understood.
Different wavelengths and pulse structures appear to provide unique information about bio-
logical systems. The contrast mechanisms are related to water content, but influence in the
local environment, (bound vs. free water, lipid vs. protein) clearly affect the signal. Consid-
erable progress in THz technology now allows access to the technology for image generation
and several companies (TeraView Ltd, Picometrix) are selling THz systems.
Identification of unique biologic signatures of disease may be possible leading to improved
techniques for cancer screening and surveillance. While the feasibility of imaging has been
demonstrated, selection of optimal parameters for imaging has not been achieved. To obtain
optimal THz images substantial advances in sources, pulse sequences, imaging algorithms,
detectors, and an understanding of contrast mechanisms are essential.
1.2.3 Fundamental physics
The energy scales of several, large interest physical phenomena lie in the sub-mm and THz
regions: the electronic transitions in systems that are quantum confined to two, one and zero
dimensions have excitations in the THz regime. Well defined collective and single particle
excitations emerge as the THz frequency exceeds various relaxation rates and broadening: the
response at THz frequencies is dynamic rather than diffusive or relaxed. Fundamental issues
include reliable control of carrier injection by doping, electric fields or optical pumping, the
relationship between geometry and energy level structure, linewidths of transitions between
states, excited state coherence and population lifetimes, superposition states of carriers, and
spin excitations. Coherent quantum control of the orbital and spin states (see Appendix
A) of carriers in semiconductor nanostructures is particularly attractive at THz frequencies.
7The properties of semiconductor nanostructures at visible and near-IR wavelengths can also
be controlled with THz-frequency electromagnetic radiation.
1.3 Terahertz sources
Here we propose a rapid overview of the principal sources of THz radiation, classified in
reason of their bandwidth. We will not report on accelerator-like sources of THz radiation
like the Free-Electron-Laser (FEL) because due to its complexity and dimensions it is out of
the technological target of our research, although recently a table-top version of an undulator
for producing terahertz radiation has been proposed and discussed [5].
1.3.1 Broadband Terahertz sources
Microwave generation followed by frequency multiplication
High-order harmonics of a microwave oscillator can be generated at frequencies in the THz
range: starting at W-band (100 GHz) or below, or alternatively at the highest frequency
where mW direct oscillation is available, the oscillator is followed by a power amplifier and a
nonlinear solid-state frequency multiplier (typically a Schottky barrier diode or diode array).
Current capabilities allow tunable power generation at the 5-10% bandwidth range from 200
GHz to approximately 1600 GHz with power levels from 30 mW (low end) to 1 µW at the
highest frequencies. The technique involves significant power at the pump frequency and
efficiencies are typically below 1 percent for multiple stages. The sources of power at low
frequency, like GUNN diodes or IMPATT, exhibit a decrease of output power that follows a
square root dependence with the frequency. This limits the amount of power available at the
end of the multiplication chain. However the frequency multiplication technique has been
around for as long as microwave spectroscopy (more than 60 years) and is very powerful.
With continuing development in pushing oscillator frequencies up into the submillimeter
range, or power combining at the pump end, it is possible to generate a few microwatts of
tunable cw power up to 2 THz [6].
Recently, another way of generating sub-THz and THz radiation has been demonstrated by
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Knap and co-workers [7] by means of resonant, voltage tunable emission from a gated two-
dimensional electron gas in a 60 nm InGaAs high electron mobility transistor. The emission
is interpreted as resulting from a current driven plasma instability leading to oscillations in
the transistor channel (Dyakonov-Shur instability).
Backward wave oscillators
Backward wave oscillators (BWO), (and other tube sources like carcinotrons and klystrons)
have been around for more than half a century but are currently only produced in one
small remaining arm of a large company, Istok, in Russia. Power levels from 100 mW near
100 GHz to 1mW at 1200 GHz have been commercially achieved in electronically tuned
bandwidths from 10 - 25%. Capabilities from 50 GHz to 200 GHz are likely to remain,
but tubes between 200 and 1200 GHz may no longer be procurable due to the uniqueness
of the provider. Although these electron sources require high voltages (2-10 kV) and large
magnetic fields (5 - 12 kG), and their output power is multimode, they have been a mainstay
for THz CW work for many years. Several teams are trying to develop electron sources using
modern microfabrication and cathode technologies, but to date no working oscillators above
300 GHz have been produced. Theoretical projections indicate that BWO sources can work
up to at least 2 THz and that advances in cold cathode and MEMS fabrication may yield
designs which cost less and use less power.
Femtosecond pulse generation
It is based on using a short pulse (femtosecond) optical laser (argon-laser-pumped Ti :
sapphire laser) to illuminate a gap between closely spaced electrodes on a photoconductor
(e.g., silicon-on-sapphire or low temperature grown (LTG) GaAs) generating carriers, which
are then accelerated in an applied field (100 V) [8]. The resulting current surge, which is
coupled to an RF antenna, has frequency components that reflect the pulse duration, i.e.,
terahertz rates. The same THz output spectrum can be obtained by applying short laser
pulses to a crystal with a large second-order susceptibility (field-induced polarization) like
zinc telluride or organic ionic salt 4-N, N-4-dimethylamino-4’-N’-methylstilbazolium tosylate
(DAST). Since the higher order susceptibility terms are indicative of nonlinear response, mix-
ing occurs, producing a time-varying polarization with a frequency-response representative
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of the pulse length, i.e., terahertz oscillation. As with the photomixers, RF power may be
radiated by antennas printed on the photoconductor or crystal, and typically have frequency
content from 0.2 to 2 THz or higher depending on the laser pulse parameters. Average power
levels over the entire spectrum are very low (nanowatts to microwatts) and pulse energies
tend to be in the femtojoule to nanojoule range. Fiber coupled systems have been developed
and continual improvements are being made to these RF generators in order to increase the
signal-to-noise of the THz imagers.
1.3.2 Narrow band Terahertz sources
Photomixing
Photomixing [9] uses offset-frequency-locked CW lasers focused onto a small area of an ap-
propriate photoconductor (one with a very short < 1-ps carrier lifetime e.g., low temperature
grown GaAs) to generate carriers between closely spaced (< 1µm) electrodes (source and
drain) printed on the semiconductor. The laser-induced photocarriers short the gap pro-
ducing a photocurrent, which is modulated at the laser difference frequency. This current
is coupled to an RF circuit or antenna that couples out or radiates the THz energy. The
resulting power is narrow-band, phase lockable, and readily tuned over the full THz band
by slightly shifting the optical frequency of one of the two lasers. Both 780-820 nm Ti :
sapphire and 850-nm DBR semiconductor lasers have been used to match the bandgap of
the LTG GaAs. Typical optical-to-THz conversion efficiencies are below 10−5 for a single
device and reported output power falls from ≈ 1 µW at 1 THz to below 0.1 µW at 3 THz,
even with the newer distributed or travelling-wave photomixer designs.
Optically pumped gas lasers
Typical IR-pumped gas lasers , such as those produced commercially by DEOS, Edinburgh
Instruments, and MPB Technologies are usually based on grating tuned CO2 pump lasers
(20-100 W) injected into low-pressure flowing-gas cavities that lase in the mm and sub-mm
wavelength range depending on the molecule used as active medium. Power levels of 120 mW
are common depending on the chosen line, with one of the strongest being that of methanol
at 2522.78 GHz. In the 500-GHz-3-THz regime, not all frequencies are covered by strong
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emission lines. Although bulky (linear dimensions > 1m) and power demanding (100-200
W needed), those laser sources have been in use for many years in a variety of applications,
from local oscillators in heterodyne detection to radiation source for various spectroscopic
applications.
Ge and Si far-infrared laser
Firstly envisioned by B. Lax in 1960 [10], the operation of the p-Ge laser [11, 12, 13] is
based on a population inversion between the light and heavy hole valence subbands, created
through the application of crossed electric and magnetic fields (E = 0.5 - 3 kV/cm, B = 0.3
- 2 T) at cryogenic temperatures (T = 4 - 40 K). For |E/B| ratios of about 1.5 kV/cmT, the
heavy holes are accelerated up to energies above the optical phonon energy and consequently
scattered strongly by these phonons. Under these conditions, a few percent of the heavy holes
are scattered into the light hole band. The light holes remain at much lower energies and are
accumulated on closed trajectories below the optical phonon energy. This effectively results
in a continuous pumping of heavy holes into the light hole band - leading to a population
inversion - and consequently to laser emission between the two valence sub-bands. The main
problem about this source (a real tunable intersubband FIR laser) is the amount of power
that has to be dissipated and that limits the operation to pulsed regime with maximum duty
cycle of 5% [14].
Recently, stimulated emission and lasing in the Far-IR has been reported [15, 16, 12] also
from long lived impurity states of group-V donors in silicon (Si:Bi, Si:P, Si:Sb). The devices
are optically pumped by means of a CO2 laser and tunability can in principle be achieved by
means of magnetic field and uniaxial stress. However, those kind of sources are of relatively
scarce technological interest because of the optical pumping and cryogenic temperatures
(below 30 K) that seem to be unavoidable to obtain laser action.
Optical parametric oscillation
Optical parametric oscillation (OPO) is a second-order non linear effect that transfers the
energy from a pump wave oscillating at a frequency ω3 to an idler ω2 and a signal ω1. The
condition of energy conservation ω3 = ω2 + ω1 (λ1 = (1/λ3 − 1/λ2)−1) must be satisfied and
the conversion efficiency is maximum when the three waves are phase matched [17]. The
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non-linear crystal LiNbO3 has been used in a set-up with a pump constituted by a Nd:YAG
laser (1.064 µm) and an OPO tuned in the range 1.03 µm 1.06 µm to generate radiation from
0.6 to 2.4 THz. Recently, the change to another non linear material as GaP has extended
the generation up to 7 THz [18].
1.4 Quantum wells, intersubband transitions and quan-
tum cascade laser
The basic constituent of the physical systems that we have investigated in this work is
the quantum well (QW). The quantum well is a way to create a 2 dimensional system
by confining the motion of a particle in one direction [19]. In order to obtain quantum
confinement effects, the confining potential must vary on the same order of magnitude of
the De Broglie wavelength λdB =
h
p
of the particle one wants to confine: if we work with
semiconductors and we want to confine the carriers (electrons, holes), we consider the particle
at the Fermi edge and the confining potential should have a characteristic dimension of







)1/3 ≈ 100 nm for a typical carrier density of N=1016 cm−3. We
will end with a structure of the kind of Fig.1.4 (a), where both electrons and holes have
discrete energy levels in the z direction: the spacing of these levels can be tuned by changing
the thickness of the layers [20] and the bandgap by changing the material system. One
symmetric single quantum well admits at least one bound state for any width L, and its
energy spectrum in the case of infinite barriers, calculated by solving the one-dimensional





n2 n ≥ 1 (1.4.1)
It is then necessary to be able to build a structure where a semiconductor layer with a certain
bandgap is sandwiched between two layers of another semiconductor with a larger bandgap:
all this has to be done at the atomic scale.
The ability to grow such single-crystal semiconductor nanostructures with atomic layer preci-
sion came with the development of the molecular beam epitaxy (MBE) technique, pioneered
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in the 60-70’s at Bell labs [21] by A. Y. Cho. MBE is basically an extremely sophisticated
thermal evaporation technique: effusion cells of different materials (III-V and II-VI groups
for the semiconductors, MBE is used also for other kind of materials) are opened and closed
and individually controlled. The material is evaporated on a rotating substrate and all the
process happens in ultra-high vacuum (UHV) (base pressure P≈ 10−11 mbar). The presence
of the UHV environment allows also the implementation of powerful in situ analytical tech-
niques such as reflection high-energy electron diffraction (RHEED) and mass spectrometry.







Figure 1.4: (a): Semiconductor quantum well (type I) obtained by sandwiching a layer
of a material A with band gap EgA between two layers of material B with band gap EgB.
Note the discrete energy states in the z direction. (b): Superlattice (in the conduction
band) obtained by an indefinite repetition of quantum wells. Note the formation of
minibands whose energy dispersion grows with the height in the quantum well.
presented in the early 70’s by Esaki [22] (in transport) and by Dingle [23] (optical absorp-
tion). The same growth technique allows also the creation of more complex structures, where
the quantum well is the basic building block. Following the proposal of Esaki and Tsu [24],
the repetition of many coupled quantum wells can give rise to a structure, the superlattice
, where energy subbands are formed in analogy of what happens when atoms are brought
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together to form a solid (see Fig.1.4 (b)).
The intra-band transitions (both in conduction band and in valence band) between states
formed by these repeated quantum well structures are called intersubband transitions. Al-
though intersubband transitions were already observed in the far-infrared between the levels
of a Si accumulation layer 1974 by Kamgar [25], the first intersubband absorption measure-
ment on a GaAs-AlGaAs QW dates 1985 [26]: after this demonstration this research field
had a tremendous development [27]. The design flexibility introduced by the exploitation of
this kind of transitions and technologically mature epitaxial growth techniques such MBE
and more recently metal-organic-vapor-phase-epitaxy (MOVPE-MOCVD) gave rise to a new
sector of research that relies on the so-called band-structure engineering [28]. Among the
many realizations important for both basic research and applications achieved via the band
structure engineering, the most impressive is the realization of an intersubband laser, the
quantum cascade laser (QCL).
1.4.1 Quantum cascade lasers
In a conventional laser diode [29, 30] the emission wavelength is determined by the charac-
teristics of the employed material because the light emission is based on the electron-hole
recombination across the semiconductor’s bandgap. Some tuning is possible by employing
strained structures or by varying the composition of the alloys but especially towards low
photon energies, in the Mid-Infrared range (MIR) (below 300 meV, λ ≥ 4 µm) it is difficult
to find a suitable material to achieve laser emission. The idea is then to employ the inter-
subband transitions, where the photon energy can be tuned simply by varying the energy
spacing between the levels of the quantum well, i.e. by changing its thickness. The tunabil-
ity of the intersubband transitions is then only limited by the band offset achievable from
the different materials. One important aspect of employing the intersubband transitions
to achieve laser action is the shape of the joint density of states (see Fig.1.5): the states
belong to the same band (conduction or valence) and have the same curvature (neglecting
non-parabolicity). In the reciprocal space the density of states of such a transition is atomic-
like, in contrast to an interband transition where the different curvature of the bands give
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Figure 1.5: (a): interband radiative transition in the reciprocal space (up) at the energy
hν with associated density of states (down). Note the different parabolic subband
dispersion for conduction band and valence band that lead to a broad and flat joint
DOS. (b): intersubband radiative transition in the reciprocal space (up) at the energy
hν with associated density of states (down). The shape of the joint density of states
now is narrow and peaked around the transition energy at the bottom of the upper
subband.
proposal of light amplification by using intersubband transitions in a superlattice is reported
in the seminal paper of R. Kazarinov and R. Suris of 1971 [31], only one year after Esaki and
Tsu’s superlattice proposal. In this proposal, light emission takes place between the states
of a superlattice via an interwell, photon assisted tunnelling transition. The electrons in the
conduction band can emit as many photons as the number of QW constituting the superlat-
tice (cascading scheme). More details about this proposal can be found in Chapter 4. The
quest for the intersubband laser started, and other proposals [32, 33, 34, 35] of electrically
pumped superlattice IR emitters based on resonant tunnelling were made. Optical pumping
was considered as well [36]. Experimental efforts led to the demonstration of intersubband
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electroluminescence in a superlattice excited by sequential tunnelling by Helm et al. in 1989
[37].
The breakthrough however came in 1994 with the first demonstration of an intersubband
heterostructure laser from Je´roˆme Faist and co workers in the group of Federico Capasso at
Bell Labs [38]. The quantum design of this laser differs substantially from the many proposals
cited before: here we try to summarize the relevant points that makes this kind of device so
unique. We already pointed out the unipolarity intrinsic to a device exploiting intersubband
transition. The most striking point is the achievement of the population inversion by careful
quantum engineering of the lifetimes of the states (typically in the ps range), while in an
interband laser the inversion condition comes from an intrinsic property of the material
[39]. Then there is the electron recycling intrinsic to the cascading scheme and as a third
important point the intersubband gain is only limited from the quantity of carriers one is
able to inject in the upper state and does not saturate as it happens for interband lasers
[29].
A scheme of the first QCL is reported in Fig.1.6. The device, realized by In0.48Ga0.52As wells
and In0.47Al0.53As barriers lattice matched to InP, is constituted by one basic structure,
called ”period”, repeated N=25 times. One period is then split in an active region where
the optical transition occurs, and an relaxation-injection region, where the carriers can
relax after having completed the optical transition and be reinjected in the next period. The
carriers are injected by resonant tunnelling in the state |3〉, where they can relax to state
|2〉 by means of photon-assisted tunnelling [40] or by scattering, mainly from LO phonon if
the condition E32 ≥ ~ωLO is satisfied. In order to achieve population inversion the lifetimes
of the electrons in the quantum states must satisfy the relation τ32 > τ2: this condition is
achieved by means of two key points:
1. The lifetime τ32 is increased by employing a transition with a reduced spatial overlap
of the wavefunctions.
2. The lifetime τ2 is reduced by making the energy E21 resonant with the optical phonon
energy, that is the most efficient scattering mechanism.
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The injector region is doped, acting as an electron reservoir and preventing the formation
of space-charge domains. The cascaded geometry obtained by repeating N times the period
allows electron recycling that can be re-injected in the subsequent period after performing
the optical transition, thus giving rise to an internal quantum efficiency in principle greater
than one and equal to the number of periods: the same electron can emit N photons.
Figure 1.6: Band diagram of the first quantum cascade laser reprinted from Ref. [38].
The structure aligns for an applied electric field of about 95 kV/cm. Note the diagonal
nature of the radiative transition in real space and the energy distance of one LO
phonon between states 1 and 2. The digitally graded alloy is where the doping resides.
After this first demonstration, the Mid-IR QCLs showed an impressive development. Many
active region designs were proposed and allowed an increase of the performances: some of
the main innovations were the introduction of a vertical transition in the real space together
with an electron Bragg reflector [41] constituted by the injector superlattice that suppresses
the electron escape from the upper state of the lasing transition [42].
Design freedom has allowed the realization of active regions based on superlattices [43],
diagonal transitions [44], QCL’s without global population inversion [45] and QC lasers
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capable of multi-wavelength operation [46]. However, the goal being room temperature (RT)
continuous-wave (CW) operation, a special active region design together with appropriate
thermal management and facet coating techniques were necessaries to achieve the first CW-
RT QCL at 9.2 µm in 2002 [47]. The active region design takes advantage of a two-phonon
resonance [48] in the lower state of the lasing transition and the technique of the buried-
heterostructure [49] laser is employed, embedding the whole laser ridge in an heatsink by
laterally regrowing undoped InP in order to maximize heatsinking.
Among other designs, it is worth to cite two superlattice-based active regions, the chirped
superlattice demonstrated by Tredicucci et al. in 1998 [50] and the bound-to-continuum
of Faist et al. in 2001 [51]. Those two designs show very good performances also at low
photon energies in the Mid-IR and will be proficiently used in the realization of THz quan-
tum cascade lasers. The chirped superlattice design is an upgrade of the QCL based on
the doped intrinsic superlattice of Ref.[43]: it is based on compensating the applied electric
field in the superlattice with an effective quasi electric field generated by ”chirping” the
superlattice period to reach a flat miniband condition without having to dope heavily the
superlattice itself. Previous research already showed the detrimental effect of a huge doping
of the structure that will result in a broadening of the optical transition and a subsequent
loss of gain [52]. The optical transition (wavy black arrow in Fig.1.7) takes place between
two minibands delocalized over 6 wells. The population inversion is sustained also at high
temperatures because of the very efficient intra-miniband scattering that ensures fast deple-
tion of the lower state and avoids the backfilling problem that can affect structures based
on resonant tunnelling for extraction of the carriers like the three quantum well design [53].







Figure 1.7: (a) Band diagram of the chirped superlattice design of Ref. [50] with no
applied electric field (F=0) and with the structure aligned (F=45 kV/cm). Note the
bands formed by the confined states (grey regions) that reach the flat condition when
the correct bias is applied. Horizontal dashed line marks the doped layers, red line is
the upper state of the lasing transition. (b) Band diagram of the bound-to-continuum
design of Ref. [51] with no applied electric field (F=0) and with the structure aligned
(F=35 kV/cm)
The other high-performance, superlattice-based design is the one that relies on a photonic
bound-to-continuum transition, whose band profile is shown in Fig.1.7 (b). Here the lower
state of the lasing transition is still constituted by a miniband obtained by chirping a su-
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perlattice, but the upper state is an isolated state created by inserting a narrow quantum
well (highlighted by a dashed rectangle in Fig.1.7 (b) ) just behind the injection barrier.
There is no sharp separation between active region and injection-relaxation region and a
good injection efficiency is ensured by the resonant tunnelling into the upper state of the
lasing transition. The narrow well creates also a huge gap above the upper state of the lasing
transition that contributes to minimize carrier injection in the higher energy states of the
superlattice.
In parallel, a significant milestone of the development of QCLs was the demonstration of
laser action in the GaAs/AlGaAs material system in 1998 by Sirtori et al. [54]. GaAs-
based Mid-IR QC’s have improved a lot since their demonstration [55], but still they are
outperformed by almost a factor of 4 in threshold current density by InP based devices.
The large discrepancy in performance is most likely due to the lighter effective mass (i.e.
larger oscillator strength, m∗GaAs = 0.0665m0, m
∗
InGaAs = 0.0427m0), smaller optical phonon
scattering cross section, lower waveguide losses and better heat conductivity of the InP with
respect to the GaAs.
Recently, QC lasers have been demonstrated in different material systems such InAs/AlSb
[56, 57], InGaAs/AlAsSb [58], and also realized with a growth technique different from
MBE, the MOVPE [59, 60]. Especially MOVPE-grown InP based devices recently showed
excellent performances comparable to the best MBE results [61]. All these experimental
realizations show the solidity and the validity of the QC concept that is in some sense really
independent from the material system and starts also to show some very good performances
with a different growth technique. It is worth to cite intersubband lasing achieved by means
of optical pumping, ”the quantum fountain” laser [62]. An interesting project is also the one
aimed to develop a QC laser in the Si/SiGe material system [63], with some experimental
report also about THz emission from such structures [64]. This would be the ultimate
demonstration that the QC concept does not depend on the nature (direct-indirect) of the
bandgap of the semiconductor involved and also on the type of carrier (in this system it is
the valence band that gives reasonable band offsets to work with).
To date, state-of-the-art InP Mid-IR QCLs are emitting from 3.4 µm [65] to 24 µm [66],
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with CW-RT operation and high power at several wavelengths [67, 68]. Distributed feedback
operation, very important for spectroscopy, has also been demonstrated at RT with large
output powers [69, 70]; the Mid-IR QCL is really gaining the status of ”device” in the
industrial sense.
Some interesting directions of development for the Mid-IR QC lasers research besides the
pure performance increase are the investigation on broad gain curves in order to obtain wide
tunability [71, 72], the non-linear processes for short wavelength generation [73, 74] and the
investigations on the gain mechanism of QCLs and its relation to the Bloch oscillator [75].
The study of quantum cascade systems of reduced dimensionality will be the subject of a
subsequent section (Sec. 1.5.2).
1.4.2 Terahertz quantum cascade lasers
Our choice for the generation of coherent terahertz radiation is to employ the quantum
cascade laser (QCL) concept.
In the following section we give an overview of the evolution and the state of the art of
terahertz quantum cascade lasers. Although luminescence in the far infrared (2.6 THz,
4.5 THz and 6 THz) from a superlattice excited by sequential tunnelling was demonstrated
already in 1989 by Helm [37] it took almost eight years to demonstrate laser action below the
reststrahlen band after the first demonstration of the QC in 1994 [38]. Different proposals [33,
76, 77] of far-infrared intersubband lasers were made during the 13 years between 1989 and
2002. Electroluminescence from a cascade-like structure based on a diagonal transition was
observed in Qing Hu’s group in 1997 [78], then narrow electroluminescence was demonstrated
by Faist’s group in 1998 [79] (from an intrawell transition) and by the Vienna group in
1999 and 2000 [80, 81] (both diagonal and vertical transitions). Both AlGaAs/GaAs and
AlInAs/AlGaAs/InP material system were investigated. Those structures were all based
on different designs, but the common point was that all the energy states of the active
region lied below the LO phonon energy. Successively far-infrared electroluminescence was
demonstrated in a structure based on lower state depopulation assisted by an LO-phonon
resonance [82], in analogy to what is used in the Mid-IR. Other approaches based on emission
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in parabolic quantum wells [83] were also explored.
Up to that point no lasing was demonstrated: besides the difficulty to selectively inject the
carriers in the upper state and to selectively depopulate the lower state, the challenging
point in the realization of a THz QC is the waveguiding mechanism. Dielectric waveguides
such as the ones used in conventional laser diodes or Mid-IR QC’s are not feasible because
at the wavelengths of the Far-IR (50 µm-300 µm) the thickness of the cladding layers is not
compatible with the epitaxial techniques employed for the realization of the heterostructures.
One solution is to clad the active region between two heavily doped layers of semiconductor
that will act as a ”quasi-metal” confining all the radiation inside the active region. Since
the free carrier absorption is the main responsible for the waveguide losses at these long-
wavelengths as it scales with λ2 (see Sec.3.3.1), such a waveguide would present unacceptably
high losses of the order of 50 cm−1, mainly due to the penetration of the electromagnetic wave
in the heavily doped region. The validity of the simulations were confirmed by experimental
measurements of waveguide losses in the Far-IR by means of a single pass technique [84].
The first laser demonstration came in late 2001 from the group of A. Tredicucci in Pisa
[85]: the achievement of the first terahertz laser at 67 µm relied on the combination of a
carefully designed active region based on a chirped superlattice [50] (already described for
the Mid-IR region in Sec.1.4.1) and, most important, on a smart solution for the waveguide
that allowed to reach values of
Γ
αtot
= 0.47/16 ' 3 × 10−2 cm, compatible with the modal
gain of the structure. The waveguiding mechanism chosen by Tredicucci et al. is somewhat
an hybrid solution between the microstrip resonator widely used in the microwave range
and a plasmon confinement waveguide as the one used in long-wavelength Mid-IR QC lasers
[86, 66, 87]. The active region of the laser is sandwiched between two heavily doped layers:
one is very narrow (80 nm, 5 ×1018 cm−3, Si) and bounds the optical mode together with
a gold layer that constitues also the top contact of the laser ridge. The other heavily
doped layer (2 ×1018 cm−3, Si) is 800 nm thick: the careful choice of the doping and the
thickness of this layer inverts the sign of the dielectric constant and merges the two interface
plasmons bounding the mode, which partially leaks into the substrate. If the growth is
performed on a semi-insulating (SI) substrate, the part of the mode that does not overlap
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with the active region does not contribute to the losses due to the absence of free carrier
absorption. This waveguiding solution was firstly proposed by Ulrich et al. in 1999 [80].
Typical performances of this kind of device were 50 K of maximum temperature pulsed
operation with some milliwatts of output power. Another THz QC laser was demonstrated
[88] by our group shortly after the breakthrough of Ko¨hler et al.: it was based also on a
chirped superlattice design and will be described in more details in Chapter 7. The next
step of the evolution of the THz Qc’s were the demonstration of a 3.6 THz QC laser based
on a bound-to-continuum transition [89] by Scalari et al. that will be extensively described
in Chapter 5. It was the first THz QC to reach liquid nitrogen temperature (Tmax = 90
K) in pulsed operation with 25 mW of peak power at 10 K. At the same time Williams
et al. demonstrated laser action at 3.4 THz with a quite different approach, employing a
short-period structure based on optical phonon depopulation of the lower state of the lasing
transition [90].
In the successive 3 years, an impressive development led to a variety of results that are
summarized in Figures 1.8 and 1.10. Figure 1.8 presents an overview of the different active
region designs that showed laser action to-date. The active regions can be essentially filed
in two categories: one where the overall energy spacing of the photon transition+injector
dispersion is below the LO-phonon energy of the host material and the other category where
this limit is exceeded. In the case of the total energy below the LO phonon population
inversion relies on lifetimes regulated by elastic scattering mechanisms: the exact weight of
the different phenomena (carrier-carrier scattering, interface roughness, impurity scattering)
is still unclear and subject of active research. A very important aspect of the increase in
performance of THz QCL’s is the waveguiding mechanism: the realization of a low loss-high
confinement resonator is crucial for the achievement of pulsed and CW high temperature
operation. Significative steps in this direction have been made by the MIT group with
the realization [94] and optimization of the double metal waveguide [95] that led to the
demonstration of the highest temperature operation both in pulsed (164 K) and in CW (114
K) operation [96]. Another approach towards an efficient mode confinement and heatsinking
is presented in Ref. [97], where the surface plasmon waveguide is combined with proton






















Figure 1.8: Overview of the THz QCL’s designs. References are: 1 is [85], 2 is [89], 3
is [91], 4 is [90], 5 is [92], 6 is [93]. For number 7, the single quantum well, the design
is almost the same as in [79] and it will be discussed in Chapter 4.
implantation to achieve a ”buried strip” geometry, with a beneficial effect on the heatsinking
side and also on the mode confinement. Recently the same idea has been combined with the
double metal waveguide to obtain very low threshold currents on the bound-to-continuum
structure of Ref.[98, 99].
On the cavities side, another interesting approach is the use of 2-dimensional photonic con-
finement. This approach has shown already interesting results in the Mid-IR [100] and our
group recently realized a single-mode THz laser that uses 2-dimensional photonic crystals as
mirrors/Bragg reflectors [101].
The possibility to achieve gain in the THz with multi-dimensional confinement is largely dis-
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Figure 1.9: Overview of the THz QCL’s waveguides. (a) Single plasmon waveguide
(from [85]). (b) Double metal waveguide (from [94]). (c) Buried single plasmon waveg-
uide (reprinted from [97]). (d) Buried double metal waveguide (reprinted from [98])
cussed throughout this thesis work; it is interesting to note that recently we have achieved
laser action with extremely low threshold current densities in a very simple structure con-
stituted by a single quantum well plus injector. This is a model system reminiscent of the
very early proposals of intersubband lasers [31] and will be discussed in Chapter 4.
Figure 1.10 shows the present status of the performances of THz QC lasers. The high-
est operating temperatures are achieved by designs based on LO-phonon scattering and
double metal waveguide. Although the laser system is a non-equilibrium system, it is in-
teresting to note that the limit where the thermal broadening exceeds the photon energy
(kBT > hν) has already been passed, giving positive indications on the possibility to achieve
laser action at room temperature or at least at temperatures attainable with thermoelectric
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coolers (240-250 K). Recently our group also demonstrated lasing action at 3.5 THz in the
InP/AlInAs/AlGaAs material system [102] with a design derived from the one of Ref.[93]:
performances are still poor but evidences of a high material gain makes us confident about
























Figure 1.10: Overview of the AlGaAs/GaAs THz QCL’s performances at the various
wavelengths in function of the heatsink temperature. Blue circles represent pulsed
operation, red squares CW operation. The light blue region denotes laser action in
magnetic field, the pink region marks the devices relying on double metal resonators.




1.5 Multi-dimensional confined systems and devices
One of the scopes of this thesis is the study and the realization of quantum cascade struc-
ture operating in the THz range that benefit from an additional dimensional confinement
in the plane of the layers in order to provide a 3-dimensional confinement to the electrons.
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In our case, the confinement has been obtained by means of a magnetic field applied per-
pendicularly to the layers (see Chapter 2 for details). One of the main themes of the last
20 years of semiconductors research has been the realization of nanostructures in order to
tailor the properties of the materials [39]. The low dimensional semiconductor systems have
unique properties in reason of their density of states and up to now we have illustrated the

















Figure 1.11: Density of states for a parabolic energy dispersion E(~k) = ~
2k2
2m∗ with an
isotropic effective mass m∗ in the case of (a) bulk, (b) quantum well, (c) quantum wire
and (d) quantum dot.
The density of states (DOS) for the electrons as a function of the dimensionality of the
structure is reported in Fig.1.11. Especially for light emitting and lasing systems, calcula-
tion showed that the peaked DOS in the 1D and 0D case should allow a high differential
optical gain with low temperature dependence [39]. The possibility to use 3D confinement
to quench many of the non-radiative channels offers unique possibilities both to interband
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and intersubband photonic systems.
1.5.1 Interband lasing in multi-dimensional confined systems
In their seminal paper from 1982 [103] Arakawa and Sakaki proposed the reduction of the
dimensionality of the active gain medium of a laser diode in order to reduce Auger processes
and decrease the temperature dependence of the threshold current of a such a lasing system.
Actually they proposed and realized experiments [104] using a magnetic field perpendicular
to the plane of a heterostructure laser diode in order to observe reduced dimensionality
effects. The realization of the first quantum wire laser in 1989 [105] and the lasing from the
ground state of a self-assembled quantum dot demonstrated in 1994 [106] represent some of
the milestones for the lasing in systems of reduced dimensionality. To-date, extremely low
threshold current densities can be achieved with quantum dot lasers (InAs-GaAs dots, 17
A/cm2 CW-RT) [107]. Although the performances of the quantum dot lasers are constantly
improving, one of the open issues in this field of research is the so-called ”phonon bottleneck”
[108]: the quenching of the relaxation paths due to the dimensional confinement can be
detrimental and moreover the improvement in the luminescence linewidth of a quantum dot
system is difficult to achieve. However, in the case of intersubband transitions the carriers do
not need to reach the bandgap to emit photons and then the quenching of all non-radiative
processes and especially LO-phonon emission can be extremely advantageous.
1.5.2 Intersubband lasing in multi-dimensional confined systems
Even before the realization of the first Mid-IR quantum cascade laser in 1994, there were
already proposals and studies for an intersubband infrared laser that would have benefit
from a reduction of the dimensionality and specifically by a perpendicular magnetic field in
order to increase the radiative efficiency. The first proposal of an intersubband laser relying
on 3D confinement coming from an applied magnetic field on a 2D electron gas is the one
from Aoki [109] in 1986. The proposal is to achieve population inversion between the Landau
levels of a 2DEG in the quantum Hall regime (see section. 2.6.2): the emission should be
28 Scope and organization of this work
tunable with the magnetic field since it happens between Landau levels.
The case of a magnetic field and superlattice-based emitters is treated by Kastalsky and
Efros [110] (1991): they calculated the rate of suppression of acoustic phonon emission in
a superlattice by means of a perpendicular magnetic field and proposed to use this method
to achieve stimulated emission between minibands. Blank and Feng in 1993 [111] analyze
the possible advantages of a perpendicular magnetic field on the structure of Ref.[76] and
treat the suppression of LO-phonon emission and the tunnelling in presence of magnetic
field. Some other authors propose slightly different schemes all taking advantage of the
reduction of non-radiative processes [112]. For example, quite recently has been proposed
an intersubband quantum wire laser [113] based on the cleaved edge overgrowth technique,
with some experimental results reported on electroluminescence [114].
Quantum dot-quantum cascade lasers have been the object of a large number of proposals
[115, 116, 117], both obtained via nanopatterning of the material or via seeded growth like
self-assembled quanum dots, but to date there is no evidence of lasing in such systems and
only electroluminescence [118, 119] has been demonstrated.
The application of a magnetic field on a quantum cascade structure, especially the ones
emitting in the THz region, would be desirable in order to quench the many non-radiative
channels that inhibit population inversion between closely spaced subbands. For the Mid-IR
quantum cascade lasers, a large of effort has been made in the group of C. Sirtori [120] and
more details can be found in Section 2.7.1. Magnetic-field enhanced THz emission from a
quantum cascade structure was firstly demonstrated in 2000 by the Vienna group [121] and
later from our group by Blaser et al. [122].
1.6 Scope and organization of this work
The objective of this thesis work is to extend the frequency and temperature ranges of
operation of THz quantum cascade lasers and to study the physics of these systems in
presence of a further dimensional confinement provided by a perpendicular magnetic field.
The achievement of laser action on a wide span of frequencies and temperatures requires a
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profound knowledge of the key elements of a laser oscillator constituted by the gain medium
and the optical resonators. Different active region design approaches have been developed
combined with different waveguide configurations.
In Chapter 2, a few theoretical aspects about intersubband transitions and gain are presented,
together with a basic analysis of heterostructures immersed in a perpendicular magnetic
field. Some details about Landau level coupling and intersubband lifetime modulation are
discussed. Chapter 3 is devoted to the discussion of the different experimental setups used
throughout the work together with a discussion of the waveguides and the processing of the
samples. The single quantum well THz laser is presented and analyzed in Chapter 4, together
with a simple model describing transport in a two-level lasing structure. In Chapter 5, the
results obtained with two designs based on a superlattice active region are presented . One
design presents a depletion mechanism of the lower state based on elastic scattering and the
other on LO phonon emission. The development of long wavelength THz quantum cascade
lasers based on magnetic confinement is treated in Chapter 6. Four laser structures emitting
at 3.6 THZ, 1.9 THz, 1.66 THz and 1.39 THz are presented together with measurements in
high magnetic fields up to 28 T. Chapter 7 treats the magneto-spectroscopy of superlattice-
based design. In Appendix A are presented two magneto-spectroscopy experiments that
use the THz QC laser developed during this thesis work: one is an electron spin resonance




In this chapter I will present some basic theoretical tools necessary to the design of THz
quantum cascade lasers and for the interpretation of the results achieved. The chapter starts
by presenting a more quantitative discussion of the operation of a quantum cascade laser,
followed by an analysis of the intersubband relaxation mechanisms in the THz energy range.
The second part of the chapter is devoted to a review of the effects of a magnetic field applied
perpendicularly to the plane of an heterostructure system.
2.2 Basic principles of quantum cascade lasers
2.2.1 Energy states in heterostructures
As already discussed in Chapter 1, the quantum cascade laser is a complex heterostructure
constituted by coupled quantum wells. The structures presented in this thesis work are
lattice matched-MBE grown multiquantum wells in the AlGaAs/GaAs material system. We
then need to calculate the allowed energy states for the electrons in the conduction band of
such structures: the solutions to the Schro¨dinger equation are searched in the framework of
the envelope function Hamiltonian in the Kane approximation [20], where the wavefunction
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ψ(~r) = ψn(~r)un,~k(~r) is the product of an envelope function ψn(~r) and a periodic Bloch part
un,~k(~r). Over large distances the QW is not periodic, the periodicity being at the atomic
level, so the envelope function varies slowly and averages over atomic distances. When the
material changes, at the interface barrier/well, we make the basic assumption that the Bloch




(~r). The non-parabolicity is included








where m∗(0) is the effective mass at the bottom of the conduction band, (E-V) is the energy
of the eigenstate measured from the bottom of the conduction band, EG is the energy gap
of the considered material. If we introduce a system of axes with direction z parallel to the
growth direction, the potential due to the alternating materials in the heterostructure will be
expressed by a function of z only V(z). We can then separate completely the in-plane (x,y)
solution and the z solution, ending up with a system of coupled one-dimensional equations
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Strictly speaking, when using the energy and position-dependent effective mass m∗(E, z) the
total wavefunction ψ(~r) is calculated over conduction band, light-hole and split-off bands
(see Ref.[123]). Then Eq.2.2.2 is referred to the conduction band part and Eq.2.2.3 is on
the total wavefunction. The first equation is the Schro¨dinger equation for the z direction:
it includes also a Coulomb term VC(z) = eφ(z) that takes into account charging effect due
to the population of electronic levels (our structures are doped). The second equation is the
Poisson equation written for the doping profile ND(z): the charge density can be calculated
via Q(z) = e(ND(z)−
∑
i ni|ψi(z)|2) where i is the subband index, ni is the subband electron
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density and |ψi(z)|2 the subband probability density. The temperature is introduced from









ND(z)dz = ns (2.2.4)






is the Fermi-Dirac distribution and ns is the sheet carrier density. The corrections due to the
self-consistent calculations are usually negligible when we deal with relatively high energy
states (MId-IR QCL’s): for our long wavelength, low frequency THz lasers (with typical
energies E = hν = 6 ÷ 10 meV) it is very important to include the effects of the band
population and of the dopants because they can lead to relevant differences in the subband
position, especially in the design of the injector region.
2.2.2 Intersubband gain
In order to achieve laser action it is necessary to induce stimulated emission of photons
between two states of our heterostructure that lie at the desired energy spacing: we have
thus to express the spontaneous and stimulated emission rates in order to obtain the gain




|〈ψi|Ĥ|ψj〉|2δ(Ei − Ej − ~ω) applied to the coupling of the two states by an
electromagnetic field Ĥ (the intersubband selection rule requires a TM polarized wave, i.e. a
component of the electric field parallel to the growth axis [27]) we obtain for the spontaneous








where we have introduce the oscillator strength, a very important quantity proportional
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and it is a useful quantity to
compare different laser designs because it is proportional to the gain. Ref.[123] illustrates
how the sum rule has to be modified in a system where a spatially dependent effective mass
and non-parabolicity are present. Typical values for the intersubband spontaneous emission
lifetime τij = W
−1
ij are 13 µs at 2 THz (8.2 meV) for fij = 22 (GaAs QW): this process
has negligible influence on the transport and it is evident that the radiative efficiency for an
intersubband transition is very poor. As we will see in the following, the order of magnitude
for the non-radiative lifetime for intersubband transitions (both MIR and FIR) is in the ps




intersubband light emitting diode is therefore very inefficient. For the stimulated emission
it is possible to calculate the following expression [29]:










(ν − ν0)2 + γ2
is the Lorentzian lineshape that replaces the Dirac’s delta for finite state lifetimes (homo-
geneous broadening). At this point the expression for the gain can be deduced by writing
the intensity variation for an electromagnetic wave propagating by a distance dz in the
heterostructure medium:
dI(ν) = αI(ν)dz (2.2.8)
If we express the absorption coefficient α using the stimulated emission and absorption rates
W stij = W
st
ji , we obtain for the power
P = (W stij Ni −W stjiNj)hν = hνW stij (Ni −Nj) =⇒
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These quantities are still referred to a volume: the population inversion factor written ex-
plicitly in terms of surface densities is ∆N = ∆n/Lp = (ni − nj)/Lp where Lp is the length
of one period of the laser. If the inversion factor is positive (population inversion condition)
α > 0 and we have gain in the structure. Finally, for the peak gain (ν = ν0) between










where λ is the emission wavelength, neff is the real part of the refractive index of the
material, 2γij is the full width at half maximum of the spontaneous emission in energy units,
Γ is the overlap factor, zij is the dipole matrix element, ni,j are the subband electron sheet
densities. To obtain the modal gain GM it is sufficient to multiply Eq. 2.2.9 by the overlap








With this equation we have also defined gc as the gain cross section. Equation 2.2.9 shows
that, in order to maximize the gain, we have to operate in a multi-dimensional parameter
space, where the parameters are not decoupled. The inversion term ∆n(τi, j) contains the
dependence on the lifetimes of the electronic states. The dipole element zij is also con-
nected to the lifetimes because it depends on the wavefunction overlap. The period length
is related to the energy dispersion of the injector and to the electric field. Then there is
one partially phenomenological parameter 2γij, the luminescence linewidth. This number
depends obviously on the quality of the growth but depends also strongly on the kind of
optical transition that is chosen. In Fig.2.1 the four kinds of optical transition that are em-
ployed in the active regions of quantum cascade lasers are reported. The vertical transition
maximizes the wavefunction overlap, resulting in a strong dipole coupling between the two






where ~E is the electric field vector of the
optical mode in the cavity and core is N times the volume of one period, where N is the number of periods
in the laser.
36 Basic principles of quantum cascade lasers
states. Generally speaking vertical transitions are also less sensitive to surface roughness
(their delocalization is limited to one well and the interfaces touched are 2) and present
the narrowest spontaneous emission linewidths (∼ 1 meV), positively affecting the gain (see
Formula 2.2.9). The drawback is that the strong wavefunction overlap decreases the upper
state lifetime, calling for an efficient depletion mechanism for the lower state. One variant
of the vertical transition that proves to be highly efficient is the two-well vertical transition
employed in the MIT design [90]. Here the optical transition is still vertical but the wave-
function is delocalized over two wells: here the luminescence linewidth is kept quite broad
(∼ 4 meV) with the advantage of a better design for the extraction of the carriers from the
lower state. This active region relies in fact on a doubly resonant condition at the injection
and extraction of the carriers.
The optical transition can also be made more ”diagonal” in real space, reducing the overlap
with the lower state, either by anticrossing the excited state of one quantum well with the
ground state of a neighboring one, or by relying on a photon assisted tunnelling transition.
vertical double-well vertical 
superlattice bound-to-continuum
Figure 2.1: Different kinds of radiative transitions in THz QCLs.
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The upper state lifetime will then increase, at the expenses of a weaker dipole (which is
squared in the gain formula) and a broader luminescence linewidth. To-date no ”pure di-
agonal” transition has demonstrated lasing action in the THz. Optical transitions between
edge states of a miniband, like in the chirped superlattice design, present high values of the
oscillator strength but the injection selectivity is reduced. Also in this case, due to the large
delocalization of the wavefunction, typical values of electroluminescence linewidth are higher
than in the vertical case (∼ 2 meV, Ref.[124]). The bound-to-continuum optical transition
is slightly more diagonal than the superlattice one, due to the choice of having one isolated
upper state: in this case there is some more control in the upper state lifetime by tuning
the first barrier thickness( black arrow in Fig.2.1), and typical values of the luminescence
linewidth are in the 2 meV range. The price to pay is a lower oscillator strength with respect
to the superlattice case.
2.3 Intersubband relaxation mechanisms in the far-IR
The determination of the electronic lifetimes of both the excited and the ground state of
the optical transition in a structure is a key issue in understanding the carrier dynamics.
When the subband energy spacing results equal or higher to the energy of a longitudinal
optical phonon ~ωLO, the electron can emit very efficiently an optical phonon. This process






















where phonon dispersion is neglected. It describes the emission of a bulk phonon from an
electron: the mid-IR QCL designs that were described in the introduction make extensive
use of this formula to calculate the lifetimes of the states. Good agreement is found between
experimental data and calculation although this formula ignores the complex phonon spec-
trum of the heterostructure. Record linewidth for intersubband transitions in the Mid-IR
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Figure 2.2: Parabolic dispersion of two subbands with an energy spacing ∆E. Dif-
ferent scattering mechanisms are illustrated: ionized impurity scattering (ii), interface
roughness scattering (ir), e-e scattering (process 2211), optical phonon emission from
hot tail of Fermi distribution, acoustic phonon (ac).
In the far-infrared, the subband energy spacing of the optical transition is less than the
optical phonon energy: this in principle, at low temperatures, forbids scattering involving
optical phonons and consequently this process is no longer the main non-radiative coupling
between the states. Other scattering channels are therefore responsible for the non-radiative
depopulation of the excited state. A schematic of the possible non-radiative paths connecting
two subbands separated by an energy spacing ∆E is reported in Fig.2.2. Scattering from
ionized impurities, acoustic phonon or interface roughness lie in the same order of magnitude,
giving linewidth broadening of the order of 1 meV or less in wide quantum wells. The
situation in those systems is far from being well understood and experimental results report
lifetimes that span a wide range from a few ps to more than 100 ps [27]. The key point
is that among the various relaxation mechanism that can play a role with far-IR subband
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separation, only acoustic phonon emission and optical phonon emission from the high energy
tail of the electron distribution can effectively cool the carrier distribution.
Regarding the acoustic phonons, their emission is allowed for any carrier energy because they
present no gap in their dispersion curve. Calculations show however that their scattering
rate is as low as 4× 10−3 ps−1 for a 20 nm thick Al0.3Ga0.7As/GaAs quantum well and the
scattering rate decreases with the well width [127, 128]. This source of scattering will play
a negligible role in our structures, especially in the long wavelength THz lasers in magnetic
field where the well width of the vertical transition is > 50 nm.
Electron-electron scattering, impurity scattering or interface roughness scattering are elastic
processes that can only thermalize the distribution. It is important then to note that the
electronic temperature will mostly be higher than the lattice one even at cryogenic tempera-
tures. In the following sections we will give some details about those scattering mechanisms
starting with electron-electrons scattering.
2.3.1 Electron-electron scattering
Electron-electron (e-e) interaction is an elastic process mediated by a Coulomb potential,
which is screened by the surrounding potential. Hence, electron-electron scattering rates will
depend on carrier density into the subbands. The most effective process in e-e scattering is
the one where both carriers change subbands going from 2 to 1 (indicated as 2211 in Fig.2.2,
where ijkl means carrier in subband i scatters in subband j and carrier in subband k scatters
in subband l). On the contrary, processes like 2221 where only one carrier changes subband
are forbidden [128]. Experimental work with pump and probe measurements on wide quan-
tum wells as a function of carrier concentration (109-1011 cm−2) [129] yield intersubband
relaxation times in the range of 30-10 ps. The calculation of the e-e scattering rates are
quite complex especially if the effect of dynamical screening has to be included. Smet et
al. [128] calculated e-e scattering rates for single and coupled quantum wells with different
kinds of static screening deducing lifetimes of 10 ÷ 20 ps for a subband energy spacings of
10 meV with a density 1.4 · 1011 cm−2 in the upper subband.
In low density systems (single particle approximation) the scaling of the scattering rate can
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be evaluated by Fermi’s golden rule: following the treatment of Hyldgaard [130] the rate is
proportional to the square of the matrix element |U(q∆E)| (unscreened potential) weighted
by the measure of the available phase space Ip(0), and is expressed by the formula:
1
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where ∆E is the subband energy separation and Ry∗ is the excitonic Rydberg. The scatter-
ing rate for moderate electron densities (≤ 1011 cm−2) is then directly proportional to the
subband density and inversely proportional to the subband energy separation ∆E. This kind
of dependence leads to a square-root dependence of the emitted electroluminescence power
from the injected current: this signature of electron-electron scattering has been found in
vertical transition terahertz emitters at low temperatures (see Ref.[79] and Sec.4.3). Exper-
imental work on THz emitters points toward a low temperature lifetime dominated by e-e
scattering: typical values for upper state lifetime of far-infrared THz emitters lie in the 2-10
ps range [131]. Electron-electron scattering can reduce the lifetime of the upper subband
also by promoting a hot electron above the LO phonon energy, where it can finally relax in
the lower subband by emitting a phonon and effectively cooling the distribution. e-e scat-
tering has been claimed to be essential in order to obtain laser action in superlattice-based
structures [85] within the framework of a Monte Carlo (MC) simulation employing a model
that includes only e-e and LO phonon scattering as diffusion mechanisms. The same model
was applied to predict no gain in the vertical structure of Ref.[79]. We will see in Chapter
4 that this prediction was proved to be wrong, since we demonstrated laser action in such
a structure. The complex interplay between e-e scattering and the other elastic scattering
mechanisms as impurity scattering and interface roughness has to be taken into account, as
recently pointed out also by other theoretical analyses and MC simulations [132, 133].
2.3.2 Interface roughness and impurity scattering
Evaluation of interface roughness scattering is a difficult task since the diffusion mechanism
depends on a microscopic description of the interfaces that give rise to the confining potential.
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However some general statements can be made: the scattering rate will depend strongly on
the electron wavefunction delocalization (number of surfaces involved) and can contribute
considerably to intra-subband broadening. The effect should be stronger in narrow quantum
wells and should depend also on the bias applied on the structure that will change the
wavefunction distribution inside the QW, changing its interaction length with the barriers
[127].
Scattering from ionized impurities can play also a role in the intersubband relaxation below
the LO phonon energy. The dopants are normally placed away from the region where optical
transition occurs, in order to avoid electroluminescence linewidth broadening. The contribu-
tion of the impurity scattering can then be significant on the transport characteristics of the
QC structure especially in the injector region. Recent results from MC simulations of MIT
group [133] that include the effect of remote impurity scattering show that this mechanism
cannot be ignored and, depending on the active region design, can also exceed e-e scattering.
Impurity scattering is then another elastic mechanism that can indirectly contribute to the
rising of the electronic temperature, thus favoring a reduction of the excited subband lifetime
via LO phonon emission.
2.4 Rate equations for a QCL
In this section we will present a rate equation model for a QC laser active region [53] that
will allow us to express the threshold condition as a function of the gain cross section (Eq.
2.2.10) and of the lifetimes of the structure. The active region is schematically represented
as a three level system with the associated scattering rates τ−1j and sheet level densities nj
illustrated in Fig.2.3. Carriers are injected with 100% efficiency in state |3〉 which is the






















Figure 2.3: Active region of a QCL schematized as a three-level system with relevant
scattering rates and level populations indicated.
where τ−1esc describes the possible carrier loss towards states different than |2〉 and |1〉. In






where the coupling with the injector is accounted by the term τ−12i . We introduce the electro-
magnetic field by the term S that represent the photon density per unit length per period.























(gc(n3 − n2)− α)S) (2.4.17)
where we neglect spontaneous emission (well justified for ISB transitions, see Sec.2.2.2). The
total losses are expressed by α = αw − 12L ln(R1 R2) and the factor nie−∆/kBT accounts for a
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thermally populated injector miniband of energy width ∆. The solution at steady state of








From this expression, the importance of the lifetime ratio τ2/τ32 together with an efficient
depleting mechanism for the lower state in order to avoid thermal backfilling that can induce
reabsorption and suppress gain becomes clear. If we write the population inversion as a










τeff we can point
out one of the main aspects of the QCL: if the lifetimes are suitably engineered, the device
can lase for an arbitrarily low value of the injected current J. In the case of a QCL, the
transparency current, that sets the limit to the threshold of conventional interband laser
diodes [39], translates into the minimum current that has to flow into the structure in order
to align the injector with the upper state of the lasing transition. This parameter can then
be engineered as well: a demonstration of this concept is given in Chapter 6 where laser
action with extremely reduced thresholds is demonstrated by employing a highly favorable
ratio of lifetimes.
2.5 Resonant tunnelling: Kazarinov and Suris model
The transport in a quantum cascade laser relies on a complex interplay between scattering
mechanisms and resonant tunnelling that couple the different states of the heterostructure.
The selective injection of carriers in the upper state of the lasing transition of the majority of
THz QC laser designs (see Sec.1.4.2) happens via scattering-assisted resonant tunnelling: it
is therefore very important to understand which are the relevant parameters that control this
process. The description of the tunnel coupling of two states across the injection barrier can
be performed in a full quantum mechanical way by describing the system in a tight-binding
approach and using the density matrix formalism. For a schematic of the relevant states in
our injection-active region model we refer to Fig.2.4. When the electric field F applied to the







Figure 2.4: In-plane parabolic dispersion of the injector-active region coupling for
a QCL: the red arrows represent possible scattering mechanisms responsible for the
transport.
heterostructure is increased, the state |i〉 (ground state of the injector) and the upper state
of the lasing transition |3〉 are brought closer in energy: at the resonance (F = F0) they form
a doublet spaced by an anticrossing gap Ei3 = 2~Ωi3 determined by the barrier thickness.







. The presence of different scattering mechanisms can modify this picture of
”coherent” transport depending on the rate of the scattering mechanism considered relative
to the Rabi frequency. An analytical expression for the tunnelling current between these
two levels coupled via a tunnelling barrier in the density matrix formalism was derived by
Kazarinov and Suris [134]:
J = qns
2|Ωi3|2τp
1 + ∆2τ 2p + 4|Ωi3|2τpτ3
(2.5.19)
~∆(F ) = Ei(F )− E3(F ) = qd(F − F0) (2.5.20)
where τp is the in-plane dephasing time (corresponding to the T2 time in the formalism of
the optical Bloch equation for a two level system [19]), d is the spatial separation of the
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centroids of the two wavefunctions (d = |〈p, i|z|p, i〉| − |〈p, 3|z|p, 3〉|), ns is the sheet carrier
density and τ3 is the total lifetime of state |3〉. The current density as a function of applied
voltage is thus a Lorentzian with a full-width-half-maximum given by 2/τp
√
1 + 4|Ωi3|2τpτ3.
The maximum current Jmax is reached at resonance (∆ = 0) and is expressed by the relation:
Jmax = q ns
2|Ωi3|2τp
1 + 4|Ωi3|2τpτ3 (2.5.21)
Depending on the relative weight of the different parameters, the coupling of the levels |i〉
and |3〉 can be divided in two regimes: the weak and the strong coupling regimes [135]:
4|Ωi3|2τpτ3  1 −→ Jwmax = 2q ns|Ωi3|2τp weak coupling (2.5.22)




The in-plane dephasing time τp depends essentially on the quality of the growth and can be
estimated, in the far-infrared, from the linewidth of the spontaneous emission in the case
of a vertical transition. Our spontaneous emission linewidths range from 3 meV to less
than 1 meV, yielding typical values τp ∼400 fs-1.5 ps (see also Sec.4.3 for a more extended
discussion). The coupling regime is then controlled by the product between the overall
lifetime τ3 and the squared value of the anticrossing gap in frequency units. In the case of
weak coupling, described by relation 2.5.22, the transport is controlled by scattering (the
levels are broader than the energy splitting ), the tunnelling rate 2|Ωi3|2τp is much smaller
than τ−13 and almost all carriers reside in the injector. On the other side, when relation
2.5.23 is satisfied the total current is controlled by the intersubband relaxation time τ3: the
tunnelling rate 2|Ωi3|2τp is much larger than τ−13 and the carriers can be almost equally
distributed between the ground state of the injector |i〉 and the upper state of the lasing
transition |3〉. The strong coupling regime is the one where we achieve the fastest injection
of carriers in the upper state of the laser transition and thus the best one for laser operation
[135]. It is worth to note that also the in-plane dephasing time τp controls the coupling
regime of the resonant tunnelling: this dependence will be further analyzed in the Chapters
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relative to magnetic field measurements. Equation 2.5.21 can be used either to estimate the
maximum current density Jmax for the onset of space-charge accumulation (given τ3) or to
infer the lifetime τ3 by measuring the maximum current at the breaking point of the J-V
curve. When J > Jmax the electron sheet density is not sufficient to sustain the desired
current and states i and n = 3 are populated with an excess negative charge. This results in
the breaking of the charge neutrality condition, giving rise to an additional built-in electric
field which can substantially modify the alignment of the levels and thus deteriorate the







Generally the strong coupling regime is assumed and the relation 2.5.24 reduces to τ3 =
q ns
2Jmax
but it is important to notice that a small variation of the splitting Ωi3 can reduce the
deduced lifetime. In Fig.2.5 the upper state lifetime and the coupling parameter 4|Ωi3|2τpτ3
are calculated via Eq.2.5.24 as a function of 2~Ωi3 employing typical values for our THz laser
structures of Chapter 5 (τp = 500fs, Jmax = 600 A/cm
2, ns = 3 × 1010 cm−2). We notice
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Figure 2.5: (a): Upper state lifetime deduced from Jmax in function of the anticrossing
energy 2~Ωi3. (b): Coupling parameter 4|Ωi3|2τpτ3 as a function of the anticrossing
energy 2~Ωi3. Strong coupling of the injector is highlighted by grey area.
that the deduced upper state lifetime value saturates when the system enters the strong
coupling regime. In THz QC structures, the energy splitting at the anticrossing is often
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small, so care must be taken when estimating upper state lifetime from transport features.
48 Magnetic field effects in heterostructure systems
2.6 Magnetic field effects in heterostructure systems
In this section we analyze the effects of an external magnetic field on a quantum well system.
Since the quantum well is the building block of a generic heterostructure and particularly of
the quantum cascade laser we are interested in the evolution of the energy levels and in the
couplings between the electronic states of such an heterostructure whenever a magnetic field
is applied. We will treat the case of a magnetic field applied perpendicularly to the plane
of the layers of the heterostructure (parallel to growth axis) because our experimental work
corresponds to this configuration.
2.6.1 Perpendicular magnetic field: energy spectrum
In order to evaluate the effect of a static magnetic field on the electronic states of an het-
erostructure, let us consider a quasi bi-dimensional electron system [20, 136, 137]. The axes
are oriented as in Fig. 2.6. A static magnetic field B can be defined via the vector potential
A via the relation
B = ∇×A (2.6.25)
(∇ · B = 0 still holds). The freedom given by the definition 2.6.25 leave us the choice of a
suitable gauge due to the invariance of B in respect to a transformation A′ = A+∇Λ where
Λ is an arbitrary scalar function. We choose the so-called Landau gauge A = (−BY, 0, 0)
where the magnetic field reads B = (0, 0, B). We also define V (Z) as the heterostructure
potential due to the presence of the confining barriers.
With the canonical transformation p −→ p− (−e)A = p+ eA where e is the absolute value




+ V (Z) + g∗µBσB
)
φ(R) = Eφ(R) (2.6.26)
The operator σ (with eigenvalues ± 1
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magneton and g∗ is the effective Lande´ factor (g=2 for a free electron, g∗ = −0.44 for GaAs,







Figure 2.6: Magnetic field ~B applied perpendicularly to the layers of the heterostruc-
ture (parallel to the growth axis z). The linear dimensions of the sample are Lx and
Ly.
g∗ depends on magnetic field). Since spin is rotationally invariant we can find the solutions
to the orbital part of the Schro¨dinger equation 2.6.26; the effect of the spin will be included
later simply by taking the tensorial product |x, y〉⊗ |↑↓〉 between the eigenvectors of the
orbital equation |x, y〉 and the eigenvectors of the spin part |↑↓〉. Let us now concentrate
on the orbital part of Eq.2.6.26: the motion of an electron can be decoupled in x-y and z
directions due to the fact that the magnetic field is not influencing the motion of the electron




((px − eBy)2 + p2y) (2.6.27)
We work in the Schro¨dinger representation and the operators are defined as p ≡ −i~∇,
R ≡ r. Inspection of the Hamiltonian 2.6.27 reveals that it is x-independent: then we take
the ansatz Φ(x, y) = Ψ(y)eikxx for the Φ(x, y) wavefunction, with plane waves as solutions

















Ψ(y) = (E − Ez)Ψ(y) (2.6.28)
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ω −→ ωc = eB
m∗
v −→ y − ~kx
m∗ωc
The quantity ωc is called the cyclotron frequency . The eigenfunctions of the xy Hamiltonian
are the well known Hermite polynomials in the y-direction multiplied by the plane waves on
x:





















is the magnetic length that represents the width of the ground state of a
Landau level. For the eigenvalues we reintroduce the spin degree of freedom and we obtain
the expression for the energy values of the eigenstates, called Landau levels, of an electron
in the envelope function approximation in a magnetic field:








g∗µBB n = 0, 1, 2, .... (2.6.30)
This expression neglects the effects of the non-parabolicity: we will take them into account
in Section 6.6.2. In general we will neglect the spin degree of freedom because for GaAs (the
material of the wells of our structures) g∗ = −0.44 and the spin splitting at 28 T is 1.5 meV,
well inside the broadening of the Landau levels. Let us now specify the quantities we have
used in writing the solution and analyze its physics. For simplicity we will put the boundary
conditions on the x-y plane assuming Lx,Ly as the linear dimensions of the sample. The
quantization on x will be expressed by kx,n =
npi
Lx
and the harmonic oscillators on the y-axis
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will be centered at the positions yn =
npi~
m∗ωcLy
. The Landau levels are highly degenerate, and
the degeneracy of the level E can be evaluated by counting the states that lie within E± ~ωC
2
and that will collapse in the same Landau state. If we recover the density of states for a
2D system [137] D0 =
ηsηvm∗
2pi~2
(ηs and ηv spin and valley degeneracy, respectively) we can





=⇒ D(E) = ηsηveB
2pi~
δ(E − En) (2.6.31)
which is valid for an ideal 2DEG in presence of a magnetic field.
If we introduce the carrier density per unit area ns we can define a very important quantity








which measures the number of Landau levels filled for a given value of the magnetic field B
and the electron density ns. If the system is in presence of disorder caused by impurities
or interface roughness or other nonidealities, Eq.2.6.31 is no longer valid and the δ’s will
broaden; Ando [138] has calculated the density of states in the condition of short range













where Γn is the broadening of the levels that depends on B and n. An empirical formula that
















This approach has proven to be quite accurate and experimental measurements point towards
a square root dependence of the level width from the magnetic field Γ(B) = Γ0
√
B as in
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Ref.[139]. A representation of the density of states of Landau levels is given in Fig.2.7(a).
It is interesting to note that, if the potential range d is sufficiently short (d < lB
(2n+1)1/2
) we







and give a condition for the observability of the Landau levels [137] . More generally, for
being able to observe magnetoquantization effects we need









≤ ωc =⇒ ωcτf ≥ 2
pi
=⇒ B ≥ 1
µ
where we used the definition of mobility µ =
eτf
m∗
. It is evident that the poorer the mobility
the higher the magnetic field we have to apply in order to observe these effects. It is not easy
to evaluate the mobility for a QC sample; for the GaAs structures grown at the Cavendish
laboratory in Cambridge, the average mobility measured on High Electron Mobility Tran-
sistors (HEMT) grown in-between laser structures are above 106 cm2/V·s, so the condition
on the magnetic field reads B ≥ 1
102
= 10−2 T.
In summary we conclude that for sufficiently high mobilities and magnetic fields the electrons
will exhibit a completely quantized energy spectrum given by Formula 2.6.30 and will perform
closed orbits in the x-y plane with a frequency ωc and a typical orbit length that is given


















2.6.2 Shubnikov-de Haas oscillations and quantum Hall effect
Once we have defined our energy scheme for a 2D electron gas in a magnetic field, the most
common way to observe the effects of the Landau quantization is via transport measure-
ments at low temperatures (kBT ≤ ∆E). A typical experimental configuration is shown in
Fig.2.7(b). Two striking phenomena can be detected by measuring the longitudinal resis-
tivity of a 2DEG sample (ρxx, parallel to the current flow ~J) and at the transverse, or Hall,
resistivity (ρxy, perpendicular to the current flow ~J) at low temperatures. The Hall resis-
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Figure 2.7: (a): Density of states of a 2DEG with perpendicular magnetic field in
the ideal case (vertical lines) and in the case of disorder and imperfection (including
spin splitting). The localized states ( grey regions) lie in the tails of the Gaussian
linewidth (see Eq.2.6.34). The extended states are more centered on the energy of the
Landau level. (b): typical experimental arrangement for the measurement of Hall and
longitudinal resistance of a 2DEG sample.
tance turns out to be quantized in units of h
e2
: plateaux are observed in ρxy as the magnetic
field or the Fermi level is changed, whenever the filling factor ν (see formula 2.6.32) is an
integer. This phenomenon is known as the quantum Hall effect [140] (QHE) and represents
a whole field of study per se: here we only recall the basics and its origin in order to try
to give a correct interpretation of our measurements of THz QC lasers in strong magnetic
fields. The observed quantization is universal since it does not depend on the material sys-
tem provided that the carrier gas is bi-dimensional: its value at the ν = 1 Hall plateau has
been adopted as the resistance standard. The exact determination of h
e2
is full of interest







. In essence, the transport features are the result of transitions between
alternating metallic and insulating phases. There is another effect that is closely related to
the QHE: the longitudinal resistivity ρxx oscillates as a function of the magnetic field or the
Fermi level and in the regions of quantized Hall resistance it falls to zero. These oscillation
are know as Shubnikov-de Haas oscillations : the whole behavior of a 2DEG in perpendicular
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magnetic field is reported in the celebrated Fig.2.8 reprinted from [141].
Figure 2.8: Evolution of longitudinal resistivity ρxx and Hall resistivity ρxy of a 2DEG
at T=150 mK as a function of the applied magnetic field. The density ns = 3.0 ×
1011 cm−2 and the mobility 1.6 × 106 cm2/V·s. Note the integer filling factor ν in
correspondence of the plateaux and the Landau index N. Above 12 T (ν < 1) the
system enters the fractional regime. Reprinted from [141].
Two elements are essential in order to observe the QHE: one is the Landau quantization
that we discussed in Section 2.6.1. The other essential ingredient is the disorder.
2.6.3 Disorder and localization
In spite of the extreme care with which our 2DEG is prepared, there remain some energetic
valleys and hillocks along the interfaces, due to residual defects, steps or impurities, and
each Landau level maps this irregular landscape. As we change the filling of the Landau
level (either changing the Fermi level or adjusting the magnetic field) the electrons keep
orbiting on contours that encircle hills or valleys and do not transfer from one side of the
sample to another, being then localized in those regions. The density of these localized
states depends on the amount of disorder and is smaller than the one of the states that can
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carry current: the situation is sketched in Fig.2.9. Localized electrons provide a reservoir of
carriers that keep the Landau levels in the energetically flat part of the sample exactly filled
for finite intervals of magnetic field, giving rise to finite Hall plateaus (and not points as the


























Figure 2.9: (a):Disorder-induced potential landscape with some localized (red circles
around valleys and hillocks) and extended electron orbits (red line). (b): cross section
of the potential landscape; the Landau level follows the oscillations of the conduction
band bottom and the resulting distribution of the density of states is displayed on the
right.
It is possible to infer some characteristics of the potential induced by the disorder. Since
the electrons are usually separated from the ionized donors by a spacer layer (modulation
doping technique [142], we find it also in some of our quantum cascade structures), the core
of the Coulomb potential is cut off and leaving only tails. The random potential fluctuations
due to the remote ionized donors should have a characteristic lateral scale of approximately
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the spacer width [143]. One important quantity is the localization length that is the average
length over which an electronic state extends in the sample: this value can be tuned by the
magnetic field over wide ranges and depends on the landscape of the potential. The scenario
that we will find when dealing with long-wavelength THz quantum cascade lasers in strong
magnetic field is the one with a strongly diluted 2DEG with sub-unitary filling factor. The
typical sheet carrier densities for the injectors of our devices are 5 · 1010 cm−2 (at extremely
low temperatures similar low densities led to claim the observation of a Wigner crystal in
a 2DEG [144]), giving us a unitary filling factor for an applied magnetic field of B = 2 T.
Recent research on imaging of quantum Hall states [145, 146] allowed the construction of a
phase diagram of the quantum Hall localization that goes beyond the single particle picture
where electrons populate the states of a fixed disorder-induced potential. Coulomb repulsion
produces a potential landscape that varies with the filling factor in an attempt to minimize
the total electrostatic energy. For our regime of low densities and high magnetic fields the
consequence is a formation of dot-like structures with an insulating phase and a mutual
spatial separation in the sub-µm range, as visible in Fig.2.10, reprinted from [146].
(a)
(b)
Figure 2.10: (a): Density profile and electrostatic profile for an almost-empty (I), half-
full (II), almost-full Landau level (III) in a typical disorder potential (b): a generalized
phase diagram for QH localization. Both graphs reprinted from [146]
In Table 2.1 we resume the relevant quantities related to the presence of the magnetic field:
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Quantity Expression
















Density of states (2DEG, ideal), D(E) gS
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δ(E − En)














Table 2.1: Relevant quantities in presence of a magnetic field applied on a 2-
dimensional electron gas.
2.7 Landau level coupling in quantum cascade struc-
tures
Up to this point we have given the description of the main phenomena that arise when a
quantum well is immersed in a strong perpendicular magnetic field. Now we try to connect
the previous information to the QC system that is in fact constituted by coupled quantum
wells. The motivation that led us to put a quantum cascade structure in a magnetic field
is clear: the confinement induced by magnetic field and disorder in the x-y plane adds to
the one (V (z)) induced by the heterostructure offering the possibility to change radically
the lifetimes of the electrons in the various subbands. Moreover, the confinement induced
by the magnetic field is also tunable, adding in fact another ”knob” to the toolbox for the
engineering of the lifetimes (see before where we talk about population inversion engineering
in THz QC’s).
Let us consider two subbands denoted by |1〉 and |2〉 and separated by an energy difference
∆E12: the application of a magnetic field on this system will give rise to a ladder of Landau
states attached to each subband and identified with |i, l〉 where i = 1, 2 is the subband index
and l = 0, 1, 2, .. is the Landau index. The scenario of the two subbands in a magnetic field




























Figure 2.11: (a): evolution of the energy levels of two subbands when the energy
spacing ∆E12 exceeds the LO phonon energy ~ωLO, as it happens in the radiative
states of a Mid-IR quantum cascade laser. (b):evolution of the energy levels of two
subbands when the energy spacing ∆E12 is less than one longitudinal optical phonon,
as it happens in the active region of a THz quantum cascade laser.
is depicted in Fig.2.11. We classify the possible transitions between the Landau states in
radiative and non-radiative. For the radiative transitions, their selection rules and associated
phenomena see section 2.9. Now we will discuss the non-radiative coupling between the
Landau levels: the nature of the coupling will strongly depend on the energy separation
∆E12. If ∆E12 ≥ ~ωLO (as in Mid-IR quantum cascade lasers) optical phonon assisted
scattering is allowed also at low temperatures and this inelastic process will dominate the
physics of the system. If the subband separation fulfills the condition ∆E12 < ~ωLO (as for
the radiative transition in THz quantum cascade lasers) another mechanism comes into play
and the coupling will be elastic via the magnetointersubband scattering.
2.7.1 Inelastic coupling: magnetophonon resonance
Magnetotransport measurements have always been an important tool for the investigation of
the physics of semiconductor systems and heterostructures. One effect that is fundamental
for the electron-phonon interaction is the so-called magnetophonon effect. In a quantum
well, the effect arises whenever the intersubband energy exceeds the LO-phonon energy:
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the presence of the magnetic field changes the relaxation spectrum of the carriers and the
relaxation is enhanced when an emission of an LO-phonon allows one electron to relax from
the ground state of the upper subband |i, 0〉 to one of the excited states of the lower subband
|i− 1, l〉, as depicted in Fig.2.11 (a) for the transition |2, 0〉 −→ |1, 1〉. This effect has been
observed in a double quantum well [147] and also via a bipolar process in the intersubband
luminescence of a double barrier resonant tunnelling structure [148]. In quantum cascade
lasers, such phenomenon has been largely investigated by the group of C. Sirtori in Paris.
They observed magnetophonon effects both in transport[149] and light emission [150, 120]
on a lasing structure. Especially the light emission measurements constitute a spectacular
proof of the ”phonon bottleneck” for Mid-IR QC lasers, showing that the freezing of the LO-
phonon emission increases the upper state lifetime of the lasing transition. The same group
provided also a theoretical framework for the interpretation of the results, [151] studying the
electron-phonon interaction between Landau levels in the weak-coupling scenario between
electron and phonon (no polaron effects). The energy conservation condition gives rise to
the selection rule
∆E21 − ~ωLO = n~e B
m∗(E)
n = 0, 1, 2, ... (2.7.35)
and the 1/B analysis of any quantity related to the scattering rate between the two subbands
will show peaks separated by e~
m∗(∆0−~ωLO)
[151, 120].
For the purpose of our work on THz QC’s, this kind of coupling of the levels is of little
relevance, because in the structures that we developed the overall energy spacing of the
active region plus injector is below the energy of the LO phonon and then this kind of
coupling is forbidden. There is a case where the intersubband magnetophonon resonance
could play a role in the THz lasers: the structures that include an LO-phonon scattering
to depopulate the lower state of the lasing transition (Sec.5.2) could show some resonances





If we are in a situation where the subband separation satisfies ∆E12 < ~ωLO as depicted
in Fig.2.11 (b), the LO phonon scattering is forbidden by the energy conservation, at least
at low temperatures. Direct resonant transfer between Landau states of different index n
is in principle forbidden because of the Landau index conservation selection rule δn = 0
[152]. The presence of scattering by impurities or interface roughness relaxes this condition
and magnetotransport evidences of this inter-Landau level scattering were first observed
in undoped GaAs-AlGaAs superlattices [153](named Stark-cyclotron resonances due to the
Wannier-Stark basis of the superlattice) and then in far-infrared quantum cascade structures
by the Vienna group [121] and our group [154, 122]. The selection rule for the energy
conservation then becomes:
∆E12 = ~ωcδn δn = 1, 2, 3, ... (2.8.36)
Whenever the energy spacing between two levels is a multiple of the cyclotron energy we
should observe an enhancement of the scattering rate and a consequent reduction of the life-
time of the upper subband |2, l〉. A theoretical framework for this phenomenon in a 2DEG
has been provided by Raikh and Shahbazyan [155]. They called the enhancement of the in-
tersubband scattering that satisfies Eq.2.8.36 magnetointersubband scattering (MIS). Their
calculations include short-range potentials because the intersubband scattering requires a
large momentum transfer and occurs in samples dominated by short range disorder caused
by impurities or interface roughness. Another key point of the MIS is, in contrast to the
Shubnikov-de Haas oscillations (2.6.2) the independence from the Fermi level (see Eq.2.8.36)
which should make this scattering event much less sensitive to the temperature leading to
the observation of MIS oscillations well above T=4.2 K. The limit of this calculation[155] is
set from the condition that the subband energy separation should be much larger than the
cyclotron energy ∆E12 >> ~ωc: indeed many experimental observations [121, 122, 156, 157]
2.8.2 Electron-electron scattering in magnetic field 61
report observation of conductance oscillations also in the regime where ∆E12 ≈ ~ωc.
This effect is clearly observed in several experiments both in magnetotransport measurements
and in light emission measurements. For the magnetotransport, if we sweep the magnetic
field, the experimental signature of the magnetointersubband scattering is a local increase
of the current at constant bias due to the opening of this relaxation channel. The general
reduction of current as a function of applied magnetic field (positive magnetoresistance)
is due to the progressive localization of the electron wavefunction. The strength of the
scattering should scale with the inverse of the Landau index change but we [91] and other
authors [158] observe quite strong features also for δn = 6.
2.8.2 Electron-electron scattering in magnetic field
Another theoretical approach, based on the random phase approximation (RPA) has been
proposed by Kempa and coworkers. They treat the intersubband electron-electron scattering
[159] in quantum wells and its extension to the presence of a strong perpendicular magnetic
field [160, 161]. The theoretical treatment leads to the following expression for the scattering






|Vkl,mp|2Fm,p,lδ(Ek + Em − Ep − El) (2.8.37)
where |Vkl,mp| is the term containing the wavefunctions and Fm,p,l contains the subband
occupations. If we express the Landau energy levels with Eq.2.6.30 (Ei,k = Ei + (k +
1
2
)~ωc) and include level broadening, Eq.2.8.37 will represent maxima of scattering rate
versus magnetic field. The energy conservation term expressed by the δ function produces
the selection rule for the e-e scattering as a function of the applied magnetic field that
includes what found by Raikh with formula 2.8.36: the energy conservation according to
Kempa’s calculation leads to an enhancement of the e-e scattering rate γel−el whenever the
condition 2:
2The denominator 2 of the fraction n/2 comes from the fact a 2 electron process is considered. Energy





~ωc n = 1, 2, 3, ... (2.8.38)































Figure 2.12: Left: Landau level arrangement for our 2-subband model system for n
even (n=2) in formula 2.8.38: the Landau ladders are aligned. Right: Landau level
arrangement in the case of n odd (n=1): the Landau ladders are midway misaligned.
The spin degree of freedom is neglected in this picture.
For even values of n the scattering is of mixed type (single-electron coming from interface
roughness and impurity scattering). It is worth to note that if we observe the series of
values for n even we recover the result of Raikh’s paper[155]: whenever we have the ladders
of Landau states that are aligned the intersubband scattering rate is enhanced. This is
what the Golden Rule would also predict. What is new in the Kempa’s theory is the n odd
series that accounts for these multi-electron scattering events. In this situation the Landau
states attached to the two subbands are midway misaligned. The physical picture of this
2E2 − 2E1 + ~ωc(k + m− p− l) =⇒ 2∆ = ~ωc(l − k + p−m) where l-k+p-m must be an integer.
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selection rule is summarized in Fig.2.12. The strength of this scattering phenomenon has
been calculated in Ref.[160] for a two subband system with an energy spacing of 18 meV:
two series of scattering rate maxima appear corresponding to even and odd n, as visible in
Fig.2.13. The strength of the scattering due to the n even series which correspond to single
and double electron events (analogous to Raikh) is higher than the odd series representing
the two electron phenomena only.
 n=1,3,5,...
n=2,4,6,...
Figure 2.13: Electron-electron scattering rate according to Kempa’s theory for a two
subband system with an energy spacing of 18 meV: note the different scattering rate
for even and odd series. Graph reprinted from [160].
2.9 Optical transitions in Landau levels
Now that the principal non-radiative coupling mechanisms have been analyzed, let us discuss
which kind of optical transitions are possible between Landau states and which ones can be
observed in our intersubband system.
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To find the transition rate and the selection rules when an electromagnetic field couples the
eigenstates that we have found in Sec.2.6 we can write Fermi’s golden rule as in Ref. [27]
2pi
~
|〈Ψi|H|Ψf〉|2δ(Ef − Ei − ~ω) (2.9.39)
where this time the eigenfunctions Ψi, Ψf are constituted by Ψi(x, y, z) = ψi(z)Φi(x, y) (see
Eq.2.6.29). Our electromagnetic radiation field can be expressed [162] in terms of a vector
potential ~A with the choice of gauge ∇ ~A = 0 that implies [ ~A, ~p] = 0. The plane monochro-
matic wave is expressed by ~A = A0ê[e
i(~q·~r−ωt) +e−i(~q·~r−ωt)] = E0e
2ω
ê[ei(~q·~r−ωt) +e−i(~q·~r−ωt)] where
ê is the unity polarization vector and ~q is the propagation vector of the e.m. wave. The
choice of the axes is the same as in Fig.2.6: a linearly polarized electromagnetic wave in the
TM mode will have the polarization vector (0, 0, 1). From the complete hamiltonian we can




~A·~p neglecting the terms of the order | ~A|2. Following the same line
of Ref.[27, 162] we can use the dipole approximation (well justified in the case of THz QC
lasers where λ ≥ 65 µm  50 nm for a wide quantum well) and the term ei~q·~r = 1+ i~q ·~r+ ...










δ(Ef − Ei − ~ω)·
· (|〈ψi|ψf〉〈kx, n|px|k′x, n′〉|2+
+ |〈ψi|ψf〉〈kx, n|py|k′x, n′〉|2+
+ |〈ψi|pz|ψf〉〈kx, n|k′x, n′〉|2) + mixed terms
(2.9.40)
If we apply the selection rules for the harmonic oscillator 〈kx, n|k′x, n′〉 ∝ δn,n′δkx,k′x , 〈kx, n|px|k′x, n′〉 ∝
δkx,k′xδn,n±1 and 〈kx, n|py|k′x, n′〉 ∝ δkx,k′xδn,n±1 we obtain the final expression:
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Depending on the polarization of the electromagnetic wave we can observe different optical
transitions between the Landau states. If we consider a cavity for a THz laser the polarization
is TM, i.e. the electric field is parallel to the growth axis z. Then, the last line of equation
2.9.41 tells us that we can observe transitions only between Landau states with the same
index (δN,N ′ gives the selection rule ∆N = 0). Hence, for a THz QC laser there is no
possibility to tune the emission with the applied magnetic field because the selection rule
allows transitions only between Landau levels that remain equidistant with the applied
magnetic field (always neglecting non parabolicity effects that will be treated in Section
6.6.2). It is worth to note that this is the main difference between the Landau level lasers
we discussed in the introduction and the THz QC laser developed in this work: it is the
breaking of the translational invariance in the growth direction [163] that gives rise to the
selection rule on the TM polarization for the intersubband heterostructure laser and makes
them not tunable with the magnetic field as it happens with the bulk Ge and Si cyclotron
lasers. We are forced to use a cavity which does not allow Landau index change in optical
transitions. For the TE polarization (with the electric field vector lying in the plane x-y)
we can observe transitions between Landau levels with different index because the selection
rule ∆N = ±1 holds. In emission we have the phenomenon of Landau emission [164] first
observed by Gornik [165]in bulk n-doped InSb.
In absorption, the inter-Landau level absorption or cyclotron resonance is one of the most
powerful techniques for the determination of the effective mass in metals and semiconductors
[166, 20]. For III-V semiconductors all the frequencies of interest lie in the far infrared or
mm parts of the spectrum and mainly two experimental techniques are used: one is to use
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Fourier transform infrared spectroscopy with the sample immersed in a magnetic field and
then measure the absorption spectrum for different magnetic fields. The other and more
simpler technique consists in using a set of narrow band frequency sources (see Chapter 1)
that illuminate the sample while the applied magnetic field is swept. By plotting the photon
energy ~ω versus the observed resonance field it is possible to determine (in a parabolic
subband dispersion) the value of the effective mass with high accuracy ~ω = ~ eB
m∗
. Actually
one of our THz lasers has been used for a cyclotron resonance experiment [167] demonstrating
the suitability of THz QC’s as sources for this kind of spectroscopy. Also our own magnetic
field measurement setup includes, as an internal detector, a cyclotron resonance detector
based on an n-doped InSb element [168] immersed in a magnetic field that can tune the
cyclotron energy from 0 to about 22 meV spanning the whole range of frequencies of interest




In this Chapter I will give some details about the various experimental setups used to perform
the measurements presented in this thesis. A section will be devoted to sample processing
together with an analysis of the different waveguides employed in the different wavelength
range covered by the fabricated devices.
3.1 Electroluminescence and laser emission measure-
ments
For Far-Infrared spectral emission measurements a Fourier transform infrared (FTIR) spec-
trometer has been used. The main advantage of the FTIR is its high resolution capabilities as
it consists of a Michelson-Morley interferometer where the resolution is given by the optical
path length difference between two interfering light beams. For electroluminescence charac-
terization, an under-vacuum, home-made FTIR has been used: it is described in detail in
Ref. [169]. The advantage of measuring under vacuum is clear, given the fact that we have
to measure very low signals (some pW, ISB LED has a very poor efficiency) and the THz fre-
quencies are strongly absorbed by water vapor (see Sec.1.2.2). A step-scan technique is used
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to increase the setup sensitivity. The samples, soldered on a copper mount and electrically
connected to two gold pads by gold wire bonding are mounted on the cold finger of a He
flow Janis JT-100 cryostat with a maximum testing capacity of four samples. The electrical
power is provided by a HP-8114A pulse generator. The injected current is measured using
a Model 711 calibrated current probe by American Laser Society. The probe is an electrical
transformer placed around the injection current line. The current and the bias on the device
are measured by a digital oscilloscope. A phase-sensitive detection scheme is employed, with
an EG&G 7260 DSP lock-in amplifier synchronized with the pulse generator. The detection
of THz radiation is a challenge by itself: direct coupling into circuitry is difficult because of
diffractive limits and conventional photodiodes are impossible to fabricate due to the very
low energy of the photons. Pyroelectric infrared detectors are used, but their Noise Equiv-
alent Power (NEP) is in the µW/Hz1/2 range. There is active research also in the field of
intersubband detectors for THz radiation, and in Sec.A.2 one example is briefly discussed.
The extremely small powers that we have to measure in spontaneous emission mode in the
THz range are detected with a bolometer, which shows a NEP in the pW/Hz1/2 range. We
have employed two different liquid He-cooled bolometers based on Si and Ge active elements
(IRLabs, Inc. 1808 E. 17th Street Tucson, AZ). The Si-based is the one with the higher re-
sponsivity (17550 V/W, [169]) and has been used in the electroluminescence setup. The Ge
one has been employed in the magnetic field setup, where laser signals are observed. Being
based on a thermal effect, the bolometer is intrinsically a slow detector. Due to its slow re-
sponse time, the current injected in the sample is modulated into low frequency macro pulses
with a repetition rate that matches the bolometer maximum recovery time (1/τ Sibol=416 Hz
for the Si, 1/τGebol =49 Hz for the Ge). To prevent as much as possible device heating, trains of
N micro-pulses with a repetition rate of 1/T with NT = τbol/2 are produced. The maximum
possible overall duty factor is 50%.
For laser emission and power measurement, a very simple setup is adopted where a lightpipe
collects the THz emission directly from the laser facet, guiding it through a polyethylene
window and then to a calibrated thermopile (Ophir, SH5).
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3.2 Magnetic field measurements: the setup
The magnetic field measurement setup used throughout this thesis work is the evolution of
an existing apparatus extensively described in Ref.[168]. The core of the setup is constituted
by a He cryostat equipped by a superconducting coil (Janis Research Company, INC. 2
Jewel Drive, Wilmington, MA) capable to generate a magnetic field of 12 T (14 T employing
the Lambda plate refrigerator). The whole setup is illustrated in Fig.3.1. The optical
characterization of the samples can be performed in two ways: one insert probe is equipped
with an InSb cyclotron resonance detector [164]. The principle of operation of this detector is
to induce transitions between the Landau levels created by applying an auxiliary magnetic
field on the InSb. By tuning the applied field we tune consequently the energy spacing
of the levels that can match the electromagnetic radiation and produce a change in the
detector’s conductivity. This detector provides great sensitivity but limits the temperature
of the measurements to 4.2 K because the auxiliary superconducting coil that provides
the magnetic field necessary to tune the detector has to be immersed in liquid He. The
wavelength range covered by this detector depends on the intensity of the magnetic field
applied: the InSb effective mass is m∗InSb = 0.0139m0 and this translates in an energy per
magnetic field unit of ~ωc = 8.324 · B[meV ]. Our tuning superconducting coil is capable of
2.5 T, which limits our bandwidth to about 21 meV (59 µm, 5.1 THz). In this configuration
the intersubband signal does not leave the sample tube: electroluminescence measurements
in the THz range are possible [168] and further pumping on the sample tube reaching 3
K allows increased sensitivity. The InSb detector allows also spectral characterization but
the intrinsic linewidth of our InSb slab is very large (≈ 2.5 meV) which translates in rough
information about emission spectra.
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Figure 3.1: Magnetic field measurement setup: radiation path is marked with dashed
lines and wavy arrows
The other setup configuration is the one that takes advantage of an optical window at the
bottom of the sample tube. The cryostat in the Far-Ir configuration has been equipped with
a set of three crystalline quartz windows (2.5 inch diameter, 5 mm thick, Crystran Ltd.)
with the transmissivity spectrum shown in Fig.3.2. The sample holder is provided with a
mirror that directs the light emission along the axis of the cryostat: the laser emission is
then collected by a Fresnel lens (fresnel technologies inc. 101 West Morningside drive, Forth
Worth, Texas) of focal length 2.5 cm: the quasi-parallel beam at the exit of the lens is
guided with reflective optics and feeded into a Ge bolometer or into an FTIR spectrometer
(either Nicolet 860 or custom built). This experimental arrangement allows us to perform
measurements in function of the temperature, that can be in principle adjusted between 2.2
























Figure 3.2: (a): Transmissivity of one crystalline quartz window. (b): magnetic field
probe equipped with a Fresnel lens of 2.5 cm focal length.
A chopper can be inserted in the light path in order to perform continuous-wave emission
experiments in function of the magnetic field. The possibility to use an external FTIR
spectrometer increases the spectral resolution of our measurements: in the latest version the
apparatus resolution is 0.045 cm−1 with an home-made FTIR.
3.3 Waveguides
As exposed in Section 1.4.2, the possible choices for waveguiding in THz QC lasers are essen-
tially two: the single plasmon waveguide [85, 80] and the double metal waveguide [94, 95].
The key point of the single plasmon waveguide is having the optical mode partially overlap-
ping with the active region, while the remaining part of the mode propagating in a virtually
lossless region, the semi insulating (SI) substrate. There are at least three parameters that
can affect the single plasmon waveguide efficiency: buried layer thickness, buried layer dop-
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ing and substrate thickness. The buried layer thickness and doping control essentially the
overlap and the losses for the optical mode. The substrate thickness has to be chosen in order
to avoid high-order modes to be excited in the cavity because, depending on the wavelength,
the optical mode starts to bind on the back-metallization (unless this is the desired effect:
see Sec.3.3.1 for a waveguide based on the second TM mode).
The double metal waveguide confines the mode almost entirely within the active region
(almost 100 % overlap) at the expenses of higher waveguide losses. The situation is resumed
in Fig.3.3 where we calculate 1 the waveguide losses αw and overlap factor Γ for the same
active layer (sample N314 presented in Sec. 5.2) in the two cases at a wavelength of 80
µm. The merit factor Γ/α results to be nearly the same in the two cases: what is claimed
to be the main advantage of the double metal waveguide is the fact that when writing the
complete lasing threshold condition g = αw/Γ +αm/Γ the mirror losses αm are also reduced
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Figure 3.3: (a): Calculated mode intensity for a single plasmon waveguide at 82 µmn
for sample N314. (b): Calculated mode intensity for a double metal waveguide at 82
µm with the same epilayer as the single plasmon case.
case necessitates some care because the impedance mismatch created by the narrow aperture
and the two metallizations gives rise to a higher reflectivity, and the usual expression that
1The calculation of the mode intensity in the cavity is performed numerically solving the Maxwell equation
with the transfer matrix method [29]. The losses are evaluated with the Drude-Lorentz model.
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does not apply anymore. Calculation of the
mirror losses based on a mode matching method [170] in the double metal case show higher
values for the facet reflectivity [171]. For structure N314 we calculate R=0.97 for each facet.
The double metal waveguide is then a ”high Q-factor” cavity with respect to the single
plasmon: this fact has the drawback that the extracted power is intrinsically low because of
the high reflectivity. In any case, mirror losses can be reduced by means of a high reflection
coating also in the single plasmon cavity.
Another important aspect of the double metal waveguide is the pumping efficiency of the
laser ridge. The ”vertical injection” assures a more homogeneous distribution of the electric
field in the laser ridge and consequently of the injected current, surely superior with respect
to the ”lateral” injection in the case of a single plasmon waveguide that uses the buried
layer as the current carrying channel. Effects of an asymmetric current injection in a single
plasmon THz QC are discussed in Ref.[172]. The buried layer can also introduce a series
resistance [173] that can have detrimental effects especially when operating devices at high
values of injection current, increasing the amount of heat that has to be dissipated.
3.3.1 Waveguiding at low THz freqencies
Going towards longer wavelengths (low THz frequencies) the waveguide losses will strongly
increase because they scale quadratically with the wavelength. With the Drude model [166]
it is possible to calculate a frequency dependent permittivity of a material that will translate






where τ is the Drude scattering time, m∗ the effective mass of the electrons in the semicon-
ductor and n is the refractive index. Employing the double metal waveguide below 10 meV
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Figure 3.4: (a): calculated waveguide losses in function of the wavelength for dif-
ferent substrate thicknesses for the TM mode n=1 of single plasmon waveguide. (b):
calculated overlap factor in function of the wavelength for different substrate thick-
nesses for the TM mode n=1 of single plasmon waveguide. (c): calculated waveguide
losses in function of the wavelength for different substrate thicknesses for the TM mode
n=2 of single plasmon waveguide. (d): calculated waveguide losses in function of the
wavelength for different substrate thicknesses for the TM mode n=2 of single plasmon
waveguide.
On the other side, the single plasmon waveguide is less and less effective as the wavelength is
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increased. In Fig.3.4(a,b) the overlap factor and the waveguide losses calculated for different
substrate thickness for the first TM mode of a single plasmon waveguide in function of various
wavelength are reported. The heterostructure used is the 160 µm big well design that will be
the object of Section 6.4. The long wavelengths are clearly disfavored by this waveguiding
solution. A sort of compromise between the single plasmon and the double metal waveguide
is the one that we adopted for the long wavelength big well devices. We exploit the second
mode (TM n=2) of a single plasmon waveguide tuning the losses and the overlap factor by
changing the substrate thickness. This kind of solution allows to keep a reasonable figure of
merit up to very long wavelengths with still a good outcoupling (calculated reflectivity at





























Figure 3.5: Figure of merit for the first (blue lines) and second order mode (red lines)
of the single plasmon waveguide in function of the wavelength and of the substrate
thickness.
In Fig.3.4(c,d) the values of Γ and αw for this waveguide solution are reported. Fig.3.5 is
a comparative graph for the first and the second mode of the single plasmon waveguide in
function of the wavelength and of the substrate thickness. It is evident that above 120 µm
the second mode is more advantageous, with still some room for improvement by playing
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with the substrate thickness. Another couple of parameters that can be advantageously
used to fine tune the figure of merit of the single plasmon waveguide are the doping and the
thickness of the buried layer.
3.4 Sample fabrication
The structures fabricated throughout this thesis work are semiconductor mesas that are
metallized in order to provide electrical contacts and which can be equipped by metallic
diffraction gratings (for electroluminescence measurements) or with cleaved facets in order
to form ridge optical resonators. To fabricate our structures we use conventional optical
litographic processes; the metallizations for waveguiding and/or contacting the structures
are performed either via electron beam evaporation or via thermal evaporation. Several
ridge widths are employed depending on the wavelength of emission of the device. Roughly
speaking, larger ridges are more indicated for longer wavelengths, especially if the single
plasmon waveguide is employed [171].
In the case of the single plasmon waveguide, device processing starts by wet etching through
the active region in order to expose the buried contact layer, thereby creating 70 − 110 −
160−210−320−420−520µm wide ridges. The solution H2SO4/H2O2/H2O (1:8:1) presents
a typical etching speed of 0.14 µm/s when shaking the sample vertically at ∼ 1 Hz. This
high etching speed is desirable when dealing with very thick epilayer: the typical etch depth
is 15 µm but the ridge height can reach 18 µm in the long wavelength devices. Etching is
isotropic in respect to the crystallographic directions: in order to have ridges with a positive
slope on the sides the wafer has to be aligned with the big flat that indicates (011) direction
parallel to the laser ridges. Two bottom contacts are then evaporated on both sides of
the stripes (Ge/Au/Ag/Au 12/27/50/400 nm alloyed at 400 ◦C during 1 minute). The top
contact is provided by two 10µm wide stripes (Ge/Au 6/13 nm alloyed at 320 ◦C for 1
minute) deposited along the edges of the ridge. Depending on the growth, an InGaAs top
contact layer is present, and the two annealed stripes are not employed. A Ti/Au confining
layer is furthermore evaporated which completely covers the top of the stripe. Substrate
77
thinning varies depending on which kind of waveguide is employed. If the first TM mode
is used (wavelength range 60-120 µm), the substrate is thinned down to 220 − 240, µm.
Backside metallization (Ti/Au) completes the processing of the devices. In the case of
longer wavelength devices that exploit the second TM mode, the substrate thinning is pushed
down to typically 70− 100 µm and the backside is finely polished with a fine diamond disk
(1 µm size). Ti/Au back metallization with a thick (500 nm) Au layer completes the mode
confinement layer on the substrate side. The devices are then cleaved in laser bars of various
lengths and soldered on copper mounts using indium. Au wire wedge bonding (current
carrying capability is 250 mA CW at room temperature for a 25 µm ∅ wire) completes the
processing. A SEM picture of a mounted, long wavelength THz QCL is presented in Fig.3.6
Figure 3.6: Electronic microscope picture of a mounted, long-wavelength THz QCL
The double metal process follows in major lines the one described in Ref. [94]: the epilayer
is metallized with Cr/Au (20/1000 nm) and then soldered (10 mins at 250◦ C) to an n+
GaAs substrate provided with an In/Au (1200/120 nm) metallization. GaAs substrate is
mechanically thinned down to a residual thickness of about 40 µm and then removed with
an etchant solution of citric acid and hydrogen peroxyde (H2O:Citric Acid:H2O2 3:3:2 in
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mass) that is selective on the GaAs/Al0.3Ga0.7As layer. This etching solution has a very
good selectivity on 30% aluminium but it is extremely slow (∼ 0.2 µm/min). The etch stop
layer is then removed together with a part of the doped layer, leaving 400 nm thick of doped
GaAs (Si, 2·1018 cm−3). The device is then processed in the standard way defining ridges of
various widths (70-220 µm) by lithography, wet etching and a top Cr/Au metallization. For
the final result see Fig. 3.7
Figure 3.7: SEM image of one double metal ridge waveguide of sample N314; the
brighter layer under the ridge is the In/Au soldering layer.
Chapter 4
Single quantum well THz laser
4.1 Introduction
Kazarinov and Suris’ proposal of light amplification by means of photon-assisted tunnelling
in a biased superlattice found its realization in the quantum cascade laser. A slight variation
of the same concept is to obtain laser action via an intra-well transition, injecting carriers
in the first excited state of the quantum well that will emit photons relaxing on the ground
state of the well, as proposed by Capasso et al.[32]. If the energy of the photon is larger
than the LO phonon energy, population inversion will be difficult to achieve because the
efficiency of the LO phonon scattering will make the upper state lifetime shorter than the
average tunnelling time of the electron out of the ground state (see Fig. 4.1). As suggested in
Ref.[32], a more favorable situation would be achieved if the photon energy was smaller than
the LO phonon, quenching this fast relaxation channel at least at low temperatures. In this
scheme the population inversion will rely solely on the interplay between inter-subband elastic
scattering (see Chapter 2) and resonant tunnelling at the injection and at the extraction of
carriers from the quantum well. The structure will be divided in two sections: one active
region, where the optical transition occurs, constituted by a single quantum well and a four-
well injector which will act as a carrier reservoir and will contain the dopants. The design







Figure 4.1: (a): schematic of the proposal for an intersubband laser from a biased
superlattice with hν > ~ωLO. (b): proposal for an intersubband laser with hν < ~ωLO
4.2 Bandstructure analysis
The structure of sample N471 is constituted by five quantum wells and the layer sequence
is reported in the caption of Fig. 4.2. The upper state of the lasing transition is constituted
by the first excited state of the 28 nm-wide GaAs quantum well (state |6〉) that anticrosses
with the ground state of the adjacent injector well ((state |1′〉) for an applied electric field of
Eres=2.9 kV/cm giving rise to a doublet with a calculated energy splitting of 2~Ω61′ = 0.69
meV . The lower lasing state is the ground state of the same well (state |5〉) and the extraction
of the carriers is achieved via tunnelling in the adjacent quantum well (state |4〉). The
strong doublet formed by the extraction barrier ( Al0.15Ga0.85As, 2.3 nm) yields a value of
2~Ω54 = 2.7 meV for the energy splitting. The photon energy E65 = 15.2 meV and the dipole
matrix element zij = 6.6 nm yield a value of 18 for the oscillator strength. The growth has
been performed on a semi-insulating substrate in order to exploit the low-loss single-plasmon
waveguide configuration [85]: the intensity of the first transverse magnetic (TM) mode in
the cavity is reported in the inset of Fig 4.4 : for the chosen buried contact layer thickness
(500 nm) and doping (Si, 2 × 1018 cm−3) we obtain a theoretical value for the waveguide
losses αw = 4.4 cm











Figure 4.2: Computed conduction band profile at T= 20 K of two periods of the struc-
ture under an average applied electric field of 2.9 kV/cm. The GaAs/Al0.15Ga0.85As
layer sequence of one period of the active layers starting from the injection barrier
is as follows: 4.7/28.0/2.3/18.0/2.3/16.5/2.3/16.0/2.3/15.5/1.5. Thicknesses are in
nanometers, GaAs wells are in roman, Al0.15Ga0.85As barriers in bold and doped layer
(Si 2.4 · 1016 cm−3, Ns=3.84 × 1010 cm−2) is underlined.
4.3 Experimental results
The transport and spontaneous emission characteristics for sample N471 are reported in
Fig.4.3 for a short, side cleaved device [175] measured at T=10 K. The electroluminescence
intensity presents a typical square root dependence on injected current, signature of the
presence of electron-electron scattering [79] that affects the upper state lifetime. The spon-
taneous emission spectrum can be fitted by a Lorentzian, centered at 15.5 meV and with
a full-width at half-maximum 2γ ∼= 1 meV. The linewidth is very narrow as expected for a












where the T1 is the relaxation time that accounts for intersubband processes and T2 is the
intraband dephasing time, also described as in-plane relaxation time τp. In the Far-IR, where
optical phonon emission is forbidden at low temperatures, we expect, as already discussed
in Sec. 2.3.1, an intersubband lifetime in the range of tens of ps for vertical structures with
electron densities of 3-8 1010 cm−2. From previous work on quantum well system and QC
lasers [176, 135], the value of T2 sits in the 100-200 fs range for relatively narrow quantum
wells. Interface roughness surely plays a major role in this context, and the wide QW used
in this design should present a longer dephasing time. The condition T1 >> T2 allows
us to calculate the value of T2 from the luminescence linewidth, and Formula 4.3.1 yields
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Figure 4.3: (a): I-V curve and spontaneous emission intensity for a side-cleaved device.
The dashed line is a square-root fit of the spontaneous emission. (b): Spontaneous
emission spectrum measured at I=130 mA. Full width at half maximum is 2γ =1 meV.
The dashed line is a Lorentzian fit. The slight asymmetric shape of the spectrum on
the high energy side is due to an absorption line of the bolometer window at 16.3 meV.
Laser processing follows the usual guidelines already described in Chapter 3, with ridge
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widths varying from 100 to 520 µm. Laser action takes place at 15.5 meV (λ ' 79.7 µm)
(see Fig.4.4(b)), in the center of the electroluminescence spectrum 15.5 meV and is in very
good agreement with the calculated value of the |6〉 −→ |5〉 transition. Pulsed operation up
to 30 K and CW operation up to 15 K are demonstrated in narrow stripes (160 µm): typical
CW characteristics are shown in Fig.4.4(a).
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Figure 4.4: (a): CW L-I-V curve for a for a 2.24 mm long, 160 µm wide stripe.
(b): Subthreshold electroluminescence spectra (dashed lines) for different values of the
injected current and lasing spectra(full line)just above threshold at T = 10 K. Note
the progressive narrowing of the spectrum as injected current grows. Inset: calculated
mode profile for the single plasmon waveguide: at 80 µm we obtain αw=4.4 cm
−1 and
Γ = 0.35.
The threshold current density is Jthresh = 37 A/cm
2, very low as expected from a vertical
transition structure with large oscillator strength and narrow electroluminescence linewidth.
Optical power reaches 350 µW for a dissipated power of 750 mW. Laser action is quenched as
the injector state is out of resonance with the upper state of the lasing transition at 45 A/cm2.
The bias at threshold is 4.45 V and matches well the theoretical value Vtheo = FresNpLp =
4.36 V obtained by multiplying the electric field just before the resonance between injector
and upper state by the number of periods Nper=140 and the period length Lp = 1079 A˚.
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This good agreement shows that the series resistance is almost negligible for this cavity
width. Processing the sample in larger stripes reduces the waveguide losses and allows the
demonstration of pulsed operation up to 40 K with slightly lower values for the threshold
current density reaching 30 A/cm2 in the larger stripes (520 µm): typical characteristics
for a wide stripe are plotted in Fig.4.5(a). Emitted peak power in pulsed mode reaches 3
mW for very low duty cycles (10−4). CW operation is also possible up to 30 K with optical
powers that reach 3 mW, thanks to the very low threshold current density that allow CW
operation also in sizeable devices. The increased cavity width introduces a series resistance
that is detectable from the increased bias at threshold. Surprisingly, the dynamic range of
the samples is increased, showing pronounced misalignment feature at about 80 A/cm2. It is
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Figure 4.5: (a): pulsed optical power as a function of injection current of a 3.6 mm
long, 520 µm wide device at various temperatures together with IV curve of the device
at 10 K. (b): continuous wave optical power and applied voltage as a function of




The single quantum well laser is the QC laser which comes closest to the original proposal
of Kazarinov and Suris. Here we propose a semiclassical modelling of the structure that
includes the transport description at the injection barrier illustrated in Sec.2.5 together with
the presence of the optical field, as previously done by Sirtori et al.[135]. We will try to go
one step further analyzing the transport of a lasing device in order to deduce the lifetimes
at threshold. Adopting the same nomenclature as in Ref.[135], we can write the system of
coupled equation comprehending Kazarinov and Suris formula for the resonant tunnelling at
injection together with a 2-level rate equation system. The photon flux per period per stripe
width is denoted by S, τp is the in-plane dephasing time, ns is the sheet carrier density, ~∆ is
the energy detuning from resonance and σ = gcc¯ (c¯ = c/n). If we label with Vc the applied











where Np=140 is the number of periods of the active region in the
laser structure and d61′ = 28 nm the distance between the wavefunctions centroids.
J = e ns
2|Ω|2 τp



















The basic assumptions beyond this model are the unity injection efficiency in the state |6〉
and the presence of only two scattering times: τ6 describes the upper state lifetime of the
lasing transition and τ5 represents the extraction time from state |5〉. The current density




solution of the system of equations 4.4.2,4.4.3 and 4.4.4 allows us to obtain an expression
for the transport below (S=0) and above (S>0) the lasing threshold. For the transport in
the lasing regime spontaneous emission has been neglected. Equation 4.4.5 accounts for the
transport below lasing threshold, depending only on the in-plane scattering time τp and on
86 Model











The inspection of Eq. 4.4.6 shows that the presence of the photon field and the lasing















Now the transport of a lasing structure can be fitted. By calculating the gain cross section
gc (see Section 2.2.2) and using the parameters measured on the luminescence sample we
can reproduce the I-V curve of the lasing sample discussed in the previous Section. For the
total losses αtot = αw + αm we used the value of 9.5 cm
−1, where the contribution of the
waveguide losses is αw ∼= 4.4 cm−1 1 and the mirror losses are evaluated for a Lcav = 2.24
mm long cavity with the usual formula
αm = − 1
2 Lcav
ln (R1R2) (4.4.7)
where the facet reflectivity R=0.32 has been evaluated with the mode matching method
[170].
The parameters left free in the transport model are the upper state lifetime τ6 and the energy
splitting at resonance 2~Ω61′ . To highlight the presence of the optical field in the laser cavity
and its influence on the transport, we performed an analysis of the differential resistance of
the device. The results are plotted in Fig.4.6(a).
The agreement between the experimental curve and the calculated one is good. The deduced
upper state lifetime is τ6 = 65.4 ps with an energy splitting (2~Ω61′)exp = 0.26 meV. The
deduced value of the anticrossing splitting is smaller than the calculated one (2~Ω61′)theo =






































































Figure 4.6: (a): a): V-J and dV/dJ curves at T = 10 K (solid line) together with the
theoretical curves (dashed grey line) expressed by equations 4.4.6 and 4.4.5 and their
derivatives for n6 = ns. (b): V-J and dV/dJ curves at T = 10 K (solid line) together
with the theoretical curves (dashed grey line) expressed by equations 4.4.6 and 4.4.5
and their derivatives for n6 = ns/2.
0.7 meV. From the analysis of the differential resistance we observe the typical discontinuity
at threshold caused by the reduction of the upper state lifetime due to stimulated emission
[135]. The model accounts for this quantity and we can deduce also the lower state lifetime
being equal to τ5 = 62 ps. As already demonstrated elsewhere [173] using this same model,
the ratio of differential resistances above (RS>0) and below (RS=0) threshold is directly














where in our case the effective lifetime is τeff = τ6 − τ5. From a systematic measurement of
the threshold current density as a function of the cavity length we can deduce the quantity
gΓ using the formula:
JtreshgΓ = αw −− 1
2 Lcav
ln (R1R2) (4.4.9)
With the measured value gΓ = 0.23 cm/A we can estimate the effective lifetime value via the
expression τeff = (gΓ)expe/gc ∼= 3 ps. This value for τeff matches well with the one that we
deduce from the fitted lifetimes τ fit6 − τ fit5 ∼= 3.4 ps. Using equation 4.4.8 and the measured
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values for the differential resistance we can again deduce the lower state lifetime τ5 = 43 ps.
There is a mismatch in the deduced lifetimes that look quite long if compared to previously
deduced values on very similar structures using activation energy and the comparison with
LO phonon scattering rates [131]. One clear source of an artificially long lifetime is intrinsic
to the model we have used. The upper state lifetime is essentially fixed from the critical
current density Jmax (see Sec.2.5): at resonance the Kazarinov model equally distributes all
electrons between the injector state and the upper state (Jmax ∝ ens2τ6 ). This assumption is
justified in the case where we have very short extraction times and the electrons can cross
the entire injector region in a very short time: those condition are quite well satisfied in
Mid-IR QCL’s. In the Far-IR this assumption is too strong: there is a non-negligible part of
the electrons that populate the lower state and the rest of the injector. This will lead to a
reduced population of the upper state at resonance, that will translate in a shorter lifetime.
To give an idea of the importance of this effect, we run the model by supposing the upper
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Figure 4.7: Transport as a function of heatsink temperature for sample N471.
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The results are reported in Fig.4.6(b). The agreement of the model with the data is still
good and the deduced values for the lifetimes are τ
ns/2
6 = 34.3 ps and τ
ns/2
5 = 30.9 ps





6 − τns/25 = 3.4 ps remains the same. Another condition of the model that can be
relaxed in future simulations is the assumption of a constant upper state lifetime. As shown
in the first part of the Chapter, there are signatures of electron-electron scattering that affects
the upper state lifetime and will most likely change as a function of the carrier density. It is
interesting to observe the change in transport as a function of temperature and deduce some
indications on the evolution of the lifetimes. The I-V curves as a function of temperature are
plotted in Fig.4.7. The critical current at resonance Jmax increases considerably already in
the interval 8-15 K confirming a strong temperature dependence of the upper state lifetime.
This dependence is the principal cause of the fast degradation of the laser performances: the
upper state lifetime decreases rapidly and population inversion is lost already at 40 K.
4.5 Conclusions
We demonstrated laser action in the THz range for a structure closely related to the early
proposals for the QC laser. A simple model based on resonant tunnelling and rate equations
accounts for the observed results and yields values for the relevant lifetimes in the structure.
Deduced lifetimes are elevated but still in good agreement with what observed by pump and
probe experiments. The overall simplicity and cleanliness of the system makes it an ideal
model for the study of electron dynamics in the Far-IR.
The devices exhibit remarkably low values for the threshold current density that allow CW
operation with reasonable values of the output powers (1 mW) with an extremely low electric
power dissipation (typically 500 mW-1 W) at cryogenic temperatures. This aspect, together
with the narrow gain spectrum due to the vertical nature of the radiative transition makes






With the objective of increasing the performance of the THz QC lasers both from the point
of view of the maximum operation temperature and of the emitted power, a change in the
design strategy of the active region is necessary in order to overcome the issues highlighted in
the analysis of the single quantum well device. The design freedom inherent to intersubband
transitions and the results of the research on Mid-IR QCL’s lead to a solution where the
optical transition takes place between states delocalized over more than one quantum well.
The first active region that showed laser action at terahertz frequencies [85] was based on a
chirped superlattice design [50, 157]. In such designs the upper and lower state wavefunctions
extend over several (three for the terahertz lasers) coupled quantum wells. ”Chirping” the
quantum well and barrier thickness then restores the large dipole matrix element existing
between the states at the edge of the minigap [50]. Terahertz quantum cascade lasers based
on these designs demonstrated good performance levels with maximum pulsed operation
temperatures of about 60 K and peak powers of the order of 4 mW. CW operation was also
demonstrated in such designs [178, 172, 179] with reasonable output powers (' 4 mW at 10
K) up to 40 K [179]. The main limitations in the performance of these devices, namely the
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poor slope efficiency (dP
dI
) and the low maximum operating temperatures, are attributed to
thermal backfilling of the lower miniband and a weak population inversion.
To overcome these problems, an active region based on a bound-to-continuum transition[51]
has been conceived. Long-wavelength (λ ' 16µm), high performance QC lasers operating
above room temperature have already been demonstrated using this design concept [180,
181]. In this design, electrons are injected into an isolated state created inside the minigap
by a thin well adjacent to the injection barrier, whilst electron extraction occurs through a
lower miniband (see Fig. 5.1). Owing to the diagonal nature of the laser transition, both the
injection efficiency and lifetime ratio (upper to lower state) are maximized, whilst miniband
transport is employed as an efficient extraction mechanism to minimize the lower state
population. It is the combination of long lifetime and good injection efficiency of the upper
state with an excellent extraction efficiency of the lower state that is especially advantageous
in terahertz QC lasers, where population inversion is difficult to achieve.
5.1.1 Bound-to-continuum QC laser at 87 µm
The bandstructure of such a QC laser, sample A2771 , emitting at λ ' 87µm (3.5 THz,
hν ' 14.5 meV) is presented in Fig. 5.1 and is obtained by solving Schro¨dinger and Poisson’s
equations self-consistently, assuming a thermal electron distribution in the injector region of
the structure. The radiative transition occurs between level n= 8, isolated in the minigap,
and a group of three states n=7,6 and 5 in the lower miniband. Because of level broaden-
ing, caused by interface roughness and impurities, we were not able to identify these states
individually in the intersubband luminescence or magnetotransport measurements. Further-
more, because of the diagonal nature of the laser transition, the total oscillator strength of
the radiative transitions, f = 29, is significantly lower than the one computed in our previous
work on chirped superlattices (f = 40, with hν = 19 meV), but larger than in the single QW
case.
Fabrication of the devices relied on molecular beam epitaxy (MBE) in the GaAs/AlGaAs
material system. The structure consisted of 120 repetitions of the active region embedded in







Figure 5.1: Computed conduction band profile at T=40 K of one stage of the structure
under an average applied electric field of 2.55 kV/cm. The GaAs/Al0.15Ga0.85As layer
sequence of one period of the active layers starting from the injection barrier is as
follows: 3.5/9.0/0.6/16.3/0.9/16.0/1.0/13.8/ 1.2/12.0/1.5/11.0/2.4/11.0/3.2/12.1.
Thicknesses are in nanometers, GaAs wells are in roman, Al0.15Ga0.85As barriers in
bold and doped layer (Si 2.5 · 1016 cm−3) is underlined.
a single plasmon waveguide, using the same approach as described in Ref. [88]. Compared
to the structure already published [88], the longer operating wavelength of this laser enabled
the use of a waveguide that employed a thicker (700 nm instead of 300 nm) buried heavily
(2 · 1018cm−3 Si) doped layer whilst still maintaining a large value of the Γ/αw parameter
(where Γ is the overlap factor and αw are the waveguide losses). The ridge waveguide devices
with lateral contacts are processed using wet etching and three metallization steps [178].
After junction-up soldering onto a copper block and wire bonding, the devices are mounted
on the cold finger of a helium-flow cryostat.
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5.1.2 Optical measurements
In a first set of experiments, the devices were driven by 200-ns-long pulses at a 125 kHz
repetition rate. Light versus current characteristics for a 2.7 mm long and 200 µm wide
device are shown in Fig. 5.2 for various temperatures. In these experiments, the light was
collected (with an estimated collection efficiency of about 60%) through a light pipe and
sent to a broadband thermopile power meter. As shown in Fig. 5.2, the device operated up
to a maximum temperature of 90 K, exhibiting a peak power of 22 mW at 10 K. The peak
power had a very small dependence on duty cycle up to 40%. Measurements of continuous
wave operation were performed in a smaller device (165 µm wide and 1.5 mm long) fitted
with a dielectric/metal high reflectivity coating on the back facet (ZnSe/Au, 100/60 nm),
in order to decrease the heat load to the cryostat. As shown in Fig. 5.3, CW operation is
achieved at 10 K with a threshold current density of 260 A/cm2 and a maximum power of
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Figure 5.2: (a) Pulsed optical power as a function of injection current of a 2.7 mm
long, 200 µm wide device at various temperatures together with IV curve of the device
at 10K. Decrease of emitted power at 600 A/cm2 is due to the beginning of band
misalignment. (b): Spectrum of a 1.5 mm long, 165 µm wide device in pulsed mode at
10 K.
The voltage-current characteristics, shown in Fig. 5.3(b), indicate a significant leakage cur-
5.1.3 Device analysis 95
rent (about 100 A/cm2) flowing before the structure aligns at approximately 4 V. This cur-
rent can be reduced by increasing the injection barrier thickness, as shown later in Sec.5.1.4.
High resolution (0.09 cm−1) spectrum of the device was taken with a Fourier transform in-
frared spectrometer and is reported in Fig.5.2 (b). From the mode spacing and the cavity
length, a value of the group velocity index ng = 4.02 could be deduced, in good agreement
with the value reported in the literature corrected with the dispersion (n=3.89) [182]. The
device remains multimode in both pulsed and CW operation, with a fairly large spectral
width (of about 5 cm−1). This is to be expected from a device that employs a gain region
based on a bound-to-continuum transition, where the oscillator strength is spread over 2-3
transition, as also shown by the relatively broad electroluminescence curve (see Fig. 5.4).



















































































Figure 5.3: Continuous wave optical power and applied voltage as a function of injected
current from a single facet of a high reflectivity coated, 1.5 mm long, 165 µm wide
device, at various temperatures, as indicated. Inset: Voltage-Current characteristics at
T = 10 K of the device (continuous line) and the differential resistance (dashed line)
deduced from it as function of current.
5.1.3 Device analysis
Previous studies of terahertz quantum cascade lasers, based on chirped superlattice active
regions, suggested that population inversion in these devices was very poor. This poor pop-
ulation inversion most likely arises from the small difference between upper and lower state
96 Bound-to-continuum design
lifetimes, together with a non-optimal injection efficiency into the upper state. The higher
maximum operating temperature and larger differential slope efficiency (by about an order
of magnitude) of our bound-to-continuum structures are consistent with devices operating
with a much improved ratio of upper to lower state lifetimes. An indirect indication of the
large slope efficiency is the clear slope discontinuity of the current-voltage characteristics at
threshold ( the size of this discontinuity is 1 Ω, much lager than the value of 0.2 Ω obtained
from a device with similar dimensions and chirped superlattice based active region). As
shown theoretically [183, 173], the size of this discontinuity is ultimately limited by the ratio
of the upper to lower state lifetimes.
In order to investigate this point further, electroluminescence was measured as a function of
temperature using an experimental technique [175] where the luminescence is extracted from
the edge of a device which has been cleaved along the length of the stripe. This geometry
has the advantage of allowing luminescence measurements in lasing devices with a negligible
contribution from the gain. Luminescence spectra as a function of temperature are shown
in Fig. 5.4 a). Luminescence is observed up to a maximum temperature of 110 K.
The inverse luminescence intensity is plotted, along with the threshold current, as a function
of temperature in Fig. 5.4 b). Because of the very low electron densities involved, the intensity
of the electroluminescence at fixed current is proportional to the upper state lifetime, in
contrast to the gain which is proportional to the difference between the upper and lower
state occupancies. The data of Fig. 5.4, together with transport characteristics, show clearly
that both quantities have very similar temperature dependences, demonstrating that this
bound-to-continuum design has a performance limited by the upper state lifetime. Because
of the extended nature of the wavefunctions, we expect the low temperature ISB lifetime
to be limited by interface roughness. Indeed, unlike vertical transition structures where
electroluminescence intensity has characteristic square root dependence on current [79], we
observe this dependence to be linear, as shown in Fig.5.5.
At liquid nitrogen temperatures and above, optical phonon scattering is expected to be the
dominant scattering mechanism. In this simplified model, the electron temperature was
assumed to be equal to that of the lattice. Using the energies and wavefunctions computed



























































Figure 5.4: a) Electroluminescence spectra, taken from the edge of the device, for
various temperatures. Inset: schematic of the experimental configuration for lumines-
cence measurements. b) Luminescence intensity, measured from the spectra shown in
the upper figure (squares), threshold current (circles) shown as a function of inverse
temperature. The full line shows a computation of the total optical phonon scattering
rate from the upper state.
using the self-consistent model, the total optical phonon scattering rate from the n=8 upper
state of the laser transition was calculated. For every final state of the active region, the
optical phonon scattering rate was computed from an energy corresponding to the onset of
optical phonon emission (as the transition energy is lower than the optical phonon energy for
all transitions inside the active region). For each temperature, these individual rates were
added with a weight (exp(−(~ωLO−E8j)/kBT )) corresponding to the activation of electrons
above the energy corresponding to the emission of an optical phonon. Finally, the scattering
rate by absorption of optical phonons was included. The total intersubband scattering rate,
computed according to this procedure, is plotted along with the luminescence and threshold
data. As expected, the corresponding lifetime drops rapidly, and is 4.3 ps at 80 K and 2.1 ps
at 110 K. However, in contrast to previous results obtained in the luminescence from a single
quantum well, where a very good fit to the temperature dependence [131] was observed, the








































Figure 5.5: Electroluminescence intensity at T=10 K for sample A2771 (open ridge,
no cavity effetcs). The dashed line is a linear fit of the emission.
predicted theoretically. As each transition has its own specific activation energy, it is not
possible to define a single activation energy for the total scattering rate. However, taking the
average slope of the data at high temperature, we find an equivalent activation energy of 21
meV for the experimental data and only 16 meV for the theoretical curve. The low value of
the activation energy derived from the theoretical curve comes from high energy intersubband
transitions that occur from states deep in the injector that have a low activation energy but,
at the same time, a low overlap with the upper laser state. A possible interpretation of the
discrepancy is that these transitions do not come into play because of the loss of coherence
owing to collision broadening.
5.1.4 Design improvement: injection barrier tuning
As mentioned in Sec.5.1.2, the transport of the bound-to-continuum design can be optimized
by the tuning of the injection barrier thickness that controls the very important parameter
2~Ωi8 described in Sec.2.5. Also the doping plays an important role, governing the maximum
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quantity of carriers we can inject in the upper state. Keeping this in mind, a regrowth of
structure A2771 with a thicker injection barrier (4.2 nm instead of 3.7 nm ) and a slightly
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Figure 5.6: a) Pulsed optical power as a function of injection current of a 2.7 mm
long, 160 µm wide device with HR backfacet coating at various temperatures together
with IV curve of the device at 10K. b) Spectral emission in pulsed mode ar T=10 K
as a function of injected current density for sample A2986, 2.7 mm long, 160 µm wide
device with HR backfacet coating.
A2986 showed improved temperature dependence with a Tmax = 100 K in pulsed mode (see
Fig.5.6(a)) and T=68 K in CW and a maximum peak power of 50 mW both in pulsed and
CW operation. A detailed comparison of these two structures can be found in Ref.[173]:
here we briefly discuss some features of the improved coupling of the injector with the upper
state of the lasing transition that can be deduced from the transport. In Fig.5.7(a), two
DC I-V curves are plotted for two samples A2771 and A2986 with identical dimensions.
The reduction of the leakage current can be easily noticed looking at the first peak in the
differential resistance marked with the vertical black arrow: band alignement occurs at 100
A/cm2 instead of 125 A/cm2. Threshold bias is also reduced (3.9 V instead of 4.2 V) with
positive effects on CW operation (less Joule heating). In Fig.5.6(b) spectral emission for
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sample A2986 in function of injected current density is shown: the broad emission bandwidth
observed at high current density values and consequently at high emitted power values
suggest inhomogeneous broadening of the gain profile due to spatial hole burning phenomena
[29]. The blue shift of the mode envelope with the bias is consistent with a Stark shift induced
by the diagonal nature of the transition.
The discontinuity at threshold is bigger in size and its evolution as a function of the tem-
perature, displayed in Fig.5.7(b) clearly shows an improved ratio of lifetimes for structure
A2986. In order to achieve CW operation at liquid nitrogen temperature the current carrying
capabilities should be improved (doping calibration) together with a further optimization of
the design.




































































Figure 5.7: (a): CW I-V curves for samples A2771 and A2986 together with differential
resistance: vertical black arrows indicate the band alignement with an evident reduction
of the leakage current for sample A2986. (b): Differential resistance discontinuity at
threshold for samples A2986 and A2771 as a function of temperature.
Another issue that should be addressed is the thermal dependence of waveguide losses:
in Fig.5.8 two series of measurements of the threshold current density for sample A2986
in function of the inverse cavity length are reported. Exploiting the threshold condition
expressed by Eq.4.4.9 and the calculated facet reflectivities we can extract the modal gain
and the value of the waveguide losses: the results are summarized in Table 5.1.
Already at T=70 K we note an increase in the waveguide loss and a decrease in the modal
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αw (cm
−1) Γg (cm/A) calculated αw
10 K 5.4 4.4 ×10−2 6.1
70 K 6.6 3 ×10−2
Table 5.1: Waveguide losses and modal gain for structure A2986 for two different tempera-
tures.
gain. The increase in waveguide loss can both come from an activated reabsorption in the
active region (see Sec.5.2.2) and from activated free carrier absorption in the semi-insulating
substrate. Some preliminary measurements of the semi-insulating substrate absorption seem
































Figure 5.8: Waveguide losses and modal gain as a function of temperature for sample
A2986
also at longer wavelengths: in Ref.[173] is described a device emitting at 9.5 meV (λ '
130µm) with very good performances that is the direct rescaling of the concepts illustrated
in this Section.
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5.2 Bound-to-continuum with optical phonon extrac-
tion
In this Section we present a design that combines the advantages of the bound-to-continuum
[89] approach together with the use of an LO phonon resonance to enable fast scattering of
























Figure 5.9: Self-consistent solution of coupled Schro¨dinger and Poisson’s
equations for two periods of the structure N314 at a temperature T=20
K. Layer sequence in nm starting from injection barrier is as follows:
4.2/10.0/0.7/18.3/1.0/15.2/1.3/12.7/1.7/10.5/2.7/21.1/2.4/ 16.5/ (underlined layer
is Si doped at 3.8 × 1016 cm−3, figures in bold type are Al0.15Ga0.85As layers).
The bandstructure of the sample N314, computed solving self-consistently Schro¨dinger and
Poisson’s equations, is reported in Fig.5.9. In this structure the extraction miniband of
the bound-to-continuum transition is aligned resonantly with the first excited state of a
large coupled quantum well that exhibits a transition E71=32.1 meV at roughly the optical
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phonon energy in GaAs. The anticrossing between states |9〉 and |1′〉 (∆E91′=0.65 meV)
is reached for an applied electric field of F=4.15 kV/cm: at this field the design photon
energy is E97=14.6 meV with a computed dipole of z97=76 A˚ and an oscillator strength
equal to 22.6. As compared to the previous bound-to-continuum designs [173, 89, 99] the
large energy separation E71 significantly reduces the lower state lifetime by allowing optical
phonon scattering from electrons with very small in-plane kinetic energy and reduces the
thermal backfilling of the lower state. The GaAs/Al0.15Ga0.85As structure is grown on a GaAs
semi-insulating substrate. The growth begins with a 300 nm Al0.3Ga0.7As etch-stop layer
that allows the processing of the device also with a double-metal waveguide [95], followed
by an heavily doped (2 · 1018 cm−3, Si) 700 nm thick layer that defines the lower contact
of the laser in the case of a single-plasmon waveguide processing [85]. The active region is
repeated 120 times and the growth ends with an heavily doped (2× 1018/2× 1019 cm−3, Si)
GaAs/InGaAs (40/40 nm) contact layer. Processing of the devices has been performed in two
ways: the usual single plasmon waveguide already described elsewhere [89] and the double
metal one. In the single-plasmon case the GaAs/InGaAs contact layer allowed us to deposit
only a Cr/Au (10/300 nm) top metallization without Ge, removing one annealing step. The
double metal process is described in Section 3.4. It is worth to note here that the thick
doped layer left in this process (400 nm) after substrate removal contributes substantially
to waveguide losses. From the simulation we obtain a value of α400w = 25.2 cm
−1 and only
α100w = 20.5 cm
−1 for a 100 nm thick contact layer. Future process will reduce this thickness
to at least 100 nm and laser performances will certainly gain from this process modification.
5.2.1 Optical measurements
Laser emission takes place at an energy of 14.9 meV just above threshold, in good agreement
with the designed photon energy. Performances of lasers with single-plasmon waveguide are
reported in Fig. 5.10: a 2.2 mm-long and 220 µm-wide ridge with back facet coating reached
98 K of pulsed operation with peak powers of about 36 mW at 10 K with still 6 mW detected
at 85 K. In the single-plasmon case, the lowest measured threshold current density in pulsed
operation is Jthresh = 178 A/cm
2, significantly lower than the other optical-phonon based
104 Bound-to-continuum with optical phonon extraction
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Figure 5.10: (a) pulsed LI-IV curves of a 2.2 mm-long, 220 µm-wide single-plasmon
laser ridge with high-reflection (HR) backfacet coating measured with a calibrated ther-
mopile powermeter at a 2.5% duty cycle (125 KHz repetition rate). (b) CW operation
of a 1.12 mm-long, 110 µm-wide single-plasmon waveguide device with HR backfacet
coating together with differential resistance (left axis) that shows typical discontinuity
at threshold. The features in light emission and differential resistance correspond to
mode jumps.
Current dynamic range is large, and after a broad plateau emitted power begins to drop
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at a current density value of about 700 A/cm2. Continuous-wave (CW) operation could be
reached in smaller devices, yielding a maximum operating temperature of 40 K with peak
powers of the order of 5 mW for a 1.12 mm-long, 110 µm wide laser ridge equipped of
high reflectivity (HR) backfacet coating (ZnSe/Au 100/60 nm). Assuming the same thermal
conductivity as our previously published results [89, 173], the lower CW temperature range
could be explained by the higher electrical power dissipated due to a threshold bias that
results to be 8.95 V, 2.4 times higher than in the bound-to-continuum case. Inspection of
the CW-LI curve at 40 K confirms this hypothesis, clearly showing a power saturation due
to thermal rollover. The differential resistance shows a discontinuity at threshold typical of
a high ratio of lifetimes. A series of measurement of the threshold current at T = 10 K as
a function of the cavity length yields a value of 9.3 cm−1 for the waveguide losses αw for a
ridge width of 160 µm, in good agreement with the calculated value of 9.4 cm−1 for the single
plasmon waveguide. Laser performances in the case of a double-metal waveguide are reported
in Fig.5.11. Pulsed operation could be observed up to an heatsink temperature of 116 K
in a 1.5 mm-long, 110 µm-wide laser ridge with HR backfacet coating. Due to the slightly
diagonal nature of the |9〉 −→ |7〉 transition the device is tunable with the applied bias from
78 µm to 82 µm as visible from the inset of Fig 5.11(b). Total collected output power is
much lower (about 1/10) than in the single plasmon case, due to the impedance mismatch
condition present at the facet, where the THz mode reflectivity is significantly different from
the single plasmon case. A numerical calculation based on the mode matching method [170]
yields a value of R=0.97 for the reflectivity of the first mode of the cavity in the double-metal
case, that partially accounts for the observed decrease in emitted power. Comparison of the
transport characteristics of the single-plasmon and double metal waveguide shows an excess
bias at threshold of 0.8 V in the double metal case, that comes from the directly polarized
Schottky barrier created by the Cr/Au top contact. CW operation is possible in narrow
stripes [185] because of the high lateral mode confinement provided by the double-metal
waveguide and maximum operating temperature rises up to 53 K in a 0.75 mm-long, 70
µm-wide laser ridge.
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Figure 5.11: (a) pulsed LI-IV curves of a 1.5 mm-long, 220 µm-wide double-metal
waveguide laser ridge with HR backfacet coating: a duty cycle of 0.01% has been
chosen in order to avoid bolometer saturation. (b) CW-LI curves of a 0.75 mm-long, 70
µm-wide double-metal waveguide laser ridge: emitted power has been measured with
a calibrated thermopile. Inset: emission spectra in pulsed mode for the same device at
different injection current densities at T = 10 K. The mode spacing suggests that the
laser is operating on a high order lateral mode.
As stated before, output coupled power is lower compared to the single-plasmon case, leading
to a measured maximum optical power of 700 µW at 10 K. A comparison of the average
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thermal resistance (deduced from CW-pulsed threshold current temperature dependence)
Rth ' 8.6 K/W with the value 6.3 K/W of Ref. [185] shows that substantial improvement
will be possible optimizing both substrate thinning and In/Au soldering. In order to un-
derstand and to quantify the effective improvement of the double metal waveguide, a set of
measurements of threshold current versus cavity length has been performed. The results are
too scattered to be reliable and this shows that the process has to be greatly improved in
order to give homogenous results on different laser ridges.
5.2.2 Device analysis
Device performances are expected to depend on both design and MBE growth. To dis-
entangle the separate influences of these factors, we compare this structure (N314) to our
previous one based on a smaller miniband width (∆E ' 15 meV)[89, 173] but grown in
the same run (N310)[186]. Sample N310 exhibits a maximum operating temperature signif-
icantly lower (80 K instead of 103 K) than the same design grown in a different machine
(sample A2896, Ref. [173]). We attribute this difference to a higher background doping
of our MBE equipment. We plotted the temperature dependence of the threshold current
density for the three samples (N310 single plasmon, N314 single plasmon and double metal)
in Fig.5.12. The importance of the optical phonon stage is clear: the pulsed operation range
of N314 outperforms sample N310 by about 20 K in the same single plasmon waveguide.











20.4 mW/A. We find another signature of an improved ratio of lifetimes looking at the
size of the discontinuity in differential resistance at CW threshold: for the same device di-
mensions this parameter results more than twice as large in sample N314 with respect to
sample N310. An absolute comparison of our design N314 with the structure of Ref.[184]
should be made under the same growth conditions: from the comparison with the results
of bound-to-continuum structures N310 and A2986 it is plausible that sample N314 grown
in a cleaner chamber would yield a significantly higher Tmax. In Fig.5.12 we plot the cal-
culated temperature dependence of the threshold current for the structure N314, using the
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Figure 5.12: Experimental temperature dependence of the threshold current density
for sample N310 (bound-to-continuum design of Ref.[89]) in a single-plasmon waveg-
uide (disks), experimental temperature dependence for sample N314 in single-plasmon
waveguide (triangles) and double metal waveguide (squares). Theoretical modelling
of the threshold current temperature dependence (dashed curve) including thermally
activated waveguide losses from free carrier absorption (dashed-dotted curve) and hot
electrons effects (solid curve).





where αw + αm are the calculated losses, e is
the electron charge and gc is the gain cross-section [53] that includes the experimental value
of the linewidth of the spontaneous emission 2γ97 = 1.9 meV measured at T = 10 K. The







are calculated as a function of the temperature
supposing a thermal distribution of the carriers in each one of the subbands and including
only longitudinal optical phonon scattering at k 6= 0. The double-metal waveguide has been
simulated with the active region undoped, calculating αbarew . Then the losses of the active
region αactivew (T ) are evaluated via the complete absorption spectrum calculated at different
temperatures with the self-consistant computation of the active region. The results for the
activated absorption of the active region are plotted in Fig.5.13. Finally the total waveguide




w (T ). This procedure can be applied to the
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double metal waveguide since the changing in dielectric constant due to the removing of
the doping from the active region does not change significantly the mode distribution and























Figure 5.13: Calculated absorption spectrum of the active region for sample N314 as
a function of the lattice temperature. E97 is the energy of the emitted photons.
dashed one assumes a fixed value for the waveguide losses αw and an electronic temperature
Te equal to the lattice one Tl. The dashed-dotted curve includes a temperature dependence
αw(T) calculated from the absorption of the active region as a function of the temperature.
The solid curve finally accounts also for an electronic temperature much higher than the
lattice one (Te=Tl+100 K) as suggested in Refs. [187, 133] and measured in Ref. [188].
The strong temperature dependence for structure N314 is partly recovered only when both
thermally activated reabsorption and hot carriers are included in the model. The observed
drop in the slope efficiency can also be due to additional filling of the lower states either by
non-resonant injection or by mentioned hot carriers.
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5.2.3 Design improvement: injection barrier and waveguide tun-
ing
As in the bound-to-continuum design, a new growth with optimized injection barrier thick-
ness (sample N470 ) and the buried layer contact thickness has been performed in order to
obtain a better coupling between the injector and the upper state and to increase the con-
finement of the waveguide (overlap factor grows with buried layer thickness). The combined
effect of these two changes has yielded a lower value of the bias at threshold that passed
from 9 V for N314 to 7.8 V for N470. Maximum pulsed operation still reaches 100 K but
the lower bias at threshold allows CW operation up to 53 K in a single plasmon waveguide
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Figure 5.14: (a) pulsed LI-IV curves of a 1.6 mm-long, 120 µm-wide single plasmon
waveguide laser ridge with HR backfacet coating. Emitted power has been measured
with a calibrated thermopile detector.
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5.3 Conclusions
In this Chapter we have analyzed the research activity on THz quantum cascade lasers based
on a bound-to-continuum transition. The main achievements in this field have been the liquid
nitrogen and high power operation of THz QC lasers at wavelengths between 80 and 90 µm
(3.5 THz). Two designs have been presented and analyzed, together with comparative study
of different waveguide configurations. The phonon-depletion scheme seems to be the most
promising way to achieve high temperature operation, but the temperature dependence of
the threshold current is still too strong. One possible design modification would be to shrink
the quantum wells in order to achieve a larger separation between the upper state of the
laser transition and the higher excited states. Those states can be populated by hot electrons
reducing injection efficiency and contributing to parasitic injection in the lower miniband
with consequent backfilling.
Chapter 6
Population inversion by resonant
magnetic confinement: big well design
6.1 Magnetic field measurements; motivation and typ-
ical dimensions
High temperature operation of THz QC lasers as well as the prospect of reaching lower
frequencies may depend on the development of new concepts for population inversion. An
attractive possibility is offered by introducing an additional in-plane confinement potential
that, at these low photon energies (hν < 15 meV), may be achieved by lithography (with a
characteristic size of about 50 nm) or by the application of a magnetic field perpendicular to
the layers. In Chapter 2 we have extensively discussed the consequences of the application of
a perpendicular magnetic field on an heterostructure. We know that, in the presence of this
additional confinement, the intersubband scattering rate strongly depends on the respective
energies of the Landau levels associated with the separate subbands. The quenching of the
scattering mechanisms due to the reduction of available phase space is strongly related to
the energy separation of the levels. Let us take a look at the magnitudes associated with this
additional confinement: in Fig.6.1 (a) the magnetic length and the cyclotron radius (for a
typical sheet carrier density of 3 · 1010 cm−2) are reported as a function of the magnetic field
113
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together with the width of a GaAs quantum well that has the two first level separated by 15
meV (3.6 THz). In Fig.6.1 (b) the cyclotron energy for the GaAs (m∗ = 0.067) as a function
of the magnetic field is reported. The application of a perpendicular magnetic field on a
THz QC laser splits the parameter space in two distinct regions: when the cyclotron energy
~ωc is smaller than the energy separation ∆E that encloses the upper state of the lasing
transition and the ground state of the injector (see Section 1.4.2 and Fig.1.8), inter-Landau
level scattering is allowed and the lifetimes of the Landau states are modulated according
to what was exposed in Sec. 2.8: this means that the first excited Landau level |1, 1〉 of the
ground state |1〉 of the active region of our structure has not yet crossed the Landau ground









































Figure 6.1: (a): Cyclotron radius (dashed line) and magnetic length (full line)
as a function of magnetic field together with the width (horizontal line) of a
GaAs/Al0.15Ga0.85As quantum well with the first two levels spaced by 15 meV (3.6
THz) (b): Cyclotron energy as a function of magnetic field and LO phonon energy
(horizontal line)
is satisfied no more Landau levels can cross the upper state of the lasing transition and
modulation of the lifetime of the levels is possible only in the case of multi-electron scattering
events (see Sec. 2.8.2). In this regime the lifetime should increase monotonically with the
applied magnetic field. A structure that has to benefit from the applied magnetic field has
to be designed in order to exploit the lifetime modulation possibilities offered by these two
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regimes. It is worth to note that if we want to reach the condition of strong confinement
on a structure with a ∆E = 15 meV, a magnetic field greater than 9 T has to be applied
(see Fig.6.1). As we will see in the following chapters, the detailed architecture of the active
region and the nature of the optical transition (vertical or delocalized) will produce relevant
differences also when this condition is fulfilled. The resonance condition with the longitudinal
optical phonon in GaAs is matched at 20.8 T: this, together with the experimental results
found at lower fields, motivates the use of intense magnetic fields.
This chapter is organized as follows: first we illustrate the principle of the resonant magnetic
confinement, then we present and discuss four designs of THz lasers based on vertical tran-
sitions and the magnetic field effect that lase with extremely low threshold current densities
in a frequency range from 3.6 THz to 1.39 THz. Experiments in very high magnetic fields
up to 28 T will be also presented together with their interpretation. A comparative study
of the structures is then presented.
6.2 Resonant magnetic confinement
A three-level rate equation approach to describe the active region of a quantum cascade
laser gives us the inversion condition as a function of the lifetimes of the three states (see
Sec. 2.4): in order to maximize the population inversion the upper state lifetime τ32 has
to be maximized together with the minimization of the lower state lifetime τ2. A resonant
scattering mechanism would be desirable in order to efficiently minimize the lower state
lifetime: we can think of mimicking the LO-phonon resonance substituting the LO-phonon
energy by the cyclotron energy ~ωc = ~
eB′
m∗
for a given value B ′ of the magnetic field and




n = 1, 2, 3, ....
At the same time, in order to increase the upper state lifetime the energy spacing E32 will
be adjusted in order to have the Landau states completely off resonance, i.e. E32 6= n~ eB′m∗
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and to minimize the scattering rate 1. Such modulation of the upper state lifetime by
these resonances has been demonstrated experimentally by THz electroluminescence mea-
surements [121, 122] in vertical transition QC THz emitters. This translates into a condition











The concept of the resonant magnetic confinement aimed to maximize the population inver-
sion is illustrated in Fig.6.2 A large single quantum well (”big well”) will naturally provide
























Figure 6.2: Landau states for a three-level system arranged in order to satisfy the
resonant confinement condition 6.2.1.
an energy spectrum compatible with this concept, since in the limit of infinite barrier height,
the ratio of the 3-2 to the 2-1 transition energy is E32/E21 = 5/3. With finite barrier height
and an applied electric field, a thin well adjacent to the large single quantum well enables this
ratio to be tuned towards the ideal value of 3/2. Adjusting the magnetic field to the lowest
(i.e. with ∆n = 1) resonant condition between the n = 2 and n = 1 states (∆E21 = ~ωc) will
1This off-resonance condition is restricted to the one electron scattering processes and at the first order
for the two electron processes, see Sec.2.8.2
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then simultaneously decrease the n = 2 and enhance the n = 3 state lifetimes [189]. This
condition does not take into account multi-electron scattering events that reduce the n=3
lifetime for the Landau level arrangement E32 = n/2~ωc n = 1(see Section 2.8.2). The effect
is in any case weaker than the n=2 resonance for the extraction levels.
6.3 Big well at 80 µm
The band profile of a QC laser structure, computed by solving self-consistently Poisson’s
and Schro¨dinger’s equations, and designed with an active region based on a 36 nm thick
GaAs well is shown in Fig. 6.3. The computed transition energies are E32 = 15.2 meV and








Figure 6.3: Computed conduction band profile of two stages of the structure A2664
under an average applied electric field of 2.55 kV/cm. The GaAs/Al0.15Ga0.85As layer
sequence of one period of the active layers starting from the injection barrier is as
follows: 3.0/3.0/1.0/36.0/3.0/14.5/1.0/ 13.0/3.0/13.0/3.2/13.0/3.5/11.0/1.0/3.0.
Thicknesses are in nanometers, GaAs wells are in roman, Al0.15Ga0.85As barriers in
bold and the doped layer (Si: 2 ×1016 cm−3) is underlined.
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To enhance population inversion at B = 0, the large single quantum well is coupled to a
coupled well system with an identical E21 energy but a much larger E3′2 spacing (= 27
meV). An injector formed by three coupled quantum wells completes the structure. The
GaAs/Al0.15Ga0.85As heterostructure is grown onto an undoped GaAs substrate by molecular
beam epitaxy. Sample A2664 consists of 120 repetitions of the active region embedded in a
single plasmon waveguide of the kind described in Section 3.3, with a buried contact layer
consisting of a 300 nm thick GaAs layer Si doped to 2 × 1018cm−3. Ridge laser structures,
110-160-210 µm wide, were processed using wet chemical etching [178]. Sample A2770 had a
very similar active region design but with thinner injection and extraction barriers, a higher
injector doping level (Si, 3 × 1016cm−3 instead of 2 × 1016cm−3), and a thicker waveguide
(700 nm) contact layer. Both structures were measured with x-ray diffraction and layer
thicknesses proved to be in very good agreement with the specified parameters ( below 1%
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Figure 6.4: (a): pulsed LIV curves as a function of temperature for structure A2770
(1.7 mm long and 200 µm wide ridge). (b) Spectral emission at T = 10 K for the same
device
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Without an applied magnetic field, laser action was observed in sample A2770 with, for a
1.7 mm long and 210 µm wide device, a threshold current density of 150 A/cm2 at T = 10
K, and a maximum operating temperature of 57 K. It is interesting to compare this result
with the one discussed in Chapter 4 where the photon energy is the same. Here the effect
of having one more level in the extraction part improves the lifetime of the lower state and
the maximum operating temperature is increased by 17 K. The laser emission characteristics
together with an emission spectrum are reported in Fig.6.4. The differential slope efficiency
at 10 K was dP
dI
= 8.4 mW/A (where P is the emitted optical power and I is the current).
Sample A2664 also lased in the absence of an applied magnetic field but only in a very long
device (4.1 mm) with high reflection coatings on both facets, and overall it displayed a very
poor performance, showing however a very low threshold current density of 30 A/cm2. The
energy levels of the active region were measured by spectral emission and by tracking the
location of the magneto-intersubband resonances [154]: the measured transition energies
were E32 = 15.3 meV and E21 = 9.7 meV, in good agreement with the theory.
6.3.1 Laser emission in magnetic field
Light emission as a function of magnetic field is reported in Fig.6.5 for sample A2770, that
shows laser action with no applied magnetic field. Huge oscillations of the laser emission due
to inter-Landau level resonances are observed together with a modulation of the threshold
current. A detailed analysis of these oscillations is reported afterwards referring to sample
A2664 that shows the same behavior with better performance. A 2 mm long, 165 µm wide
laser ridge with backfacet coating was measured for sample A2664: this device lased for
applied magnetic fields > 0.8 T. The intensity of the laser emission was then measured at
fixed voltage 2 as a function of applied magnetic field, with the InSb detector kept locked
at the laser emission energy. Such measurements were performed between 0 T and 12 T for
several values of applied bias. Fig. 6.6 shows these results up to 7 T; no laser action was
observed at higher fields (the sample has been tested up to 28 T).
2Variation of the applied bias on the whole magnetic field sweep are within 5% of the initial value reported
in Fig.6.6
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Figure 6.5: Light emission as a function of applied magnetic field for sample A2770 at
various applied bias at T=4.2 K.
To clarify the interpretation of Fig.6.6(a), a Landau fan of the active region of the structure
has been calculated and shown in Fig.6.6(b). The values of the energies used to calculate
the Landau levels are those extracted from magnetotransport and spectral measurements.
A Gaussian broadening scaling with Γ = Γ0 ·
√
B has been used for the Landau levels, with
Γ0 = 1 meV/T
1/2 [139]. In the Landau fan different resonance conditions are indicated by
different colors. This graph highlights how the resonance condition affects laser emission.
The main intensity peak corresponds to the field (B = 5.65 T) at which the transition energy
E12 = 9.7 meV, extracted from magneto-transport measurement, matches the cyclotron
energy. The peak at 2 T does corresponds to δn = 3 resonances from the lower state of
the laser transition, namely |1, 3〉 → |2, 0〉 and |1, 4〉 → |2, 1〉. To support the last point, we
note that no lasing action was detected at any applied bias on the laser at a field of 4.9 T,
where resonance condition is satisfied among states |3〉 and |2〉, responsible of the optical
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Figure 6.6: (a) Laser emission vs. magnetic field for sample A2664 at different biases
measured at T = 4.2 K with InSb detector. (b) Landau fan of the active region: grey
lines represent the center of the Landau levels together with the broadening. Light grey
ellipses indicate the resonance condition for the extraction levels, where maxima in light
emission occur. Black ellipses highlight the crossing of the Landau level of the upper
state with the states originated from levels 1 and 2 where a decrease of light efficiency
is produced. Lines of respective colors are a guide to the eye to ease identification of
features in (a).
As shown in Fig. 6.6, the location of these resonances is independent on the applied bias as
expected for a structure based on a vertical transition where Stark shifts are second order
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with respect to the applied electric field. Spectral emission is centered around 15.3 meV
and the mode envelope of the laser emission shows a small redshift with increasing magnetic
field, as visible from Fig.6.7(a). The light versus magnetic field characteristics of sample
A2770 are very similar, presenting a main peak at 6.1 T and another peak at 1.54 T (see
Fig.6.5). The difference in the location of the peaks is attributed to a different spacing of
the levels responsible for electron extraction. In Fig. 6.7(b) LI curves for sample A2664
as a function of the temperature at the magnetic field where threshold current reduction
is maximum are reported. In pulsed operation the device reaches a temperature of 60 K
with a threshold current density of 30 A/cm2, demonstrating the robustness of the resonant
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Figure 6.7: (a) Spectral emission at 2 and 5.7 T for sample A2664 at T=4.2 K. (b):L-
I-V curves for sample A2664 measured as a function of temperature at 6 T with Ge
bolometer (IV curve is at 4.2 K)
6.3.2 Lifetimes analysis
A more quantitative analysis of the influence of magnetic confinement can be achieved by
a study of the laser parameters. Threshold current densities as a function of magnetic field
are plotted for samples A2664 and A2770 in Fig. 6.8 (a). As expected, the maximum of
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light intensity in Fig. 6.6 corresponds to a minimum in threshold current density in Fig. 6.8.
The overall lower threshold of device A2664 is attributed to its lower doping, and thicker
injection and extraction barriers, which together yield a narrow luminescence linewidth. As
can be seen from threshold current as a function of magnetic field, laser action is present
for sample A2770 also in the region 3 T-3.7 T, where resonance and off resonance condition
occur simultaneously. Here the value of the threshold current is higher than the one at
zero field: lifetime modulations do not cooperate and more carriers are needed to reach
threshold. In a simplified three-level model that assumes unity injection efficiency in level
n=3, the threshold current density will depend on the lifetimes τ3, τ2 and the scattering time






Waveguide losses α and gain cross-section gc may be computed
3 by the standard approach
illustrated in Section.2.2.2. We obtain τ3 independently by a measurement of the temperature
dependence (from T = 10 K to T = 110 K) of the luminescence intensity from a side-
cleaved laser [175]. At liquid nitrogen temperature and above, the intersubband lifetime
is limited by optical phonon emission; computation of the scattering rate and comparison
with previous research [131] enables us to deduce the low temperature lifetime. Values of
τ3 = 8 ps for sample A2664 and τ3 = 5.3 ps for sample A2770 are found. From the data of
Fig. 6.6 and Fig. 6.8, it is clear that most of the improvement in laser performance comes
from a modification of the lower state lifetime. Assuming a constant value of τ3 mentioned
above, we find that, for sample A2664 the ratio τ2/τ32 improves from τ2/τ32 |0T = 0.9 and
τ2/τ32 |5.65T = 0.4. Similarly, for sample A2770 we find the values τ2/τ32 |0T = 0.8 and
τ2/τ32 |6.1T = 0.6.
3For sample A2664 we used the values 2γ32 = 0.77 meV, z32 = 85 A˚, α = 5.2 cm
−1, Γ = 0.16, Lp = 1252
A˚, while for sample A2770 the values were 2γ32 = 1.3 meV, z32 = 91 A˚, α = 13.2 cm
−1, Γ = 0.32, Lp = 1184
A˚: this numbers yield gc |A2664= 9.5× 10−13 cm and gc |A2770= 1.5× 10−12 cm.
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Figure 6.8: Threshold current density vs magnetic field for samples A2664 ( 2 mm
long, 165 µm wide with HR coating), in dots, and for sample A2770 (1.7 mm long,
200 µm wide ),in open squares (T= 4.2 K). The two triangles represent data points for
sample A2664 obtained from a 4.1 mm device with both facets fitted with HR coating.
Lower state doublet: detailed analysis
From the comparison between measurements and calculations we notice that there is a good
agreement between simulated data and experiment: one discrepancy is the energy spacing
E21 for sample A2664 as deduced from magnetotransport and laser emission in magnetic
field. It was already stated elsewhere that at the resonant field where the extraction levels
are exactly spaced by the cyclotron energy the lifetime of the lower level is greatly reduced
and lasing action becomes possible: in fact the measurement of the position of the peak of
light emission in function of the magnetic field could be used to deduce information on energy
spacing between the electron levels. Let’s look at the measurement of laser emission from
both samples A2770 and A2664 as a function of magnetic field. The main features are around
2 Tesla and 6 Tesla and especially the feature around 6 Tesla is a clean one: there are no near
resonances between Landau levels |3, i〉 and |2, i− 1〉 that could perturb the laser emission
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reducing the upper state lifetime of the transition. In sample A2664 measured immersed
in liquid helium the maximum peaks at 5.65 T, and could be fitted by a gaussian function,
giving a width of Γ5.65T = 0.37 T. The value of the magnetic field at the peak of the laser






























Figure 6.9: Left: peak light intensity at 5.65 T for sample A2664, together with
Gaussian fit. The width of the peak in magnetic field unity is Γ =0.37 T for any
applied bias. Right: peak light intensity for sample A2770, together with a fit with
two Gaussian functions centered at 5.65 T and 6.1 T, respectively. Fitted curves are
in dashed.
emission can be used to deduce the spacing of the extraction levels EA266421 = Ec(5.65T ) = 9.7
meV. The same procedure on sample A2770 yields EA277021 = Ec(6.1T ) = 10.5 meV
4. There
seems to be a difference in the energy spacing of the extraction levels but the situation is
more intricated. To clarify that, let us look carefully at the measurement for sample A2770:
the maximum around 6.1 T has an asymmetric shape that clearly suggests the envelope of
two maxima. A fit of the peak with two gaussian functions centered respectively around
5.65 T and 6.1 T is reported in Fig 6.9 and results in very good agreement with the observed
features. The explanation for that has to be found in the bandstructure diagram: in fact the
4The agreement between the fit and the experimental curve is worse on the low magnetic field side of
the peak: this can be explained by the fact that at 5 T there is a crossing between the Landau levels |3, 0〉
and |2, 2〉, that acts in the sense of reducing the upper state lifetime, and results in a perturbation of the
lower state lifetime reduction due to resonances among levels |2〉 and |1〉. The high magnetic field side of the
peak agrees better with the gaussian fit, because the next crossing between Landau levels |3, i〉 and |2, j〉 is
further away (7 T ).
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level 2 of the laser is constituted by a doublet spaced by 1.9 meV. This doublet is ”seen” by
4.5 5 5.5 6 6.5 7
8 9 10 11 12
Magnetic field [T]
Cyclotron energy [meV]
T = 4.2 K
T = 7 K
Figure 6.10: LB curves as a function of temperature for sample A2664 around the
principal extraction resonance. Black arrows indicate the position of the two extraction
resonances
the laser structure, producing an enhancement of the scattering also in correspondence of a
magnetic field value lower than the designed one. This phenomenon is due to the coupling
of this doublet of levels, that provides the necessary phase space for the electrons to scatter
and then reduce the lifetime of the lower level of the lasing transition. This measurement
can be verified also on structure A2664: changing temperature and bias we can change the
shape of the peak also in this sample (see Fig.6.10). The peak switches from 5.65 T to both
resonances. The presence of this doublet of levels can be detected also from an analysis
of the electroluminescence of sample A2664 as a function of the applied bias. In Fig. 6.11
(a) a redshift of the emission peak as a function of the applied bias is clearly visible (the
asymmetric shape of the peak is due to an absorption line of the bolometer’s window at 16.2
meV). We expect no Stark shift in this structure (in the same quantum well it is second
order in the applied field ) and moreover it should be a blue shift. Plotting the calculated
values of the energy and the dipole element z3j for the two states |2〉 and |2′〉 as a function
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Figure 6.11: (a):Electroluminescence for sample A2664 at T = 10 K. Redshift of the
peak as a function of the applied bias is clearly visible. The asymmetric shape of the
spectra is due to absorption line in the bolometer’s window at 16.5 meV. (b):Calculated
energies E32 and E32′ (solid lines) as a function of the applied electric field together
with peak position of the luminescence with error bars. Inset: dipole element for the
two transitions 32 and 32’ as a function of the electric field.
of the electric field, we notice that the dipole at low field is higher for the level |2′〉 which
has a higher calculated energy spacing E32′ . Increasing the electric field, the states show
an anticrossing behavior and the relative intensities of the dipoles interchanges at about 1.6
kV/cm. The trend of the peak of the luminescence follows this picture: it starts from a
higher energy value and then it saturates at the final value |32〉 = 15.2 meV, where laser
emission occurs (see Fig. 6.11(b)). This redshift of the emission is not attributable to many
body effects like depolarization shift[27] because the electron densities are too low (typical
upper state density ns,up ≈ 109 cm−2). For a more detailed discussion of this topic see Sec.
6.6.2.
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6.4 Big well at 159 µm
In the previous experiments, we studied the behavior of the laser for cyclotron energies
smaller or equal to the photon energy [150, 190, 158, 191]. In this Section we investigate a
similar device, but designed to operate at 1.91 THz (7.9 meV, λ ' 160 µm) in the regime of
strong magnetic confinement. The temperatures, mobilities and magnetic fields correspond























Figure 6.12: Bandstructure for sample A3096 calculated self-consistently
at T=10 K for an applied electric field of 0.86 kV/cm. Dashed
line marks the doped layers. The layer sequence in nm start-
ing from the injection barrier is (from right to left) as follows:
2.5/3.5/1.2/55.0/3/21.0/1.0/20.0/3.2/16.4/3.2/16.0/3.5/15.8/1.0/3.8/ (un-
derlined layers are Si doped at 1.5 × 1016 cm−3, figures in bold type are
Al0.15Ga0.85As layers).
work, where an intermediate regime was achieved in which the magnetic confinement was
strong enough to modulate the intersubband lifetime but no qualitative change was observed
in the laser behavior, we will observe two dramatic new features unique to these devices that
can operate in the strong confinement regime: a strong reduction of the waveguide losses and
an increase in the gain attributed to carrier localization, and a resonant electron-electron
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scattering effect. As shown in Fig.6.12, the active region of sample A3096 , similar in concept
to the one presented in Section 6.3, consists of a 55 nm thick undoped GaAs quantum well
followed in sequence by a coupled well extractor and a three quantum well injector. The
dipole matrix element for the |3〉 −→ |2〉 transition is z32 = 119.3 A˚ for an oscillator
strength f32=29.7. The exact layer sequence is given in the caption of Fig. 6.12. The device
is originally designed to operate at a field of 2.9 T where the cyclotron energy matches
the E21 energy spacing, reducing the n=2 lifetime. At the same time, the energy spacings
E32 and E31 are respectively equal to one and a half times and two and a half times the
cyclotron energy, enhancing the n=3 lifetime. This combination of level alignment therefore
enhances the n=3 to n=2 population inversion. The structure was grown by molecular
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Figure 6.13: (a): L-I-V curve for sample A3096 at B=0. Device dimensions are 3.6
mm length and 220 µm width. Note the very low current density injected in the device.
(b): Electroluminescence spectrum for sample A3096 at T=7 K for B=0. Full width
at half maximun is 2γ=0.8 meV.
beam epitaxy on a semi-insulating GaAs substrate. 100 periods of the active region were
deposited between 0.7 µm thick (Si doped, 9×1017 cm−3) lower and 0.08 µm thick (Si doped,
5 × 1018 cm−3) upper GaAs contact layers. The devices were then processed into 100-520
µm wide and 0.5-4.7 mm long ridge stripes by wet chemical etching. The thinning was
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pushed down to a substrate thickness of 100 µm in order to exploit the second mode of the
single plasmon waveguide, as described in Section 3.3. The laser ridges did not show laser
action without applied magnetic field. Electroluminescence measurements in a waveguide
configuration showed a very narrow emission peaked around 7.9 meV. A spectrum of such
emission together with an I-V curve with no applied magnetic field is reported in Fig.6.13
for a 3.6 mm long, 220 µm wide device. The current density circulating in the structure is
extremely reduced: the injector is aligned for Jalign ≈ 10 A/cm2 and the pronounced feature
observed at Jmax = 40 A/cm
2 marks the misalignment of the ground state of the injector
with the upper state |3〉. From this value and the calculated value of the injection-upper
state coupling (see Table 6.1 in the following) we can already infer a quite long value for the
upper state lifetime τ3 ∼= 95 ps.
6.4.1 Laser emission in magnetic field
Light intensity characteristics, obtained by ramping the magnetic field applied perpendicu-
larly to the epilayers, are displayed in Fig. 6.4.1(a) for various applied biases. As expected,
the device displays a first maximum of intensity at an applied magnetic field of 2.9 T, cor-
responding to the design field at which the lifetime of the n=2 state is reduced by enhanced
scattering [155] at the crossing of the Landau levels |1, i〉 → |2, i− 1〉. The laser then
switches off until a field value of 5.5 T, at which point a series of oscillations starts. As
shown in Fig. 6.4.1, the extinction of the laser between 3.3 and 5.5 T, as well as the mini-
mum at 7.4 T, can be attributed to resonances between the n=3 state and an excited Landau
level of the n =1 and n=2 levels, and n=1 level, respectively [122, 190, 191, 91, 158]. For
fields larger than 3 T, ~ωc > E21 and no resonances between the n=2 and n=1 states are
allowed.
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Figure 6.14: (a) Light emission in pulsed mode as a function of magnetic field for
various applied biases for a 3.5 mm long, 520 µm wide laser stripe at 4.2 K.(b) Threshold
current density as a function of magnetic field for the same device as in (a). (c)
Conductance, together with its second derivative, as a function of magnetic field at 4.2
K measured on a 320 × 400 µm2 mesa at 1.5 V applied bias. (d) Landau fan plot of
the active region: the dashed line is the cyclotron energy. Note the crossing at 9.3 T of
the cyclotron energy with the horizontal wide dashed line representing two times the
photon energy 2E32 and the same kind of resonance happening at 6 T for 2E21.
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The conductance, measured directly by a lock-in technique, is displayed in Fig. 6.4.1 (c),
together with its second derivative in magnetic field ∂
2G
∂B2
. This quantity reflects the variation
of the n=3 lifetime with applied magnetic field. As expected, an excellent agreement is
found between the conductance and laser emission data whenever a Landau level crossing
involving the n=3 state occurs. The minimum at 7.4 T marks the crossing of the first excited
Landau level of state 1 with the ground Landau level of state 3 |3, 0〉 −→ |1, 1〉 above which
the in-plane confinement energy is greater than E31. For this reason, for fields larger than
7.4 T, no more inter-Landau-level resonances should be observed. However, a very strong
feature is present at 9.3 T, corresponding to a field where the photon energy is half of the
cyclotron energy, ~ωc(9.3T ) = 15.9 meV =2hν = 2E32. In fact, this resonance was predicted
theoretically [161] as a signature of an electron-electron scattering event in which energy
and momentum are conserved with one electron scattering to the lower Landau level and
a second electron scattering up to the higher Landau level. A signature of this effect in
transport only was observed previously at very large magnetic field values [161]. In our
data, this resonance appears not only in transport but also in the light intensity for the first
time. A similar resonance arising between n=2 and n=1 states is at the origin of the abrupt
increase in light intensity above 5.5 T when the condition 2E21 = ~ωc is satisfied, reducing
the lower state lifetime. No features are to be expected in the conductance data in this case
since the n=3 lifetime is not affected.
The threshold current density Jth of the device (Fig. 6.4.1(b)) also exhibits the resonances
displayed in the light intensity data, and steadily decreases from a value of 20 A/cm2 at B =
3 T to less than 1 A/cm2 at 13 T. This value of threshold is extremely low, even compared
to record values Jth = 5 A/cm
2 obtained from quantum box interband devices at similarly
low temperatures [30]. This decrease in threshold current originates both from a reduction
of the waveguide losses as well as from a strong increase of the gain, caused by the increase
of the upper state lifetime with magnetic field. To further understand the behavior of the
threshold current, we measured the threshold current density Jth in a series of five samples
of various lengths between L = 4.7 mm and L = 1.8 mm, extracting the waveguide loss αw
and gain gΓ (see Formula 4.4.9).
6.4.1 Laser emission in magnetic field 133
Waveguide losses and differential gain are plotted as a function of magnetic field in Fig. 6.15
for 420 µm wide laser stripes 5. Two regimes are apparent. The main waveguide loss
mechanism is, at these low THz frequencies, free carrier absorption. We believe that this
is effectively quenched by the localization of carriers induced by magnetic field. This phe-
nomenon should become significant as soon as ωcτ > 1, i.e. the cyclotron energy is larger
than the broadening of the levels of the injector; this condition is well fulfilled at B = 6 T.
However, as expected, at the resonant condition where cyclotron energy matches the photon
energy ~ωc(7.4T ) = hν = 7.9 meV we observe a strong increase of the waveguide losses
due to the coupling of the in-plane component of the electric field. At large fields (B > 9.3
T), the waveguide loss is limited by the metal waveguide and no further reduction of the
loss is possible. However, the dielectric constant of the semiconductor is anisotropic owing
to the Landau quantization and therefore an exact solution for the waveguide behavior is
difficult . Solutions have been proposed for specific geometries different from ours [193].
However, in our geometry where the field is constrained by two metal boundaries it would
be difficult to change significantly the field distribution. An experimental indication of this
unchanged field distribution is that the group velocity index ng = 4.03, obtained from the
spacing of Fabry-Perot interference fringes, does not change with magnetic field (see inset
Fig. 6.15(b)). It agrees well to the computed value (n = 3.97) using the n=2 TM mode and
tabulated refractive index values [194].
Below B = 9.3 T, the measured differential gain, displayed in Fig. 6.15(b), exhibits the same
oscillations as the laser emission due to the modulation of lifetimes in the excited subbands
caused by the coupling of the Landau levels. Specifically, we observe a decrease of the gain
and lifetime by a factor of 2 at the field (9.3 T) where resonant e-e scattering is occurring.
Above 9.3 T, gain increases dramatically by a factor of 5, attributed to an increase of the
lifetime of the upper state by the same factor. Shown, alongside the gain data, is the lifetime
deduced from magnetotransport measurements of the diagonal THz emitter studied in Ref.
[154] with an energy spacing of 14 meV, very close to the energy spacing E31 = 12.9 meV
5The calculation of the gain and losses over the whole set of five lasers is possible only above 5.5 T ,
because for the shortest cavity length there is no laser action at 2.9 T. The same kind of analysis has been
performed on 320 µm wide ridges with similar results
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of our laser. The behavior of the two quantities is very similar, confirming a dependence of

























































Figure 6.15: (a) Waveguide losses as a function of magnetic field for a ridge width
of 420 µm. Inset: intensity profile for the n=2 TM mode (black line) which has a
calculated value of losses of 7.9 cm−1 and a mode overlap of Γ = 0.29. (b) Left axis
(disks): differential gain as a function of applied magnetic field for a ridge width of 420
µm. Right axis (full line): lifetime deduced from the magnetotransport of the diagonal
terahertz emitter studied in Ref. [154]. Inset: laser spectra recorded at 6 T and 12
T for a 3.18 mm long, 220 µm wide cavity at T = 4.2 K with an FTIR spectrometer
(resolution 0.125 cm−1).
The origin of this strong increase in the lifetime may be understood by looking at the
dependence of the threshold current density on magnetic field and temperature. In Fig. 6.16,
the threshold current density is shown between 4.2 and 65 K for the various magnetic fields
corresponding to a local maxima in the optical intensity.
For magnetic field below 6 T or temperatures above about 20 K, the threshold current density
remains above a value of 10 A/cm2, increasing as the temperature is raised and showing a
very weak temperature dependence below 50 K. This is the behavior exhibited by all THz
quantum cascade lasers [85], and reflects the increase in threshold current density caused by
the activation of optical phonon processes above a temperature of about 50 K. However, in
our sample, for low temperatures and large magnetic fields, a strong reduction of threshold
current density is observed, with the threshold varying by a factor of five between 4.2 K
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Figure 6.16: Dependence of threshold current density on temperature and magnetic
field for a 3.5 mm, 320 µm wide device. The change in lasing regime is evident above 6
T and below 20 K. The measurements at 4.2 K are performed with the sample immersed
in liquid He.
and 20 K. This temperature range corresponds to an energy much lower than the cyclotron
energy, but is compatible with the typical localization energy of ≈ 1 meV resulting from
residual disorder in the sample.
From knowledge of the dipole matrix element, and measurement of the waveguide and mirror
losses, an estimated upper state sheet density of n3 ' 1.05 × 108 cm−2 is obtained 6. This
corresponds to an effective upper state lifetime of τ3 ≈ 20 ps and an average inter-electron
distance of 0.97 µm. Furthermore, recent work has shown that the localization of electrons
on such a scale does occur even at much lower magnetic fields [146]. In reality, the situation
is more complex than this since each of these electrons pockets will be coupled by tunnelling
6With the parameters n=4.03, 2γ32 = 0.7 meV, λ = 159 µm, L = 0.35 cm, αw=0.5 cm
−1, Lper = 1701
A˚, zij = 119.86 A˚, Γ = 0.3, R1 = 0.67, R2 = 0.98 (backfacet HR coated) we can calculate the upper state
sheet density ∆n =










) = 1.05 · 108 cm−2
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to a common reservoir of electrons in the lower injector state, where a sheet density of
ninj = 5.3× 1010 cm−2 resides.
The nature of the main non-radiative channel between subbands, key to the performance of
THz quantum cascade emitters at low temperatures is still a matter of controversy. The ob-
servation in our data of clear electron-electron scattering resonances points to the importance
of this process and is in agreement with indirect evidence obtained from light-current charac-
teristics of non-lasing structures based on a vertical transition in a square well [79], whereas
such behavior has never been observed in chirped superlattice or bound-to-continuum struc-
tures [124, 89]. Actually, the largest increase in gain and lifetime is observed at large
magnetic fields and low temperatures, i.e. in a situation where interface roughness and im-
purities do not lead to intersubband scattering but to an inhomogeneous broadening of the
gain because of carrier localization. It is worth noting that this localization is at least as
efficient for high excited states since the population inversion improves with magnetic field.
Electron-electron scattering is also efficiently suppressed except for the resonant condition
at 9.3 T.
6.4.2 Device analysis and continuous wave operation
Due to its extremely reduced threshold current density, sample A3096 is a natural candidate
for CW operation with ultra-low threshold. A special sample has been prepared with an
epoxy protection on the bond wires in order to avoid eventual failure coming from Lorentz
force acting on wires continuously excited by currents of some hundreds of milliamps. The
setup has been provided by a chopper and CW laser emission has been recorded over the
whole magnetic field range from 0 to 12 T. The CW operation is represented in a three
dimensional graph reported in Fig.6.17 for a 4.7 mm long, 420 µm wide laser ridge with
a backfacet high reflection coating. The threshold current density results to be the same
as in pulsed mode, and the CW operation allows to observe several new features both in
light emission and in transport. This kind of measurement resulted to be really useful
and will be used also in the characterization of samples in very high magnetic field up
to 28 T. The transport measurements especially benefit from the use of a high precision
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Figure 6.17: Three dimensional plot of CW emission of sample A3096 as a function of
injected current and applied magnetic field.
current source (Keithley 2400 source meter). From the light emission as a function of the
magnetic field several features are observed: (i) the dynamic range of the laser emission
increases with the magnetic field, (ii) the L-I curves at constant magnetic field show a
steplike behavior, (iii) the slope efficiency dP/dI increases with increasing magnetic field. The
increased dynamic range of the device is due to the strong reduction of the threshold current.
The reason for the abrupt increasing of the light emission in ”steps” has to be searched in
the structure of the injector (see Sec.6.4.3). The transport measured in continuous wave
can also yield important informations. Direct analysis of IV curves as a function of the
magnetic field show a progressive smoothing of NDR feature, together with a pronounced
magnetoresistance. Besides the signatures of the inter Landau level resonances analyzed
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before on a mesa structure, it is interesting to investigate the influence of the strong photon
field due to the laser action in the transport behavior. To do that it is convenient to perform
a differential analysis of the I-V curve. We will present this kind of analysis first on one
specific L-I-V curve (representing a ”section” at constant B of the whole, 4-dimensional L-I-
V-B plot), then we will make use of three dimensional and density plot to show the evolution
of the features we detect. In Fig.6.18(a) the L-I-V curve at 12 T together with the calculated
differential resistance is presented. The strong discontinuity (Jthresh = 1.5 A/cm
2) at laser
threshold caused by the reduction of the upper state lifetime in consequence of stimulated
emission is evident. The huge drop of differential resistance at threshold is a clear signature
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Figure 6.18: (a): L-I-V curve in CW for sample A3096 at 12 T together with differential
resistance. Ridge length is 4.9 mm and ridge width is 420 µm. Laser emission is in
grey, while I-V curve is dashed. Steplike behavior of the L-I curve is evident together
with correspondent features in the differential resistance. The grey area is where single
mode emission occurs (b): Spectral emission at different injection currents.
regime can be observed analyzing the spectral emission, reported in Fig.6.18(b). The laser
emission just above threshold is multimode, then when the laser reaches is last alignment
step and its maximum output power the emission switches to single mode. This region is
highlighted by a grey shading in the figure. After the highest plateau the lasing comes back
to multimode emission. This behavior is observed for every magnetic field value above the
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2-electron scattering event at 9.3 T 7. Usually in a QC laser the opposite phenomenon is
observed: changing from single mode to multi-mode emission is attributed to spatial hole
burning (variation of the carrier density due to the variation of the power). What we observe
here suggests in fact that on the last plateau the optical power inside the cavity is distributed
more uniformly than at low injection currents. This aspect needs obviously more research
for a satisfying explanation.
6.4.3 Alignement of injector states
If we look carefully at the structure of the injector of the sample A3096, we can see that
there are three states that can couple with the upper state of the lasing transition and thus
inject carriers. The successive alignement of these states in function of the applied electric
field allow us to calculate anticrossing values and then injection coupling constants 2~Ωi3.
We observe indeed features due to this ”multi-level” injector when we look at the L-I-V
curve in CW of Fig.6.18: the kinks on the light emission and the corresponding features
in the differential resistance can be attributed to successive couplings of the injector states
with level |3〉. Looking at the voltage at threshold in function of the applied magnetic field
we can also see that at low field values, where we need more carriers to reach threshold, the
corresponding bias is higher. Increasing the magnetic field and the lifetimes, we improve the
population inversion and the structure can lase starting with the higher injector state (see
Fig.6.19). It is interesting to note that the slope efficiency changes whenever we reach a new
injector resonance: this is the signature of an improved coupling of the upper state with the
electron reservoir.
Moreover, by increasing the electric field we bring into resonance the upper state |3〉 with
states with lower energy with respect to the ground state of the injector, and consequently
more populated at low temperatures. The possibility to observe these resonances comes
again from the increased lifetimes due to magnetic confinement: the reduction of the thresh-
old allows lasing with lower biases. It is not straightforward to deduce the values of the
7For lower magnetic fields the laser spectrum is multimode








Figure 6.19: Successive alignement of the injector states with the upper state of the
lasing transition |3〉 for increasing values of the applied electric field F1 < F2 < F3.
2~ΩA3096 ΩA3096 2~ΩA3520 [meV] ΩA3520 2~ΩV 198 [meV] ΩV 198
[meV] [THz] [meV] [THz] [meV] [ THz]
E31 0.12 0.09 0.11 0.08 0.14 0.11
E31′ 0.16 0.12 0.21 0.16 0.20 0.16
E31′′ 0.21 0.16 0.16 0.12 0.08 0.06
Table 6.1: Energy couplings of the injector states with the upper state of the lasing
transition |3〉 for samples A3096, A3520 and V198.
electric field corresponding to the various alignements (Fi) from the voltage at threshold
beacause when we increase the magnetic field a huge magnetoresistance is present masking
the real voltage drop on the structure and the consequent alignment condition. The nature
of the magnetoresistance is related to the localization of the carriers and will be discussed
later in the text. The described behavior of step-like L-I curves was observed in many devices
of sample A3096 and also on the longer wavelength big wells that will be presented in the
following of the Chapter. To give a more quantitative description of the phenomenon, we
calculated the couplings of the injector states with the upper state of the lasing transition
for the three big well structures. The results, shown in Table 6.1, show relevant couplings for
three states in the injector for the three designs. This demonstrates the nature of this effect
because we purposely kept the design of the injectors as close as possible changing mainly
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Figure 6.20: (a): CW laser intensity plot as a function of applied magnetic field
and injected current. (b): differential resistance as a function of injected current
and applied magnetic field. The discontinuity at threshold is evident also form
the comparison with panel (a). The strong black feature is the beginning of the
band misalignment.
are identified, a strong link has been demonstrated between laser emission and transport.
The complete picture of the evolution of these features can be obtained by looking at the
two density plots of Fig.6.20. In Fig.6.20 (a) a color plot of the laser emission as a function
of the current and the applied magnetic field is reported. In panel (b) of the same figure
the differential resistance as a function of the magnetic field is reported . The threshold
current is identified by the discontinuity in the differential resistance: the amplitude of this
discontinuity is modulated by the inter Landau level resonances, demonstrating the modu-
lation of the lifetimes in the laser structure. We recall that the discontinuity at threshold is
directly related to the slope efficiency, as discussed in Chapter 4: this means that a transport
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measurement as a function of the magnetic field can provide a complete picture of the lasing
emission including the slope efficiency.
6.5 Strong confinement limit: lasing in magnetic fields
up to 28 T
The results of the previous section demonstrate the importance of an in-plane confinement
in order to increase intersubband lifetimes and obtain laser action with low photon energies.
The extremely reduced values of the threshold current obtained in the strong confinement
regime clearly motivate the extension of the experiments to higher values of the applied
magnetic field. At the same time the possibility to achieve laser action at longer wavelengths
exploiting the magnetic confinement pushed us to design two rescaled versions of the long
wavelength big well. Going towards low photon energies is a difficult task: the achievement
of selective injection and extraction of carriers becomes more difficult as the energy spacing
of the levels begins to approach their broadening. In this respect the possibility offered by the
magnetic confinement to increase the lifetime of the states narrowing their width and really
simulating a ”quantum box” structure seems to be a viable way for reaching the goal of 1 THz
emission. In this section we will analyze the results we obtained on the structure A3096 in
very high magnetic field up to 28 T. Then we will introduce two new laser designs that operate
at 1.66 THz (hν= 7 meV) and 1.39 THz (hν= 5.9 meV) and analyze their performance in
strong magnetic field. A comparative analysis of the big well devices will then be performed.
The high magnetic field measurements have been performed at the Grenoble High Magnetic
Field Laboratory (GHMFL) in Grenoble, France. In Appendix B some details about the
facility and the experimental setup we used to perform the experiments are reported.
6.5.1 1.9 THz big well in strong magnetic field
The investigation of sample A3096 provides insights into the physics of intersubband tran-
sitions in high magnetic fields. In Fig.6.21 a three dimensional graph of the laser emission
6.5.1 1.9 THz big well in strong magnetic field 143
as a function of applied magnetic field and injected current density is reported. The output
power has been calibrated measuring in the same apparatus a well-characterized device of
the bound-to-continuum type described in Section 5.1. The calibration is still inaccurate
(at least 20% of uncertainty) due to the difficulties of knowing the exact focal length of the
Fresnel lens and the collection efficiency of the apparatus and should be taken as indicative.
The output power is probably underestimated. Laser emission rises abruptly above the 12 T
limit and keeps increasing towards high values of the magnetic field. At the maximum field
value of 27 T laser emission is still increasing and its derivative with respect to the field is
positive, indicating that the maximum of the emission has not been reached yet. This kind of
measurement has been performed with two different detectors (one internal and one external,
see Appendix B) and on two different samples showing the same trend. No more resonances
are observed after the 2-electron scattering event at 9.3 T. One more resonance should be
expected, the 2-electron resonance that couples the levels 1-3 of the big well structure that
should appear for a magnetic field value (see Eq. 2.8.38) 2E32 = 2×12.9 = ~ωc =⇒ B = 14.9
T. The absence of this resonance, which is indeed observed on longer wavelengths samples,
could be due to the high energy separation of the levels (E31 = 12.9 meV), since electron-
electron scattering rate scales with the inverse of the energy separation ∆E−1 (see Section
2.3.1). Threshold current density steadily decreases down to the value of 0.625 A/cm2 ob-
served at 27 T: with this complete picture we can affirm that the changing in lasing regime is
the one observed when the system enters the strong confinement region. The total reduction
of threshold current density from the first peak of lasing at 2.9 T to the maximum value
of 27 T is more than 30 times. Besides the point at 7.46 T where the first Landau level of
the ground state |1, 1〉 crosses the Landau level |3, 0〉 of the upper state the system shows a
uniform increase in radiative efficiency. An L-I-V curve for the same device is reported in
Fig.6.22(a): the device shows a huge dynamic range (Jrollover/Jthresh ∼= 30) as a consequence
of the extremely low threshold current. The current density at which rollover occurs (about
20 A/cm2) is half of the value at which we observe band misalignment at B=0. Moreover,
there is no signature of band misalignment in the transport. To gain insight into the physics




























Figure 6.21: Laser emission of sample A3096 in magnetic field up to 27 T as a
function of injected current density
















In Fig.6.22 we plot the slope efficiency in function of the injected current density and the
applied magnetic field. The increase after the last e-e scattering event and the constant
increasing with the applied magnetic field is a signature of the lifetimes ratio that keeps
improving. The value of the slope efficiency at B=27 T is 11 times the one we measure at
6.4 T. The spectral analysis of structure A3096 shows a redshift of about 1.5 cm−1 of the
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laser emission on the magnetic field range 6-27 T. This redshift will be analyzed in detail in






































































Figure 6.22: (a):L-I-V curve for sample A3096 at 26 T and 4.2 K. (b):Color plot
of slope efficiency for sample A3096 as a function of injected current and applied
magnetic field up to 27 T.
6.5.2 1.66 THz big well in strong magnetic field
The extension to longer wavelengths of the big well concept has been made trying to keep the
designs as close as possible in the injector part, changing the widths of the big well and of the
adjacent QW in order to tune the relevant levels of the structure accordingly to Eq. 6.2.1. A
first structure with a photon energy of 7.1 meV (sample A3520 )has been designed, exploiting









































Figure 6.23: (a): Bandstructure for sample A3520 calculated self-consistently at
T=10 K for an applied electric field of 0.86 kV/cm. (b): Absorption spectrum
for structure A3520 calculated at T=10 K assuming a full width half maximum
of 0.8 meV for the states. The vertical dashed line indicates the energy of the
photon
a 57 nm wide undoped GaAs quantum well. One of the major difficulties in rescaling this
kind of design towards longer wavelengths is to avoid the reabsorption between the many
states that constitute the injector miniband, whose energy dispersion becomes closer to the
photon energy and where the majority of the charge resides. In Fig.6.23 the bandstructure
for sample A3520 together with the calculated absorption spectrum of the active region
is reported supposing a thermal distribution of the carriers at T=10 K. With respect to
structure A3096 there are no major changes in the injector, some wells have been shrink in
order to keep the period length (1694 A˚) at about the same value as the previous structure
(1701 A˚) since the gain scales as L−1 (see Formula 2.2.9). The dipole matrix element for
the |3〉 −→ |2〉 transition is z32 = 112.6 A˚ for an oscillator strength f32=23.7 Spontaneous
emission spectrum from a ridge structure together with transport characteristics at B=0 field
are reported in Fig.6.24. The condition of resonant magnetic confinement should induce a
strong population inversion for a field value of 2.8 T. Inspection of the lasing profile of the
sample in magnetic fields up to 12 T (reported in Fig.6.25 together with a Landau fan of
the active region) reveals that the laser switches on at 5 T and presents a maximum at 5.6
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Figure 6.24: (a): I-V curve for sample A3520 at B=0. Device dimensions are 2.8
mm length and 420 µm width. (b): Electroluminescence spectrum for the same device
at T=10 K for B=0 for an injected current density of 23 A/cm2. Full width at half
maximun is 2γ=1 meV.
T (2E21 = 2 · 4.85 = ~ωc(5.6T )), where the resonant confinement condition is achieved by
means of a 2-electron scattering process, as the second lasing maximum for sample A3096
at 6.1 T. The absence of lasing for the first resonant condition can be explained by the
higher waveguide losses and the overall lower figure of merit of the second order single
plasmon waveguide at 180 µm (see Section 3.3). The laser then switches off at 6.5 T and
8.24 T: those are the well known resonances on the |3〉 −→ |2〉 transition due to single
and 2-electron processes. The agreement of the first resonance at 6.5 T with the quenching
of the laser emission is not as good as the one at higher field. For this sample there is no
minimum of laser intensity (as in sample A3096) but a complete quenching of the laser action
(several devices of different dimensions have been tested): this fact can be explained with
the combination of the waveguide effects discussed above and of the increased strength of the
lifetime modulation due to the closer energy spacing of the states involved. Afterwards the
device enters the strong confinement regime and one more modulation of the laser emission
is observed at 10.3 T. The corresponding cyclotron energy is 17.8 meV, that fits surprisingly
well with the 3/2 of the overall energy spacing E31 = 11.9 meV. The evolution of the laser



































Figure 6.25: (a): L-B curve for sample A3520 at t=4.2 K for an injected current
density of 16 A/cm2. (b): Landau fan of the active region for sample A3520. Note
the good agreement between the first lasing peak at 5.6 T and the 2-e scattering event
involving the extraction levels |1〉 and |2〉. At 10.3 T there is a signature which energy
spacing satisfy the relation 3/2∆E31 = ~ωc.
emission in the range 6.5-28 T is shown in the color plot of Fig.6.26(a) for a 1.3 mm long,
420 µm wide laser ridge with high reflection backfacet coating (Al2O3/Au, 300/100 nm) in
continuous wave operation. The dashed line indicates a local minimum of the light emission
and a local maximum of threshold current attributed to the 2-electron resonance |3〉 −→ |1〉
at 13.4 T. Threshold current density reaches values lower than 1 A/cm2 at high magnetic
fields.
















































































Figure 6.26: (a) Color plot of CW laser emission for sample A3520 (1.3 mm long, 420
µm wide with HR coating)in magnetic fields up to 28 T. The black arrow indicates
the 2-electron resonance |3〉 −→ |1〉 at 13.5 T. (b) Greyscale plot of d2V
dI2
for the same
device in function of injected current and applied magnetic field. The discontinuity
at threshold reveals as the deep (black) minimum and the features representing the
successive couplings of the injector states are clearly evident. The 2-electron scattering
event at 13.4 T is evident in all the transport features.
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The dynamic range is wide but in this case the light emission presents a maximum as a
function of the magnetic field, in the region around 22.5 T. The threshold current density
continues to decrease even after the maximum emission value of 22.5 T. The presence of this
maximum marks the condition of optimal radiative efficiency. A plot of the second derivative
of the voltage in respect to the current
d2V
dI2
in function of the magnetic field is reported in
Fig. 6.26 for the same device as panel (a). The mapping of the transport features on the light
emission features is striking: we can follow the evolution of the discontinuity at threshold
from the first peak of CW lasing around 7.6 T up to 28 T. The size of the discontinuity
increases with increasing magnetic field even after the maximum of light intensity: this
demonstrates that the decrease in laser emission is not due to a degrading of the lifetime
ratio. The careful inspection of the transport graphic reveals a threshold current density
of 0.59 A/cm2 for the highest field of 28 T. Signatures of successive alignement of injector
states are present both in light emission and in transport: the 2-electron scattering event
at 13.4 T (2E31 = ~ωc) is evident in all the transport features. A huge difference can be
remarked looking at the non-lasing and lasing regions in the transport graph: the transport is
strongly affected by the intense electromagnetic field present in the cavity generating strong
oscillations in the I-V curves (and consequently in the second order derivative.)
6.5.3 1.39 THz big well in strong magnetic field
The lowest photon energy at which we achieved laser action is E32 = 5.9 meV (215 µm),
obtained via a further rescaling of sample A3520 reaching a well width of 60.7 nm. From
the bandstructure of sample V198 reported in Fig.6.27(a) we can see that the overall energy
spacing E13 for this sample is reduced to 9.9 meV. The dipole matrix element for the |3〉 −→
|2〉 transition is z32 = 106 A˚ for an oscillator strength f32=21.3. The reaching of the
strong confinement condition is achieved for a magnetic field of 5.7 T. The I-V curve (see
Fig.6.27(b)) with no applied magnetic field still presents typical injection features, with a
knee around 5 A/cm2 and a typical NDR feature at 19 A/cm2. Luminescence spectrum from
a ridge structure is reported in Fig.6.27(c). The emission is centered around 6.2 meV, with
a full-width-half-maximum linewidth of 2 meV.
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Figure 6.27: (a): Self-consistent calculation of bandstructure for sample V198 for an
applied electric field of 0.72 kV/cm. Note the overall energy spacing E31 < 10 meV.
(b):I-V curve for sample V198 at B=0 and T = 10K. Inset: zoom of the I-V curve in
the low current region to highlight the peak in differential resistance that precedes the
alignment of the injector with state |2〉. (c): Electroluminescence spectrum for a 3.8
mm long , 420 µm wide ridge at T=10 K for B=0 for an injected current density of 17
A/cm2.
Laser emission is present for magnetic fields above 6 T, and a color plot of the emission
intensity as a function of injected current and applied magnetic field on the interval 5.8-28
T is represented in Fig.6.28. Careful inspection of the figure reveals the first lasing peak
around 6.4 T, when the condition of strong confinement is already reached. All the resonances
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occurring at lower fields are visible only in magnetotransport. Evidently, the degradation of
the waveguide efficiency calls for a stronger population inversion (Γ/α = 0.023 cm for this
structure at this wavelength, see Sec.3.3.1) and lasing is possible only when waveguide losses
are quenched by carriers localization [156]. Resonant modulation of upper state lifetime is
evident in light emission and threshold current density features at 7 T (2-e on |3〉 −→ |2〉




























Figure 6.28: Color plot of laser emission for sample V198 (3.9 mm long, 520 µm wide
with HR coating) in magnetic fields up to 28 T.
Again, as in sample A3520, we observe a quite strong feature at B= 9.12 T, where the
condition 3
2
E31 = ~ωc is satisfied. Inspection of the calculation of Kempa et al.[160] lead us
to the hypothesis that this resonance is a signature for a 3-particle process, where for example
two electrons gain ~ωc/3 and one electron loses 2/3~ωc. The lasing maximum as a function
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of the applied magnetic field covers a quite broad area of about 3.6 T width, centered around
18 T. As observed in the other samples, threshold current density continues to decrease as
magnetic field is increased, reaching a value of 1.16 A/cm2 at 28 T (see Fig.6.29). This
value, in absolute very low, is nearly the double of what we found on the other devices at
shorter wavelengths: the decreased overlap of the optical mode with the active region or
maybe a non-optimal device can be the explanations for such a value. Spectral emission
redshifts with the applied magnetic field (see Sec.6.6.2) and laser emission reaches 220 µm
(1.35 THz) at B = 28 T (see inset of Fig.6.29). The maximum temperature attained for the
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Figure 6.29: Threshold current for sample V198 as a function of the applied magnetic
field in pulsed mode at T=4.2 K. Inset: spectral emission at B=28 T.
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6.6 Comparative analysis
In this Section we will compare the three long wavelength structures that lase below 2 THz.
The maximum emission in function of the applied magnetic field, the spectral emission and
the magnetoresistance will be discussed.
6.6.1 Intensity maximum as a function of magnetic field
In the previous sections we have observed that the maximum emission for the three structures
changes as a function of the applied magnetic field. For structure A3096 (λ =158 µm) the
maximum intensity is above 27 T; for structure A3520 (λ =180 µm) the maximum occurs
around 22 T and finally for sample V198 (λ =215 µm) we observe this feature around 18
T. From Table 6.2 we can observe that the fundamental parameters of doping and period
length have been kept as close as possible throughout the three structure, in order to ease the
comparison. The influence of the magnetic field is not limited to the lifetimes involved in the
lasing action: also the in-plane dephasing time τp will increase with the applied magnetic
field. This is confirmed by electroluminescence measurements in magnetic field where a
narrowing of the spontaneous THz emission (τp ∼ ~/γ32) was observed up to 12 T [122, 81]
and attributed to a quenching of intra-subband relaxation processes.
E32(0) (meV) E
t
32 (meV) z32 (A˚) E
t
21 (meV) Lp (A˚) ns (cm
−2) Navg (cm
−3)
A3096 7.9 7.55 119.3 5.07 1701 5.34× 1010 3.13× 1015
A3520 7.1 7.03 112.6 4.85 1694 5.23× 1010 3.08× 1015
V198 6.2 5.93 106.4 4.05 1730 5.08× 1010 2.94× 1010
Table 6.2: Relevant numbers for samples A3096, A3520 and V198. Energies Etij are
calculated and the values for the doping are the intentional ones.
If we assume that we can still employ the Kazarinov-Suris Formula 2.5.19 to describe the in-
jection process, we know that the term that governs the injection coupling regime is 4|Ω|2τ3τp
(see Sec.2.5). When this term is much greater than unity, the injection barrier strongly cou-
ples the two states and the laser is in its optimal regime [135]. The localization induced by
the magnetic field and disorder then helps the injector to couple strongly with the upper
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state of the lasing transition. At the same time the maximum current at resonance can be
written (in the strong coupling regime) as Jmax =
ns e
2τ3
. When sweeping the magnetic field
we improve the lifetime ratio for the threshold condition and also the injection coupling.
If we continue to increase the magnetic field, we observe a reduction in the laser emission
intensity and also in the dynamic range. The threshold current, on the contrary, still con-
tinues to decrease. Our interpretation is the following: the threshold term is governed only
by the lifetimes τ2(B), τ32(B) and τ3(B), as expressed by the Eq.2.4.18: hence it continues
to improve because of the increasing of the lifetimes due to magnetic confinement. The
laser efficiency, on the contrary, degrades because of carrier localization in the injector re-
gion: the transport time across the whole period will begin to greatly exceed the injection
time (τinj ≈ (2|Ωi3|2τp)−1) because of the localization of carriers. In some sense the laser
will reach a roll-over induced by the localization: the carriers are very efficiently injected in
the active well where they experience very long lifetimes and lase with extremely reduced
threshold. At the same time the transport in the superlattice that constitutes the injector
will be progressively quenched (see also the pronounced magnetoresistance, Sec.6.6.3), and
the injection efficiency will decrease not for a lack of coupling but for a lack of carriers. It is
important to note that the threshold still continues to decrease, supporting our hypothesis.
The maximum of emission shifts towards low magnetic field values because the term that
governs the injector coupling is higher in the long wavelength devices: this can be deduced
from the transport characteristics of the three samples. A progressive diminution of the Jmax
(also governed by the term 4|Ω|2τ3τp) at zero magnetic field is observed: JA3096max = 40 A/cm2,
JA3520max = 30 A/cm
2 and JV 198max = 20 A/cm
2.
6.6.2 Redshift of the laser emission and non parabolicity
The spectral measurements of the lasers analyzed in this Chapter and analogous measure-
ments on superlattice structures presented in Chapter 7 show a redshift of the envelope of
the modes of laser emission with increasing magnetic field of a few wavenumbers. Possible
sources of shift of the intersubband transition energy are described by Helm in Ref.[27] who
divides them in three categories:
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1. Band structure effects, non parabolicity
2. Coulomb interaction on energy levels (Hartree self-consistent potential and exchange-
correlation effects).
3. Coulomb interactions like depolarization shift and exciton shift.
We leave the non-parabolicity apart for the moment. Following Helm’s analysis the most
important effect for the shift of the intersubband transition among the Coulomb effects is
the depolarization shift. This effect, in a system of two subbands thermally populated, blue-
shifts the intersubband transition energy accordingly to the following formula (neglecting
the exciton shift that in GaAs Qw is much smaller than the depolarization shift):
E ′12 = E12
√
1 + α =⇒ ∆E12 ≈ E12α
2
(6.6.3)














S is called the depolarization integral and for an infinite QW of thickness a has the value
S= 5
9pi2
a. The depolarization shifts the transition towards the blue and we actually observe
a redshift, but our system is inverted and the sign of the depolarization shift changes (as
shown in Refs.[195, 196]) giving finally a redshift of ∆E12 ≈ e2ns0 S (note that the shift is
independent from the energy). Let’s evaluate the redshift giving an upper limit (we assume
that the lower state is almost empty) for our structure A3096 based on an undoped 55
nm wide quantum well. The sheet carrier density of the upper state has been evaluated in
Sec.6.4.1 to be n3 ' 1.05×108 cm−2 at 12 T. Calculation gives α = 0.00163 that translates in
a redshift of 0.005 meV (' 4×10−2 cm−1). As expected the correction is very small because
the depolarization shift, being a collective effect, is proportional to the carrier density and
our systems are extremely low density systems. It is true that the value of the carrier
density is deduced at 12 T and higher field measurements demonstrate an improvement of
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the population inversion, but a change of at least two order of magnitude in the carrier
density of the upper state would be necessary in order to have a sizeable redshift (∆E ≈ 0.5
meV) from depolarization effects.
Let us come now to non-parabolicity: the parabolic approximation is valid only for low
energies and close to the conduction band minimum (Γ point for GaAs). In Chapter 2 we
treated the non-parabolicity through an energy-dependent effective mass (Eq.2.2.1). When
we apply the magnetic field the energy spectrum of the electron is modified according to
equation 2.6.30, that contains the effective mass in the cyclotron energy expression. In order
to evaluate the effects of the non parabolicity in presence of magnetic field we have to solve

















by substituting the first equation into the second one we end up with:
































The problem of non-parabolicity effects on the energy levels of a QW in a magnetic field has
been treated also by Ekenberg [197] and his model gives very similar results for our range
of energies and magnetic fields. With formula 6.6.8 we can calculate the Landau fan and
the evolution of the energy difference E32(B) that gives us the photon emission energy up
to high magnetic fields values. In order to compare the predicted shift with experimental
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data coming from structures that do not lase at B=0 we set our theoretical value of the laser
emission in coincidence with the one measured at B=10 T, which is the starting point for
our series of measurements. The center of gravity < f > of the multimode spectrum of each








where fi is the frequency of the i-th mode of the spectrum and Ii its intensity. The exper-
imental results, measured at 4.2 K, together with energy difference between the two lasing




























Figure 6.30: Laser frequency as a function of applied magnetic field for samples A3096
(squares), A3520 (triangles), V198 (circles) measured at T = 4.2 K together with
theoretical calculation (continuous black lines).
cm−1 at the maximum applied magnetic field) is observed on all data between calculate value
of the lasing transition and observed emission. Even when adding the many-body correction











A3096 9.5× 10−3 3.41× 10−2
A3520 9.5× 10−3 2.73× 10−2
V198 9.5× 10−3 3.1× 10−2
Table 6.3: Calculated and experimental relative redshift for samples A3096, A3520
and V198
calculated before in the case of an higher inversion we could not explain the redshift: more-
over in the case of samples A3520 and V198 the redshift is monotonous with the applied
field even if the light intensity reaches a maximum and then decreases, as a consequences of
the reduced number of carriers injected in the active well. This rules out many body contri-
butions to the redshift. One possible explanation is the following: in the localized scenario
the states lie in the tails of the Gaussian distribution (see Sec.2.6.3 and Fig.2.9) centered
around the Landau levels. The optical transitions taking place between localized states will
then be redshifted. An experiment aimed to test this hypothesis would be the measurement
of spectral characteristics in function of the magnetic field and of the laser temperature. In
Table 6.3 the experimental and calculated relative shifts for the three structures are reported
.
6.6.3 Magnetoresistance and threshold voltage oscillations
One aspect common to all the measurements in strong magnetic field is the huge magne-
toresistance detected on the samples. To analyze the magnetoresistance, we propose two
measurements: in the first one we fix a value for the current I0 and then we plot the value of
V/I as a function of the magnetic field, and the results are plotted in Fig.6.31 (a), normalized
to the low field value. As expected, we observe the resonances due to magnetointersubband
scattering already analyzed in the laser emission. Those resonances come from the transi-
tions |3〉 −→ |2, 1〉 in the active region of the laser. We think that those resonances are
superimposed on a background of magnetoresistance that comes from the quenching of the
transport in the quasi-superlattice constituted by the injector. The second measurement is
aimed to the smoothing of the resonance features in order to observe the general trend of
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the magnetoresistance. In this case the value of the resistance is measured on the part of the
I-V curve after the turn on bias, at constant magnetic field. The results normalized to the
zero field value are plotted for different magnetic fields in c. The resistance increases with
the applied field and the three samples follow approximately the same trend. The relative
increase of the resistance is very similar, reaching resistances that are around 5 times the
zero field value. The problem of the longitudinal magnetoresistance and generally of current
suppression in vertical transport has been treated by a number of authors in the case of
regular superlattices with a magnetic field applied parallel to the growth axis and parallel
to the current flow [152, 198]. We will give an interpretation to the observed behavior keep-
ing in mind the differences between a real superlattice (Wannier-Stark basis) and our QC
structure. The transport in the injector has to be assisted [152] because of the violation
of Landau index conservation. In a semiclassical model [198] the miniband conduction of a
superlattice is totally quenched in absence of inelastic scattering. In our case the cyclotron
energy is much larger than the miniband energy width ∆ which is also smaller than the LO




































Figure 6.31: (a) Magnetoresistance for the three samples A3096, A3520 and V198
calculated at constant current. (b): averaged magnetoresistance for the three samples:
note the superlinear dependence of the magnetoresistance at low fields (B< 10 T).
Inset: serpentine conduction in the superlattice.
scattering source is represented by acoustic phonons, with very low probability. The increas-
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ing separation in energy induced by the magnetic field induces a suppression of the miniband
current. Another effect that can play a role is the one highlighted by Lee et al.[199]. They
investigate magnetotransport in superlattices with electron concentration similar to ours.
They observe giant longitudinal magnetoresistance with a quadratic dependence form the
magnetic field up to 9 T and a ratio of 4 between the high-field and the zero field resistance.
The proposed transport mechanism is a mixture between direct vertical tunnelling and an
in-plane transport due to interface fluctuations. The electrons will follow a ”serpentine”
pathway in order to tunnel where the interface fluctuations produce the narrowest barrier
(see inset of Fig.6.31(b)). There will be then an in-plane contribution to the resistance that
scales with B2. At high values of the applied field this contribution will saturate. This
behavior is shown also by our data, as visible from the second-order polynomial fits reported
on the first 10 T of the measurements.
As stated before, the structure of the injector of the three samples A3096, A3520 and V198
has been kept as close as possible in order to ease the comparison of the experimental results.
As already pointed out in Sec.6.4.3, in all three lasers there are three levels in the injector
that can efficiently couple to the upper state of the lasing transition and give rise to marked
features in light emission (”steps”) as well as signatures in transport. Those features, being
correlated to the injection process, reproduce the behavior of the lasing threshold and can
be used to track magnetic field related phenomena. One interesting aspect that can be
observed on the three laser structures is the oscillatory behavior of the threshold voltage and
its related features when looking at the light emission in function of the magnetic field and of
the applied voltage. In Fig.6.32 the L-V-B characteristics of the three lasers are plotted as a
function of the applied magnetic field and applied voltage: the color plot helps to follow the
oscillations of the threshold voltage and the steps induced by the successive alignment of the
injector states. The filling factor of a 2 dimensional electron gas with the injector electron
density (∼ 5 × 1010 cm−2) is unity at B = 2 T: the observed features fall in the regime of
the fractional Hall effect that is observable only at much lower temperatures. Nevertheless,
this oscillatory behavior of the threshold voltage can be related to some in-plane transport



























































Figure 6.32: Laser emission as a function of applied bias and magnetic field for samples
A3096 (160 mum), A3520 (180 mum), V198 (215 mum) together with relevant injector
filling factors at different magnetic field values.
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6.7 Two color laser emission in magnetic field: lasing
on excited states
The energy spectrum of the single big quantum well that is used to achieve laser action at
low frequencies suggests, in the localized picture in presence of a magnetic field, an atomic-
like structure, with increasing dipole strength when considering photonic transitions between
excited states. For example, the structure V198 emitting on the |3〉 −→ |2〉 transition at 6
meV, presents a number of possible inter-excited state transitions with high dipole matrix
elements. The idea is then to excite the photon emission also on high-order transitions,
specifically injecting carriers in state number |4〉, the third excited state of the ”big well”.
For sample V198, which lases on the |3〉 −→ |2〉 transition at a wavelength of 215 µm, we
find an energy spacing E43 = 8.7 meV at an electric field value where the ground state of
the injector anticross with level |4〉.
Figure 6.33: Bandstructure for sample V198 aligned on the |4〉 −→ |3〉 transition, for
an applied electric field of 1.89 kV/cm.
The coupling of those two states is even stronger than the one originally calculated for the
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|3〉 −→ |2〉 transition because as the states grow high in energy in the well the penetration
in the barrier grows and consequently the overlap and the splitting 2~Ω4i that now reads
2~Ω4i = 0.37 meV. In this case the dipole matrix element for the |4〉 −→ |3〉 transition is
z43 = 112 A˚ for an oscillator strength f43=29. A plot of the light emission as a function
of the applied magnetic field for sample V198 on a wide bias range is reported in Fig.6.34.
Two distinct regions are evident: at high injection current densities (J > 25 A/cm2) and
starting from an applied magnetic field value of 3 T a strong laser emission is detected, which
indeed corresponds to the |4〉 −→ |3〉 transition. At higher magnetic fields (B > 7 T) and
low injection currents, as already illustrated in Sec.6.5.3, we can observe the laser emission




































Figure 6.34: Color plot of the logarithm of laser emission as a function of injected
current and magnetic field for sample V198: in the region with J > 25 A/cm2 the
sample is lasing on the |4〉 −→ |3〉 transition (130 µm). Starting from 8 T and with
J < 25 A/cm2 laser emission is on the |3〉 −→ |2〉 (220 µm). The quenching of laser
emission for the shortest wavelength around 5 T is due to the resonance ~ωc = E43.
The light emission has been represented in logarithmic scale in order to account for the
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huge intensity variations between the two regions. The laser emission relative to the second
excited transition is more than 5 times stronger than the one of the |3〉 −→ |2〉 transition (the
detector is partially saturated in the region 6-9 T J > 40 A/cm2). Spectral measurement
yield an emission energy of 9.4-9.6 meV (λ ' 130 µm) depending on the applied magnetic
field, in reasonable agreement with the calculated value of 8.7 meV. We can obviously observe
lifetime modulation also on this ”new” big well structure with 4 levels: the quenching of laser
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Figure 6.35: L-I-V curves and spectral emission for sample V198 at 4 T: note the two
signatures of band alignment in the I-V curve.
It is instructive to plot L-I-V curves at constant values of magnetic field for two values of
the applied field: one where only the 130 µm laser is operating (4 T, Figure 6.35) and the
other where both transitions lase successively with increasing bias (11.5 T, Figure 6.36). The
transport measurement at 4 T reveals clearly the presence of two point of band misalignment.
The NDR feature at about 16 A/cm2 is the injector that loses its anticrossing with state |3〉
166 Two color laser emission in magnetic field: lasing on excited states
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Figure 6.36: L-I-V curves and spectral emission for sample V198 at 11.5 T. Laser
action takes place a first time starting from 5 A/cm2 with the emission centered around
217 µm. Then, after rollover carriers are injected in state |4〉 and the new emission
wavelength is centered around 130 µm.
The second NDR at about 40 A/cm2 anticipate the strong coupling of the injector with the
state |4〉 of the big well. Lasing threshold for the 130 µm transition is at 48 A/cm2 at 3.4
T and reaches its minimum of 29 A/cm2 at 12 T. If we look at the transport we can see
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that the ”real threshold” for the |4〉 −→ |3〉 transition is much lower if measured from the
beginning of the I-V curve relative to the injection on state |4〉. Most of the injected current
is necessary to achieve proper band alignement.
6.8 Conclusions
The study of vertical structures in strong magnetic field allowed the realization of low fre-
quency THz lasers with very low threshold current densities. The problem of selective injec-
tion in closely spaced energy levels has been circumvented by employing a further confinement
provided by the magnetic field. Our data show that extremely long intersubband lifetimes
may be observed when well-separated Landau levels are localized by a disorder potential -
typical conditions for the quantum Hall effect. As the devices are very large compared to the
wavelength, the very low threshold current densities would lead to a “thresholdless” [200]
device if structures could be fabricated in a microcavity configuration with a very high qual-
ity factor Q. Our data also open up the very interesting possibility of observing effects such
as Coulomb charging relating to the discreteness of the charge residing in localized islands.
This phenomenon could be observed reducing the temperature of the samples down to some
hundreds of mK.
A number of interesting effects have been observed in the regime of low photon energy and
high magnetic fields. The critical role of the transport is highlighted, and still a lot of work is
needed to clearly interpret the data. From the point of view of electron lifetimes at low energy
subband spacing, some remarks can be made. We have analyzed a series of quantum wells
of increasing width (55, 57, 60.7 nm) all with very similar doping densities. If we estimate
the lifetimes from the transport with the Kazarinov and Suris formula that accounts for the
injector coupling (Formula 2.5.24) we obtain an increasing transport lifetime with increasing
well width, respectively τ3 ∼= 95 ps for sample A3096 (7.9 meV energy spacing), τ3 ∼= 120 ps
for sample A3520 (7 meV energy spacing) and τ3 ∼= 190 ps for sample V198 (6 meV energy
spacing). Besides the fact that those lifetimes are overestimated because we neglect the
population of the lower state and of the injector, there is a clear trend of lifetime increase
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with the well width. Moreover, we find in literature lifetimes of the order of 1 ns measured by
photovoltage and absorption [201]. From previous research we expected a lifetime that would
have decreased with the energy spacing within the two states |3〉 and |2〉 because, keeping
the electron density constant, the carrier-carrier scattering is more and more effective as
the subband energy separation decreases. This results leads to the conclusion that interface
roughness is actually an efficient scattering mechanism and, for these electron densities (5
1010 cm−2), is as efficient than electron-electron scattering. As we increase the well width
and lower the energy states, the penetration of the wavefunction in the barrier diminishes
and the electronic state is less and less sensitive to the interface roughness.
The achievement of well separated, multi-wavelength operation with clean electrical switch-
ing really demonstrates the flexibility of the QC concept. This kind of devices can in princi-
ple be operated without magnetic field and offer an interesting possibility to circumvent the
problem of the tunability.
Chapter 7
Magnetic confinement on superlattice
structures
In this Chapter we will present and analyze the results obtained measuring in strong magnetic
field THz QC lasers not specifically designed for the magnetic confinement. Those designs
are essentially superlattice-based lasers at different wavelengths (64, 82, 87 and 130 µm): the
common aspect to all the devices and the main difference with respect to the design presented
in Chapter 6 is the nature of the optical transition that is delocalized instead of intra-well.
The Chapter is organized as follows: we will first present the results in magnetic fields
up to 12 T on all the structures, then we will focus on two of them (bound-to-continuum
with optical phonon extraction and long wavelength bound-to-continuum, see Chapter 5)
presenting some results in high magnetic fields up to 28 T.
7.1 Chirped superlattice at 64 µm
The design studied is this section is the chirped-superlattice active region of Ref. [88, 178]
(sample A2672). The computed band diagram and squared wavefunctions for this sample are
displayed in Fig.7.1 together with L-I-V curves in pulsed mode. The device (2.7 mm-long,
200 µm-wide with HR backfacet coating) lased up to 60 K with a threshold current density
of 140 A/cm2 at T=10 K. This structure is very similar, but not identical, to the one of
169
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Figure 7.1: (a): Computed conduction band profile of one stage of the structure A2672
under an average applied electric field of 3.3 kV/cm. (b) L-I-V curves for sample A2672
(2.8 mm-long, 200 µm-wide with HR backfacet coating).
ref.[85] that has been investigated in magnetic field in its original version by Alton et al.[158]
and in a re-grown version by Tamosiunas et al. [191]. We find slightly different results from
the two cited references in the behavior of the laser emission as a function of the applied
magnetic field. Those differences are mainly due to the structure of the lower miniband
of our design, that is more a three-quantum well plus injector design than a real chirped
superlattice. Magnetotransport measurements on a small mesa together with laser spectral
emission enabled us to identify three states almost equally spaced in the lower miniband of
the structure just computing the transition energy from field values at current peaks (where
the resonance condition expressed by Eq.2.8.36 is satisfied) and then comparing it with the
calculated energies of electronic states. The measured energy spacings are E43=19.2 meV,
E32=6.3 meV, E21=6.2 meV. The magnetotransport results are shown in Fig.7.2(a).
A Landau fan originating from the electronic states of the structure determined by magne-
totransport measurements is shown in Fig. 7.2(b) together with laser emission as a function
of the magnetic field. The magnetic field has a strong influence on the laser performance as
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Figure 7.2: (a): Magnetotransport measurements on sample A2672 at different bi-
ases: dotted lines indicate current maxima corresponding to ISLR. Inset: calculated
bandstructure of the active region of sample A2672. Relevant states deduced from mag-
netotransport are numbered starting from the bottom of the well. (b) Laser emission
intensity of sample A2672 vs magnetic field for various applied biases measured at T =
4.2 K with InSb detector. Close-dotted lines and ellipses highlight resonance condition
among extraction miniband states, while wide dotted lines correspond to resonances
between states |4, 0〉 → |j, m〉 where j= 1, 2, 3 and m = 1, 2,...
the signal undergoes several oscillations and the emission is enhanced also at low fields, with
a maximum at 3.4 T. An increasing of light intensity is visible in proximity of resonances
between the three levels of the lower miniband, as expected after the results illustrated in
Chapter 6. The population inversion is enhanced by the matching of the miniband energy
spacing with the cyclotron energy. On the contrary, when intersubband Landau scattering
occurs between the levels attached to upper miniband edge and lower miniband Landau
states (|4, 0〉 → |j,m〉) a decrease in light intensity is observed [158, 191]. The observed res-
onances in light emission for this structure do not fall exactly on the corresponding Landau
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fan crossings: this is most probably due to the complex structure of the extraction mini-
band (three states) that generates many Landau levels closely spaced in energy. Moreover,
resonance condition for the extraction miniband happen almost at the same field values as
the resonances with the upper state of the lasing transition. The experimental data are then
the result of two competing processes that shift the resonances due to their close spacing.
Modulation of intersubband lifetimes is observed also for levels with high Landau index:
the minimum in light emission at 2.1 T corresponds to a resonance with a Landau state
n=5 (|4, 0〉 −→ |3, 5〉). The quenching of laser action for fields higher than 7.5 T is due
to a combination of effects: the reduction of the upper state lifetime with resonances with
the Landau states of the injector and the magnetoresistance (see Fig.7.2(a)) that limits the
number of carriers injected in the upper state preventing to reach threshold.
Together with increased emission there is a drastic reduction in threshold current. A plot
of threshold currents measured at relevant magnetic field values is shown in Fig. 7.3 (a).
Threshold current density oscillates with opposite phase with respect to light intensity and
its value is always below the value at zero field (JthB=0), except in the region around 6 T,
where many resonances of the kind |4, 0〉 −→ |(1, 2, 3), n〉 occur. In detail, Jth(B = 1)=0.75
Jth(B = 0) and for B = 4.1 T it reaches its minimum value, nearly 40% of JthB=0
1. Minimum
threshold current density for this device is 90 A/cm2.
An analysis of slope efficiency dP/dI has also been carried out and is plotted in Fig.7.3(b).
The value of the slope efficiency has been normalized to the values with no applied mag-






, and the measured value at zero magnetic field is 13 mW/A, much lower
than the value (1W/A) extrapolated from an expression in which lower state population is
neglected. This suggests that the laser action relies on a marginal population inversion prob-
ably limited by population of the lower state due to poor extraction. The observed increasing
of the slope efficiency measured as a function of applied magnetic field (Fig. 7.3), with two
local maxima at 2 T and 3.4 T, with a maximum increment of 2.7 times the zero field value,
is consistent with an improved ratio of lifetimes τ3
τ43
coming both from an increasing of the
1Measurements on other laser ridges showed threshold reduction down to 50 % of the zero field value
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Figure 7.3: (a): Threshold current density as a function of the applied magnetic field
for sample A2672. (b): slope efficiency normalized to zero field value as a function of
the applied magnetic field for sample A2672.
7.2 Bound-to-continuum design in magnetic field
7.2.1 Bound-to-continuum at 87 µm
The next superlattice-based structure examined in magnetic field is sample A2771 , the
bound-to-continuum design emitting at 87 µm extensively described in Section 5.1. In such
an active region, the radiative transition takes place between a bound state and a miniband.
This configuration of states enables a better population inversion in respect to the chirped
superlattice and indeed the laser operated in pulsed mode up to T = 100 K [173]. The
application of a magnetic field should not improve the performances in this structure since
the lower laser level exhibits a quasi-continuum of states (7 states separated by an average of
1.3 meV). The closest spacing of the states of the injector gives rise to a magnetotransport
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spectrum with less pronounced features: in Fig.7.4(a) the current as a function of the mag-
netic field for two values of the applied bias is reported together with its second derivative
with respect to the magnetic field d
2I
dB2
. The second derivative analysis is useful to evidence
hidden features. The intersubband Landau resonance with index n=2 is clearly visible at
4.1 T (~ωc = 7.2meV = hν/2 = E87/2) and also the n=1 resonance is present at 8.2 T.
The weak resonances at lower fields are attributed to n=3 (hν/3 = 4.8 = ~ωc(2.7)) and n=7





















































Figure 7.4: (a): Current as a function of the magnetic field for an applied bias of 4 V
(dashed line) and 4.55 V (continuous line) for sample A2771. (b): Light emission as a
function of the magnetic field for different applied biases for sample A2771.
same weak resonances can be observed also in laser emission in function of the magnetic field
reported in Fig.7.4(b). The only strong feature is the quenching of the laser emission for
n=2 resonance. No laser action is observed above 6 T, most probably due to the strength of
the resonance n=1 (8 T) that efficiently depopulates the upper state of the lasing transition.
Measurements on this device showed neither a significative reduction of the threshold cur-
rent nor an increase of the slope efficiency in a magnetic field, as visible from Fig.7.5(a). An
interesting comparison comes from the measurement in magnetic field of the same structure
with the thickened injection barrier and the augmented doping (sample A2986, already dis-
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cussed in Section 5.1.4). L-B curves for sample A2986 are reported in Fig.7.5(b) in function
of the temperature: general behavior is the same as sample A2771, but the strong resonance
at 4.1 T (n=2) is not quenching laser action anymore. This is a direct proof of an improved
ratio of lifetimes for this structure with respect to sample A2771. The device also stops
lasing at 7 T instead of 6 T. The persistence of the resonances up to high temperatures (86
0 1 2 3 4 5 6 7 8
T = 15 K
T = 50 K
T = 79 K

























































Figure 7.5: (a): threshold current density and slope efficiency normalized to the zero
field value as a function of the applied magnetic field (b): light emission as a function
of the magnetic field for different temperatures for sample A2771.
K) confirms the Fermi-level independence of the magnetointersubband scattering [155].
7.2.2 Bound-to-continuum with LO phonon at 82 µm
The evolution of the bound-to-continuum design is structure N314 , object of Sec.5.2, which
relies on an improved injection-relaxation region that allows a phonon scattering of the
carriers. The investigation of such a structure in magnetic field is of relevant interest because
the active region where the optical transition occurs is almost identical to the bound-to-
continuum analyzed in the previous section, which did not show any improvement with the
application of magnetic field. A plot with the light emission and threshold current density
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for sample N314 as a function of the magnetic field up to 12 T is shown in Fig.7.6. A 2.66
mm-long, 110 µm ridge in a double metal waveguide had been used in order to investigate
also possible maximum temperature increase.






































Figure 7.6: (a): Light emission as a function of the magnetic field for sample N314
(full line, 2 different applied biases) and for sample A2986 (dashed line). (b): threshold
current density. (c): reduced Landau fan of the active region (states |7〉 and |9〉 ) plus
injector (states |1〉 and |2〉) for sample N314. Resonance conditions which enhance
electron extraction from state |7〉 are highlighted with grey rectangles.
The Landau fan employed to understand the lifetime modulation is a reduced version: the
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complete one includes to many states and would result in a loss of clarity. We employed
the two bottom levels of the system of coupled wells that opens the phononic gap in the
extraction miniband (levels |1〉 and |2〉). Then we reported the lower (|7〉) and upper state
(|9〉) of the lasing transition. In order to compare the effect the field on both structures
an L-B curve for sample A2986 (bound-to-continuum design) hase been reported (dashed
line)2. Structure N314 shows great improvement when the magnetic field is increased: the
resonance at the photon energy at 4.2 T is the same as sample A2986 but after this point,
instead of observing a quenching of laser action we observe an increase of lasing efficiency
together with a diminution of threshold current density. This demonstrates the efficiency
of the phonon-assisted depletion of the lower miniband for design N314 with respect to the
bound to continuum where the miniband dispersion is ∼ 13 meV. The LO phonon emission
reduces the lower state lifetime and is effective also at low temperatures, as demonstrated
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Figure 7.7: L-I-V curves as a function of temperature at 5.5 T for sample N314, 2.66
mm-long, 110 µm wide laser ridge in a double metal waveguide.
happens in a region centered around 8.9 T, where the cyclotron energy matches the photon
2The photon energy for these two structures is a bit different, hνA2986 =14.4 meV and hνN314 =14.9 meV
but they display a minimum attributable to the condition hν/2 = ~ωc at the same magnetic field value.
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energy (~ωc(8.9T ) = 15.3meV = hν, we recall that the optical transition is partly diagonal
and the Stark shift reflects in the width of the region where magnetic field suppress laser
action). After this point the laser switches on again and the threshold current density reaches
its lowest value of 119 A/cm2 at 12 T, which is almost half of the value with no applied
magnetic field (220 A/cm2). A series of measurements in function of temperature have been
performed: the best results where obtained for an applied magnetic field of 5.5 T and are
visible in Fig.7.7. The maximum operating temperature for that particular device without
applied magnetic field results of 113 K: at 5.5 T the lasing was observed up to 125 K. The 10
% improvement in Tmax is due to the reduced threshold. Temperature measurements have
been performed also at 12 T, in correspondence of the minimum value of threshold current,
but no temperature improvement was observed. The dynamic range also decreases with
magnetic field, due to carrier localization, and at 12 T this effect prevents the observation
of an increased temperature operating range.
7.3 High magnetic field measurements
The results obtained on sample N314 up to 12 T and the effects observed in Chapter 6 on low-
energy THz Qc lasers motivated us to investigate sample N314 and sample A2985 (130 µm
bound-to-continuum [173]) in high magnetic field in order to reach the strong confinement
limit also on superlattice structures.
7.3.1 Bound-to-continuum with LO phonon at 82 µm
A color plot of the laser emission for sample N314 as a function of the applied magnetic field
up to 27 T is presented in Fig.7.8. The low field part (B < 12 T) has already been analyzed:
starting from a field value of 9.3 T the system enters the strong confinement region, in the
sense that the cyclotron energy exceeds the photon energy. In this case the condition is less
stringent than in the case of the big well system: the energy dispersion of the whole period
(active region plus injector)is still larger than the cyclotron energy. Moreover, the active
region is delocalized over several wells (at least three) and it is not so clear which of the
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state of the injector has to be taken into account. Another complete quench of lasing action
is present for a field value of 13 T, that again matches surprisingly well with the relation
3/2E97 = 3/2hν = ~ωc(13T ). A feature is also present in the transport characteristics in
this region of applied magnetic fields (see Fig.7.9(a)). After this point another oscillation
of laser emission is present, with a local maximum for B= 16.3 T and a local minimum for
B=19.4 T. The maximum at 16.3 T is really surprising because we would have expected a
minimum at 17.3 T, due to the resonance condition 2hν = 30meV = ~ωc(17.3). In fact this
value lies approximately in the middle between the maximum at 16.3 T and the minimum at












































Figure 7.8: Light emission in function of the applied magnetic field from 0-28 T for
sample N314, 1 mm long, 160 µm wide laser ridge.
wavelength that is centered on 14.7 meV. This behavior is still unexplained and marks one
significant difference with what was observed on the vertical structures analyzed in Chapter 6.
The threshold current reaches its minimum value of 100 A/cm2 for an applied magnetic field
of 17.6 T and not in correspondence of the maximum of light emission at 16.3 T. Threshold
current then begins to rise again very slowly in function of the magnetic field: the measured
threshold at 27 T is 104 A/cm2. Laser action is present, with modulations, over the whole
180 High magnetic field measurements
magnetic field sweep 0-28 T: this is a remarkable fact that marks a fundamental difference
with respect the bound-to-continuum design object of Sec. 7.2.1. A representation of one





































































Figure 7.9: (a): Applied bias and its derivative with respect to the magnetic field for
I=360 mA (b): Laser emission at constant current (I=360 mA) as a function of the
magnetic field. (c): Landau fan for sample N314.
The possibility to observe a magnetophonon resonance for this active region design is ex-
tremely reduced: the energy spacing that will allow the equation 2.7.35 ∆E21 − ~ωLO =
n~e B
m∗(E)
to be satisfied is E91 = 51 meV . States |9〉 and |1〉 are strongly separated in real
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space, and the coupling will result very small. Moreover the resulting energy E91−~ωLO = 15
meV happens to be coincident with the energy of the photon. The series of oscillation in-
duced by the magnetophonon effect would then be superimposed to the one due to the elastic
resonances between Landau levels. The resonance condition ~ωLO = ~ωc between the opti-
cal phonon energy and the cyclotron energy is matched at 20.8 T. Laser emission presents
a local minimum at 19 T, and an analysis of the transport as a function of the magnetic
field reported in Fig.7.9 (a) shows a diminution of the slope dV/dB, i.e. a diminution of
the magnetoresistance in correspondence with the resonance of with the LO-phonon energy.
After the minimum at 19 T, that can be attributable to the resonance at twice the photon
energy (~omegac(19 T ) = 32.8 meV = 2 · hν) the laser emission slowly increases with the
applied magnetic field.
7.3.2 Bound-to-continuum at 130 µm
The structure object of the measurement of this Section is a rescaling of the bound-to-
continuum design presented in Sec.5.1.1 and its performances without applied magnetic field
are extensively described in Ref.[173]. The calculated bandstructure and the L-I-V curves
at B = 0 for sample A2985 are plotted in Fig.7.10: the layer sequence is reported in App.C.
The low energy of the photon emitted hν ≈ 9.6 meV (130 µm) and the overall energy spacing
of its period (E81=21 meV) make this device suitable for a comparison with the low energy
structures of Chapter 6 because it will enter the strong confinement region at approximately
12.6 T.
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Figure 7.10: (a): Calculated bandstructure for sample A2985 emitting at λ ' 130 µm.
(b): L-I-V curves for sample A2985 without applied magnetic field (laser ridge 2 mm
long 210 µm wide)
Due to the differences in laser intensity at low and high magnetic fields, the data relative to
the low field portion are plot in Fig.7.11 (a) while the high field part of the measurements
is reported in panel (b) of the same figure. The ratio between the maximum intensity at
zero field and the maximum intensity at high magnetic field is I0 T/I20.8 T ∼= 16. Also in this
case laser action is present on the whole magnetic field sweep, and as in the case of sample
N314 the laser emission results to be much weaker at high magnetic fields. The diminution
of light intensity at 2.85 T is attributed to the resonance |8, 0〉 −→ |7, 2〉 and the successive
quenching of laser action is due to the resonance of one photon with the cyclotron energy
hν = 9.7 meV = ~ωc(5.6T ).





























































































Figure 7.11: (a) Light emission in function of injected current and applied magnetic
field from 0-6.5 T for sample A2985. (b) Light emission in function of injected current
and applied magnetic field from 6-27 T for sample A2985
Laser action is present again for a small peak around 7 T, then another quenching occurs.
This quenching can be identified with the resonance 3/2hν = ~ωc, already observed in
the other structures. Starting from 8.3 T lasing is always present with low threshold with
respect to the low field part. A weak signature in the threshold current density and in
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light emission is present around 12 T, where the cyclotron energy matches twice the photon
energy (~ωc(12)=20.7 meV ≈ 2hν = 19.4 meV). The slight detuning of this feature could
be due the matching of the resonance condition for the overall energy spacing of the active
region E81=21 meV ∼= ~ωc(12)=20.7 meV, although the states |8〉 and |1〉 are hugely spatially































































Figure 7.12: (a):Applied bias and laser emission at a constant injected current density
of 65 A/cm2 for sample A2985. (b): Threshold current density as a function of the
applied magnetic field from 0-27 T for sample A2985
In the other superlattice-like structures and at higher photon energy we never observed such
an elastic coupling between states so widely separated in real space. Light emission undergoes
several modulations and presents a pronounced maximum (for the region where B > 6.5 T)
at 20.9 T. The cyclotron energy at this magnetic field matches the optical phonon energy in
GaAs ~ωc(20.9T ) ∼= 36 meV. An analysis of the transport reported in Fig.7.12 (a) reveals
a decrease in the positive magnetoresistance at 19.9 T which is probably related to the
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maximum in laser emission. The threshold current density is plotted on the whole magnetic
field sweep in Fig.7.12(b) and shows the minimum value at 20.8 T, in correspondence of the
local maximum in laser emission. The value of 30 A/cm2 is roughly 1/3 of the zero field
value. Threshold current rises again to 37 A/cm2 at the maximum field of 26.7 T.
7.4 Comparative analysis
Despite the different photon energies (hνN314 = 14.8 meV, hνA2985 = 9.6 meV) and the
presence of a much wider miniband that encloses the LO phonon energy (sample N314), the
two superlattice-based structures analyzed in strong magnetic field present many similarities.
If we take a look at the threshold current density as a function of the applied magnetic field
for the two samples, reported together in Fig.7.13, the two samples behave exactly in the
same way except for the location of the resonances that are obviously shifted because of
the different photon energy. In particular, in these data there is no evidence of a direct
magnetic-field modulation of the lifetime of the lower state of the lasing transition. This
is in agreement with what observed at lower fields in this same Chapter (Section 7.2.1 ):
there is no special arrangement in the levels of the lower miniband of sample A2985 and the
strength of the scattering of the LO phonon for sample N314 do not allow the observation
of modulation of the lifetime in the active region of the laser. All the features are identified
with resonances that involve only the upper and the lower state of the lasing transition.
There is no dramatic reduction of the threshold current as observed in the big well samples:
here the threshold current is reduced by a factor of 3 and not by a factor of 20-25. The
coupling of the energy states of both lasers with the LO phonon is not direct as in the case
of Mid-IR QCL’s [120] where the upper state lifetime is regulated via LO phonon emission.
In the Far-IR the upper state lifetime is determined by the complex interplay of different
scattering mechanisms. However, in both samples we noticed the presence of weak features
in transport and light emission where the cyclotron energy roughly matches the GaAs LO
phonon energy. This is the condition for the magnetopolaron effect [202, 203], very important





















Figure 7.13: Threshold current density as a function of the applied magnetic field for
samples A2985 and N314 at T = 4.2 K.
in systems of reduced dimensionality. The observation of such signatures in the superlattice
based structures and the absence of any signature for the big well structures could indicate
that the vertical, low energy structures are completely decoupled from the LO phonon at
least at the low temperatures where we carried on the investigation.
7.5 Conclusions
The study of superlattice-based structures in strong magnetic field brings interesting infor-
mation especially if compared with the results obtained with vertical transition structures
analyzed in Chapter 6. Lasers with very different transition energy and different lower
miniband architecture show very similar behavior of threshold current as a function of the
magnetic field. The dominating effect in these superlattice structures is the modulation of
the upper state lifetime: there is no evidence of a lifetime modulation in the lower miniband
that affects laser action for the bound-to-continuum structures. The lower miniband of these
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devices does not present a regular dispersion in energy and resonant magnetic confinement,
observed on chirped superlattice with a more regular miniband, are absent. Threshold cur-
rent density are reduced by a factor of 2-3 with respect to zero field value in contrast to
the factor of 20-30 observed in vertical structures between high and low magnetic field. It
is clear that the delocalized nature of the wavefunction limits the increase of the electronic
lifetime. The quenching of the transport due to electron localization is observed also in these
bound-to-continuum structures. At the same time light emission intensity for strong applied
magnetic fields is always much weaker than the zero field value. A new resonance in light
emission is observed also in these structures, corresponding to the condition where 1.5 times
the energy spacing between subbands equals the cyclotron energy. This effect, also present
in vertical transition structures, needs an adequate theoretical description.
Chapter 8
Conclusions and perspectives
In this thesis work we have studied different gain mechanisms in order to obtain laser action
in the Terahertz region using intersubband transitions in semiconductor quantum wells. The
motivation for such a research is twofold: the exploration of a new region of laser frequencies
generated by a semiconductor device and the realization of sources of coherent radiation that
can fill the gap existing between optics and electronics.
The first approach we have used is based on the conventional quantum cascade laser tech-
nology: the optical transitions are engineered between conduction band states with quasi-
parabolic dispersion. We have demonstrated laser action in three different new designs, each
one with different performances. The single quantum well 3.5 THz laser object of Chap-
ter 4, closely related to the original Kazarinov and Suris proposal for the quantum cascade
laser, is an extremely useful model system to understand the interplay between resonant
tunnelling and intersubband scattering dynamics for subband with energy spacing below
the LO phonon. Modellization based on resonant tunnelling current flow calculated with
density matrix approach and rate equations quantitatively account for the observed results
and yield values for the relevant lifetimes in the structure. The laser device showed a very
low threshold current density of 29 A/cm2, the lowest among QC lasers without employing
magnetic field.
Superlattice-based design employing a bound-to-continuum optical transition (Chapter 5)
has been profitably used to achieve laser emission at 3.4 THz with high output optical power
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and pulsed operating temperature of 100 K, above the technologically important barrier of
liquid nitrogen temperature (77 K). A detailed study of the temperature dependence of the
threshold current together with spontaneous emission has highlighted the crucial role of a fast
extraction of carriers in the lower miniband. This issue has been addressed with an improved
version of the bound-to-continuum design that employs scattering from optical phonons as
a mechanism to deplete the lower state of the lasing transition. Such a structure, studied
in two different waveguide configurations, lased up to 116 K in pulsed operation: the design
looks very promising and an active region optimization aimed to increase injection efficiency
together with improvement of the double metal waveguide technology could lead to significant
improvement both in pulsed and CW operation. The degradation of the performances with
increasing wavelength is evident, making difficult the realization of high temperatures lasers
emitting below 2 THz.
The core of this thesis work is the study of low energy-long wavelength quantum cascade
structures. In this case the gain mechanism is based on the modification of the lifetimes by
the additional in-plane confinement induced via an intense magnetic field perpendicular to
the layers, in the spirit of the research on quantum boxes and low dimensional semiconductor
devices. The intra-well vertical transition joined with an outstanding quality of the grown
material makes those structure unique systems where extremely long intersubband lifetimes
are observed. This design approach has led to the demonstration of laser action at 1.39 THz
(220 µm ca.), the lowest frequency reported for any quantum-cascade laser to-date. The
threshold current density exhibited by this class of devices is below 1 A/cm2, among the
lowest observed on any semiconductor-based laser, including last-generation quantum dots
at cryogenic temperatures. This extremely reduced value of the threshold current density is
attributed to the combined effect of the quenching of scattering and dephasing mechanisms
together with the huge reduction of the waveguide losses due to carrier localization. As in
the quantum Hall effect, electrons are localized by the combined action of magnetic field
and residual disorder in the sample. The structures have been studied in very high magnetic
fields up to 28 T: very interesting and peculiar phenomena are observed, that demonstrate
the strong link between optical and transport characteristics in a quantum cascade laser. The
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comparative study of superlattice based active region in very high magnetic field points out
the fundamental difference between an intra-well optical transition and an optical transition
based on delocalized states. The threshold current density in the case of superlattices shows
important reduction in function of the applied magnetic field, but there is not a dramatic
effect as observed on the vertical transitions. Those results can be useful also for establishing
the relative importance of the various diffusion mechanisms as electron-electron scattering
and interface roughness scattering.
The achievement of high temperature, long wavelength THz QC lasers will strongly depend
on the ability to manage in-plane scattering. If employing conventional QC structures with
parabolic subband dispersion, then the use of LO phonon to deplete the lower state of the las-
ing transition seems to be unavoidable. Lots of improvement are still possible from the point
of view of the design. The choice of the waveguide resonator will be essentially application-
driven: the double metal solution is the best choice for high temperature performances but
when high power is needed (imaging applications for example) the single plasmon waveguide
is the optimal compromise, at the expenses of a lower operating temperature (still above
liquid nitrogen).
The study of multi dimensional confined intersubband lasers offers a huge variety of in-
teresting research themes. On one side the complex phenomena related to localization,
electron dynamics and interaction between transport and laser emission are far from being
understood. The exploration of the low temperature (∼ 100 mK) regime and the in-plane
transport characteristics could bring new elements for the comprehension of the carrier dy-
namics. On the other side the possibility to combine electron and photon confinement can
lead to envision multi-wavelength microlasers emitting at THz frequencies. In light of the
results exposed in Chapter 6, it is particularly attractive to look at the possibility to produce
optical resonators where all the spontaneous emission is coupled into one cavity mode and
test the system in the ideal condition for the achievement of a thresholdless laser. The real-
ization of structures with a three dimensional physical confinement is strongly connected to
technological issues. The accuracy needed for such structures is very high: the uncertainty
on the MBE growth for the long wavelength structures is below 1%.
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Appendix A
Magneto spectroscopy with THz
QCL’s
In this Appendix we will illustrate two simple magneto-spectroscopy experiments carried
out with the laser devices developed during this thesis work. The first one is the detection
of electron spin resonance on the conduction electrons of InSb and the second one is the
magneto-spectroscopy of a quantum well THz photodetector also developed in our laboratory.
A.1 Electron spin resonance on InSb
A system with an angular momentum ~J = ~~I, where ~I is the spin momentum, presents
an associated magnetic momentum ~µ = γ~~I, where γ is the gyromagnetic factor. The
interaction energy of an isolated spin system with a static magnetic field ~B is then given by
:
E = −~µ ~B (A.1.1)
If we choose the quantization axis for ~J parallel to the field ~B the system will admit an
ensemble of 2I+1 Zeeman levels separated by an energy ∆E = γ~B. For the electrons in
a semiconductor we will have I=1/2 and the gyromagnetic factor will take the form of an
effective gyromagnetic factor g∗, as already described in Chapter 2. The Zeeman splitting
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for the electrons in a semiconductor is then ∆EZeeman = |g∗|µBB and he effective g-factor is
defined by the band structure parameters of the materials involved, especially the spin-orbit
energy splitting of the valence band ∆SO. Electron spin resonance (ESR) is traditionally
performed in the microwave region of the electromagnetic spectrum because the g-factors of
many materials are almost equal to the one of the free electron, that for an applied magnetic
field of 1 T will give rise to a Zeeman splitting of ∆E/~ ∼= 28 GHz. In Fig.A.1(extracted from
Ref.[204] )is reported a diagram that plots the g-factor in function of the lattice constant for
the III-V semiconductors. The experimental points have been interpolated by a theoretical










where g0 and m0 are the free electron values and Eg is the bandgap.
Figure A.1: g factors for conduction electrons in III-V semiconductors against lattice
constant (reprinted from [204]). The horizontal grey line represents the limit of systems
that can be investigated in the Neuchaˆtel apparatus, Bmax = 12 T, λmax = 215 µm.
Understanding the physical mechanisms underlying the manipulation of electronic spin in
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semiconductors may ultimately lead to multifunction devices based on the synthesis of pho-
tonics, electronics and magnetics. At present, in electronics it is predominantly the charge
of the electrons which is used in applications, e.g. in field-effect transistors where the voltage
on a gate controls the charge in an inversion layer and so the current through the device.
Recently, it was proposed that it is also possible to use the spins of the electrons to perform
electronic functions, extending electronics into spintronics. Electron spin resonance (ESR)
allows one to investigate the properties of spin systems. In addition, it can also be applied to
manipulate spins: with a pulse at the ESR frequency of controlled duration and intensity (pi
pulse, pi/2 pulse, see [206])it is possible to reverse the orientation of a spin, e.g. from |↑〉 to
|↓〉 or even to construct a quantum mechanical superposition state. The possibility to have
a compact, electrically injected laser source which can be used to probe the spin degree of
freedom of several III-V materials is attractive, combined to the inherently high sensitivity
of a spin resonance process detected with high values of the applied magnetic field.
The long wavelength THz QCL’s developed in this thesis work and described in Chapter 6 are
good candidates to perform this kind of spectroscopy due to their long wavelength, their low
electrical power consumption and their working principle based on the presence of a magnetic
field that optimize the coupling with the examined sample. In order to check the feasibility
of such an experiment, we arranged an experimental setup in order to perform electron
spin resonance with a long wavelength THz QCL as a source. Inspection of Fig.A.1 reveals
that the materials that can be investigated with our apparatus where Bmax = 12 T and
λmax = 215 µm are the ones with |g∗| > 8.7.We currently use in our setup an InSb cyclotron
resonance detector: InSb has a g∗ of about -50, depending on the doping and on the quality
of the material, then well above our detection limit. The idea is then to use our detector as a
sample and perform an experiment of electrically detected ESR [207]: we will detect the spin
resonance phenomenon as a change in the conductivity of our InSb detector. In this case the
small superconducting coil that usually tunes the Landau states of the detector will be used
as the polarizing field. The long wavelength THz QC is immersed in the main magnetic field
that this time will be kept fixed at a value where the laser presents good emission power with
low threshold. In order to induce transitions between spin states we need the magnetic field
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of the AC field to be perpendicular to the polarizing field [206]: this condition is fulfilled by
our experimental arrangement. We employed a 1.66 THz laser based on the big well design
described in Sec.6.5.2. The results of the measurement is shown in Fig.A.2. The peak in the
magnetoresistance is due to spin-flip transitions of the conduction electrons: the increasing
background of the magnetoresistance has been subtracted. In the inset is visible the complete
field sweep of the small superconducting coil that shows the laser spectrum due to Landau
level absorption (usual ”detector” configuration, then ~ωc = 8.324 · B[meV ] and from the
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Figure A.2: Electron spin resonance signal observed as a variation in the magnetore-
sistance of the InSb detector (the background has been subtracted ). Inset: complete
field sweep for the InSb detector, where is visible the signal due to the laser and, in the
grey circle, is highlighted the ESR contribution.







= 48.5± 1.5 (A.1.3)
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The deduced value of the g∗ is in excellent agreement with what found in literature [208],
provided that we do not know the exact doping concentration for our sample.
A.2 THz quantum well photodetector in magnetic field
In the framework of our study of the electronic state lifetimes below the LO phonon energy in
function of the applied magnetic field, we examined the possibility to measure the transport
properties of a cascade-like structure in a magnetic field when illuminated by terahertz
radiation. The structure tested is actually a THz range quantum well infrared photodetector
, described in detail in Ref.[209] and designed to operate at 3.4 THz. The detector, whose
self-consistently calculated bandstructure is reported in Fig.A.3 , is a QCL-like structure
grown in the Al0.15Ga0.85As/GaAs material system on a semi-insulating structure. The
structure is designed in order to work under zero bias condition in order to avoid additional
noise due to dark current. The operating principle is based on photoexcitation of electrons
firstly residing in state |0〉 into the doublet formed from states |4〉 and |5〉 (the calculated
energies are E50 = 16 meV and E40 = 13.7 meV). Once excited in state 4 or 5 the electrons
have a certain probability to tunnel into state 3 (ground state of the adjacent well) and then
to slide down in the cascade of ground states formed by the chirped superlattice.
The idea of the experiment is the following: the magnetic field, applied perpendicularly to
the plane of the layers, will enhance the lifetime τ5,4→0 thus favoring the probability for
the electron to tunnel in the adjacent well contributing to the photocurrent. The lifetime
of states 4 and 5 will be modulated by the elastic processes examined in Chapter 2 and
observed extensively on lasing systems. The experimental arrangement is the following: a
THz quantum cascade emitting at 87 µm (hν =14.4 meV, sample A2771, Sec.5.1.1) and
maintained at constant power shines on the detector placed inside the magnetic field cryo-
stat. The detector photocurrent is then recorded sweeping the magnetic field. To rule out
any possible influence of the stray field of the magnet on the excitation laser we monitored
the laser parameters in function of the applied field controlling their stability throughout all
magnetic field sweep. The detector is grown on a semi-insulating structure and processed


















Figure A.3: Self-consistently calculated conduction band structure for sample A2879
at 10 K. One full period, surrounded by adjacent parts of the previous/next period is
shown. The observed transitions take place between the ground state |0〉 and the states
|4〉 and |5〉.
as a mesa structure with a diffraction grating on top that allows the coupling of both po-
larizations. The results of a typical measurement are shown in Fig.A.4, with the detector
temperature kept at T=10 K. the lower panel of the same figure contains a Landau fan of the
significant levels of the structure: the energy values are the calculated ones. In the region
from 0 to 7 T the detector photocurrent shows some strong oscillations in function of the
applied magnetic field, with minima located at 1.9 T, 2.6 T and 4 T. In the region 2.8-5.2 T
the detector photocurrent is higher than the value at zero magnetic field. The minima are
attributed to elastic resonances between the Landau levels |4, 0〉 and |5, 0〉 and the Landau
states |1, j〉 that shorten the lifetime of the excited states increasing the probability of a
recapture of the electron in the state |0〉 and subsequent loss of responsivity. The minimum
at 4 T marks the condition where the energy spacing E40 approximately matches two times






































Figure A.4: (a): Photocurrent signal form sample A2879 in function of the applied
magnetic field. (b) Landau fan for the three levels 0, 4 and 5 of the photodetector. The
energy values are the calculated ones.
matches surprisingly well the one calculated from the bandstructure simulation, and is in
disagreement with the one deduced from spectral measurement (14.7 meV [209]). Also the
other resonances observed fit with an energy spacing E40 of 13.7 meV. The responsivity then
drops and after we observe a clean and narrow peak at 8.2 T: this is the cyclotron resonance
peak that provide us with the spectral information about the laser emission frequency. The
deduced energy Elas = ~ωc(8.2T ) = 14.3 meV matches very well the typical value for the
center of gravity of the mode enevelope for a Fabry-Pe´rot ridge of sample A2771 (14.4 meV).
The observed data can be interpreted as follows: the responsivity of the detector will depend
on the interplay from the lifetime τ5,4→0 of one electron in the doublet of states 4,5 with the
tunnelling time of the same electron to the adjacent well and thus its contribution to the
photocurrent. The magnetic field acts in both directions: the lifetime τ5,4→0 is increased by
the reduction of the non radiative processes due to Landau quantization in the x-y plane
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(outside the resonant conditions where we observe the minima in photocurrent). At the













Figure A.5: Cyclotron resonance peak (full line) for sample A2879 with an illumination
at 14.2 meV. The dashed line is a Gaussian fit that yields a full-width at half max of
0.4 T
same time, the localization of carriers induced by an increasing magnetic field will quench
the transport, resulting in a poor detector efficiency for high values of applied magnetic fields.
The region where the detectivity is higher in respect to the zero field value is the results
of the trade-off between the described phenomena: the lifetime τ5,4→0 is increased and the
transport across the structure is not yet suppressed. The discrepancy between the energy
difference value of the subbands measured with the FTIR spectrum and the one deduced
with the magnetospectroscopy can be ascribed to the depolarization shift (see Sec.6.6.2).
With the value nominal value of the sheet carrier density ns = 8.7 · 109 cm−2 we obtain a
shift ∆E ' 0.5 meV, in good agreement with what observed. From a Gaussian fit of the
cyclotron resonance peak, reported in Fig.A.5 we can deduce a full width at half maximum of
0.4 T that translates into a cyclotron resonance linewidth of 0.69 meV. This value represents
the convolution of the cyclotron resonance transition linewidth with the multimode spectrum
of the laser. Typical value for cyclotron resonance full widths measured on GaAs/AlGaAs
heterostructures [210] lie in the 10−2÷4 ·10−3 T range. What we observe is then the spectral
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width of the laser emission that will dominate the detected linewidth: the value of 0.69 meV
matches very well typical values observed on this kind of devices (see Fig.5.6).
Appendix B
Grenoble high magnetic field
experimental setup
The experimental setup for magnetic field measurement that has been built at the Institute
of physics of Neuchaˆtel university (see Section 3.2) is limited to a maximum field of 14
T. The experimental results obtained up to that field value motivated the investigation of
THz quantum cascade lasers with higher values of applied field, up to 28 T. The experiments
where then carried out at the Grenoble High Magnetic Field Laboratory (GHMFL-CNRS, 25,
Avenue de Martyrs BP166 38042 Grenoble cedex 9, FRance. http://ghmfl.grenoble.cnrs.fr).
The magnet where the experiments were carried out (M10) is a resistive magnet made with
copper-based windings of mixed Bitter type and ”polyhelix” type. The bore is 34 mm wide.
The magnet is supplied with a voltage of about 400 V at full power and the maximum
electrical power is 20 MW. and the current is provided by power rectifiers with a stability of
10 ppm over a period of time of about 10 minutes. The cooling is provided by a circulation
of deionized and deoxygenized water, with a flow reaching up to 1000 m3/h at full power.
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Figure B.1: Left: laser holder with 50 Ω charge resistors and mirror for launching the
laser emission to the internal bolometer or to the spectrometer. Right: complete mount
with internal bolometer, laser holder and hollow cryo probe that constitutes the light
pipe.
The optical mesurements were carried out with three different setups: an internal bolometer
has been used (Infrared research Inc. put specs) and placed directly in front of the laser
(see fig. B.1). The laser mount is equipped of a 45 ◦ mirror because the magnetic field has
to be applied perpendicularly to the plane of the layers and then the edge emission will be
orthogonal to the field (intersubband selection rule). With this setup were possible light-
current-voltage-magnetic field measurements, with the whole assembly immersed in liquid
He. Put some words and a graph about the calibration of the internal bolometer with the
magnetic field. The second setup allowed us to extract the light from the bore of the magnet
and perform also spectral measurement. The experimental setup is shown in figs B.1 and
B.2: the laser mount is inverted by 180 ◦ with respect to the horizontal direction and the
light is guided via a light pipe that constitute the measurement probe. At the end we placed
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a mirror that reflected the radiation into a second light pipe that feeded an under vacuum
Bruker FTIR. The whole path outside the measurement probe, included the spectrometer,
was kept under vacuum in order to avoid water absorption especially strong at those long
wavelength. The same purged light pipe was also used to perform the CW measurements;
at the end of the light pipe was placed a window and then a chopper allowing the use of
an He-cooled bolometer that detected the CW laser emission from the sample. Special care
was employed in order to keep the equipment outside of the strong stray field that can cause
serious problems to the electronics when the magnet reaches the highest values of the field
(28 T). The power supply allows great flexibility in the control of the field sweep rate that
can be adjusted between the maximum value of 919 Gauss/s (that translates in a complete
sweep 0-28 T in about 5 minutes!!) and some Gauss per second. Our typical sweep rate for
obtaining a complete characterization of the laser on the whole field range was 50 Gauss/s





Magnet control, laser power  
supply and detection
Figure B.2: Experimental setup for spectral measurements with pumped light pipe
and FTIR spectrometer. The magnet is one floor below.
Appendix C
Samples parameters
The layer sequence of one period of the different GaAs/AlGaAs THz structures measured
during this thesis are given in the following table, starting from the injection barrier. Also
indicated are the doping levels, the nominal sheet density ns induced by this doping and the
number of periods Np. The doped layers are underlined and the thickness of the barriers
are in bold. Sample names staring either with an ”A” or a ”V” come from the Cavendish
laboratory in Cambridge, UK. Samples whose identifier starts with ”N” come from the in-
house MBE facility of the Faist group at the University of Neuchaˆtel, CH.
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Sample
Layer sequence of one period, thickness in nm.
Al0.15Ga0.85As barriers are in bold, n-doped layers are
underlined.





2 · 1016 2.6 · 1010 2.07 · 1015 120
A2770 2.2/3.0/1.0/36.0/2.2/15.0/1.0/
13.0/2.5/12.0/3.0/10.0/3.5/10.0/1.0/3.0
3 · 1016 3.0 · 1010 2.53 · 1015 120
A2771 3.5/9.0/0.6/16.3/0.9/16.0/1.0/
13.8/1.2/12.0/1.5/11.0/2.4/ 11.0/2.4/11.0/3.2/12.1
2.5 · 1016 2.75 · 1010 2.38 · 1015 120
A2985 4.0/12.0/0.5/22.3/0.8/21.5/.9/
17.8/1.0/14.5/1.3/13.2/2.2/13.4/2.8/17.0/
2.5 · 1016 3.3 · 1010 2.27 · 1015 120
A2986 4.2/9.0/0.6/16.3/0.9/16.0/1.0/
13.8/1.2/12.0/1.5/11.0/2.4/ 11.0/2.4/11.0/3.2/12.1
3 · 1016 3.3 · 1010 2.83 · 1015 120
A3096 2.5/3.5/1.2/55.0/3.0/21.0/1.0/
20.0/3.2/16.4/3.2/16.0/3.5/15.8/1.0/3.8/
1.5 · 1016 5.34 · 1010 3.13 · 1015 100
A3520 2.5/3.5/1.2/57.0/3.0/21.3/1.3/
20.0/3.2/15.6/3.2/13.9/3.5/15.4/1.0/3.8/
1.6 · 1016 5.23 · 1010 3.08 · 1015 100
V198 2.5/3.5/1.2/60.7/2.7/22.2/1.5/
20.0/3.2/15.2/3.2/13.4/3.5/15.4/1.0/3.8/
1.6 · 1016 5.08 · 1010 2.94 · 1015 95
N310 4.5/9.0/0.6/16.3/0.9/16.0/1.0/
13.8/1.2/12.0/1.5/11.0/2.4/ 11.0/2.4/11.0/3.2/12.1
8 · 1016 1.68 · 1011 7.54 · 1015 120
N314 4.2/10.0/0.7/18.3/1.0/15.2/1.3/12.7/1.7/10.5/2.7/
21.1/2.4/ 16.5/
3.8 · 1016 8.0 · 1010 6.77 · 1015 120
N470 3.7/10.0/0.7/18.3/1.0/15.2/1.3/12.7/1.7/10.5/2.7/
21.1/2.4/ 16.5/
3.8 · 1016 8.0 · 1010 6.77 · 1015 120
N471 4.7/28.0/2.3/18.0/2.3/16.5/2.3/16.0/2.3/15.5/ 2.4 · 1016 3.84 · 1010 3.55 · 1015 140
Table C.1: Layer sequence of THz QC samples based on Al0.15Ga0.85As material system.
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